 > dumpmdm
Dump of Entire MDM, this is NOT the config file
  <InternetGatewayDevice>
    <DeviceSummary>InternetGatewayDevice:1.1[](Baseline:1, EthernetLAN:1, USBLAN:1, WiFiLAN:1, ADSLWAN:1, Time:1, IPPing:1, ATMLoopback:1, DSLDiagnostics:1, DeviceAssociation:1)</DeviceSummary>
    <LANDeviceNumberOfEntries>1</LANDeviceNumberOfEntries>
    <WANDeviceNumberOfEntries>1</WANDeviceNumberOfEntries>
    <Capabilities>
      <PerformanceDiagnostic>
        <DownloadTransports>HTTP,FTP</DownloadTransports>
        <UploadTransports>HTTP,FTP</UploadTransports>
      </PerformanceDiagnostic>
    </Capabilities>
    <DownloadDiagnostics>
      <DiagnosticsState>None</DiagnosticsState>
      <Interface>NULL</Interface>
      <DownloadURL>NULL</DownloadURL>
      <DSCP>0</DSCP>
      <EthernetPriority>0</EthernetPriority>
      <ROMTime>0001-01-01T00:00:00.000000</ROMTime>
      <BOMTime>0001-01-01T00:00:00.000000</BOMTime>
      <EOMTime>0001-01-01T00:00:00.000000</EOMTime>
      <TestBytesReceived>0</TestBytesReceived>
      <TotalBytesReceived>0</TotalBytesReceived>
      <TCPOpenRequestTime>0001-01-01T00:00:00.000000</TCPOpenRequestTime>
      <TCPOpenResponseTime>0001-01-01T00:00:00.000000</TCPOpenResponseTime>
    </DownloadDiagnostics>
    <UploadDiagnostics>
      <DiagnosticsState>None</DiagnosticsState>
      <Interface>NULL</Interface>
      <UploadURL>NULL</UploadURL>
      <DSCP>0</DSCP>
      <TestFileLength>0</TestFileLength>
      <EthernetPriority>0</EthernetPriority>
      <ROMTime>0001-01-01T00:00:00.000000</ROMTime>
      <BOMTime>0001-01-01T00:00:00.000000</BOMTime>
      <EOMTime>0001-01-01T00:00:00.000000</EOMTime>
      <TotalBytesSent>0</TotalBytesSent>
      <TCPOpenRequestTime>0001-01-01T00:00:00.000000</TCPOpenRequestTime>
      <TCPOpenResponseTime>0001-01-01T00:00:00.000000</TCPOpenResponseTime>
    </UploadDiagnostics>
    <UDPEchoConfig>
      <Enable>FALSE</Enable>
      <Interface>NULL</Interface>
      <SourceIPAddress>NULL</SourceIPAddress>
      <UDPPort>30006</UDPPort>
      <EchoPlusEnabled>FALSE</EchoPlusEnabled>
      <EchoPlusSupported>FALSE</EchoPlusSupported>
      <PacketsReceived>0</PacketsReceived>
      <PacketsResponded>0</PacketsResponded>
      <X_BROADCOM_COM_PacketsRespondedFail>0</X_BROADCOM_COM_PacketsRespondedFail>
      <BytesReceived>0</BytesReceived>
      <BytesResponded>0</BytesResponded>
      <TimeFirstPacketReceived>0001-01-01T00:00:00.000000</TimeFirstPacketReceived>
      <TimeLastPacketReceived>0001-01-01T00:00:00.000000</TimeLastPacketReceived>
    </UDPEchoConfig>
    <DeviceInfo>
      <Manufacturer>Sagemcom</Manufacturer>
      <ManufacturerOUI>001556</ManufacturerOUI>
      <ModelName>Plusnet F@ST 2704N ADSL</ModelName>
      <Description>Sagemcom CPE</Description>
      <ProductClass>Plusnet F@ST 2704N ADSL</ProductClass>
      <SerialNumber>XXXXXXXXXXXXXXX</SerialNumber>
      <HardwareVersion>F@ST2704N V1.0</HardwareVersion>
      <SoftwareVersion>7.273.1_F2704N_Plusnet</SoftwareVersion>
      <ModemFirmwareVersion>7.273.1</ModemFirmwareVersion>
      <EnabledOptions>NULL</EnabledOptions>
      <AdditionalHardwareVersion>BoardId=I-CHANGED-THIS-IGNORE-VALUE</AdditionalHardwareVersion>
      <AdditionalSoftwareVersion>CFE=7.273.1</AdditionalSoftwareVersion>
      <SpecVersion>1.0</SpecVersion>
      <ProvisioningCode>NULL</ProvisioningCode>
      <UpTime>32</UpTime>
      <FirstUseDate>0001-01-01T00:00:00Z</FirstUseDate>
      <X_BROADCOM_COM_NumberOfCpuThreads>1</X_BROADCOM_COM_NumberOfCpuThreads>
      <X_BROADCOM_COM_SwBuildTimestamp>141118_1136</X_BROADCOM_COM_SwBuildTimestamp>
      <X_BROADCOM_COM_DslPhyDrvVersion>A2pG039f2.d25b</X_BROADCOM_COM_DslPhyDrvVersion>
      <DeviceLog>NULL</DeviceLog>
      <VendorConfigFileNumberOfEntries>0</VendorConfigFileNumberOfEntries>
    </DeviceInfo>
    <X_BROADCOM_COM_SyslogCfg>
      <Status>Disabled</Status>
      <Option>local buffer</Option>
      <LocalDisplayLevel>Error</LocalDisplayLevel>
      <LocalLogLevel>Debug</LocalLogLevel>
      <RemoteLogLevel>Debug</RemoteLogLevel>
      <ServerIPAddress>0.0.0.0</ServerIPAddress>
      <ServerPortNumber>514</ServerPortNumber>
    </X_BROADCOM_COM_SyslogCfg>
    <X_BROADCOM_COM_LoginCfg>
      <AdminUserName>admin</AdminUserName>
      <AdminPassword>admin</AdminPassword>
      <AdminPasswordHash>NULL</AdminPasswordHash>
      <SupportUserName>support</SupportUserName>
      <SupportPassword>support</SupportPassword>
      <SupportPasswordHash>NULL</SupportPasswordHash>
      <UserUserName>user</UserUserName>
      <UserPassword>user</UserPassword>
      <UserPasswordHash>NULL</UserPasswordHash>
      <admin_timeout>5</admin_timeout>
      <FirstLogin>TRUE</FirstLogin>
    </X_BROADCOM_COM_LoginCfg>
    <X_BROADCOM_COM_AppCfg>
      <HttpdCfg>
        <NetworkAccess>LAN</NetworkAccess>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </HttpdCfg>
      <Tr69cCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
        <LoggingSOAP>FALSE</LoggingSOAP>
        <ConnectionRequestAuthentication>TRUE</ConnectionRequestAuthentication>
      </Tr69cCfg>
      <SshdCfg>
        <NetworkAccess>LAN or WAN</NetworkAccess>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </SshdCfg>
      <TelnetdCfg>
        <NetworkAccess>LAN</NetworkAccess>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </TelnetdCfg>
      <ConsoledCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </ConsoledCfg>
      <SmdCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </SmdCfg>
      <SskCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </SskCfg>
      <SnmpdCfg>
        <NetworkAccess>Disabled</NetworkAccess>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </SnmpdCfg>
      <FtpdCfg>
        <NetworkAccess>Disabled</NetworkAccess>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </FtpdCfg>
      <TftpdCfg>
        <NetworkAccess>LAN</NetworkAccess>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </TftpdCfg>
      <PppdCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </PppdCfg>
      <IcmpCfg>
        <NetworkAccess>LAN</NetworkAccess>
      </IcmpCfg>
      <UpnpCfg>
        <Enable>TRUE</Enable>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
        <ExtendedSecurity>TRUE</ExtendedSecurity>
      </UpnpCfg>
      <DnsProxyCfg>
        <Enable>TRUE</Enable>
        <Redirector>0</Redirector>
        <DeviceDomainName>lan</DeviceDomainName>
        <DeviceHostName>dsldevice</DeviceHostName>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
        <DNSProxyParallel>FALSE</DNSProxyParallel>
      </DnsProxyCfg>
      <VectoringCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </VectoringCfg>
      <OsgidCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </OsgidCfg>
      <ScriptDaemonCfg>
        <LoggingLevel>Error</LoggingLevel>
        <LoggingDestination>Standard Error</LoggingDestination>
      </ScriptDaemonCfg>
    </X_BROADCOM_COM_AppCfg>
    <X_BROADCOM_COM_EthernetSwitch>
      <NumberOfVirtualPorts>4</NumberOfVirtualPorts>
      <EnableVirtualPorts>TRUE</EnableVirtualPorts>
      <IfName>NULL</IfName>
    </X_BROADCOM_COM_EthernetSwitch>
    <X_BROADCOM_COM_PwrMngtCfg>
      <CPUSpeed>256</CPUSpeed>
      <CPUr4kWaitEn>TRUE</CPUr4kWaitEn>
      <DRAMSelfRefreshEn>TRUE</DRAMSelfRefreshEn>
      <DRAMAutoPDEn>FALSE</DRAMAutoPDEn>
      <EthAutoPwrDwnEn>TRUE</EthAutoPwrDwnEn>
      <EthRegisteredCount>0</EthRegisteredCount>
      <EthIfConnectedCount>0</EthIfConnectedCount>
      <USBIfRegisteredCount>0</USBIfRegisteredCount>
      <USBIfConnectedCount>0</USBIfConnectedCount>
      <AvsEn>TRUE</AvsEn>
      <VCTEn>TRUE</VCTEn>
      <WifiEn>TRUE</WifiEn>
      <LedEn>TRUE</LedEn>
      <USBHostEn>TRUE</USBHostEn>
      <USBDevEn>TRUE</USBDevEn>
      <DSLEn>TRUE</DSLEn>
      <MoCAEn>TRUE</MoCAEn>
      <GPONEn>TRUE</GPONEn>
      <bcm6358MAC0En>TRUE</bcm6358MAC0En>
      <bcm6358MAC1En>TRUE</bcm6358MAC1En>
      <bcm6358EPHYEn>TRUE</bcm6358EPHYEn>
      <bcm5325ePHY0En>TRUE</bcm5325ePHY0En>
      <bcm5325ePHY1En>TRUE</bcm5325ePHY1En>
      <bcm5325ePHY2En>TRUE</bcm5325ePHY2En>
      <bcm5325ePHY3En>TRUE</bcm5325ePHY3En>
      <bcm5325ePHY45En>TRUE</bcm5325ePHY45En>
      <bcm6368ePHY0En>TRUE</bcm6368ePHY0En>
      <bcm6368ePHY1En>TRUE</bcm6368ePHY1En>
      <bcm6368ePHY2En>TRUE</bcm6368ePHY2En>
      <bcm6368ePHY3En>TRUE</bcm6368ePHY3En>
      <bcm6816ePHY0En>TRUE</bcm6816ePHY0En>
      <bcm6816ePHY1En>TRUE</bcm6816ePHY1En>
      <bcm6816ePHY2En>TRUE</bcm6816ePHY2En>
      <bcm6816ePHY3En>TRUE</bcm6816ePHY3En>
    </X_BROADCOM_COM_PwrMngtCfg>
    <DeviceConfig>
      <PersistentData>NULL</PersistentData>
      <ConfigFile>NULL</ConfigFile>
    </DeviceConfig>
    <ManagementServer>
      <URL>https://acs.plus.net:8443/dps/TR069</URL>
      <LastConnectedURL>NULL</LastConnectedURL>
      <Username>tr069@plusdsl.net</Username>
      <Password>g0g0g0g0</Password>
      <PeriodicInformEnable>TRUE</PeriodicInformEnable>
      <PeriodicInformInterval>86400</PeriodicInformInterval>
      <PeriodicInformTime>1970-01-01T00:00:18+00:00</PeriodicInformTime>
      <ParameterKey>NULL</ParameterKey>
      <X_BROADCOM_COM_BoundIfName>Any_WAN</X_BROADCOM_COM_BoundIfName>
      <ConnectionRequestURL notification="2">NULL</ConnectionRequestURL>
      <Tr69cEnblACSURLFromOPTION43>TRUE</Tr69cEnblACSURLFromOPTION43>
      <ConnectionRequestUsername>NULL</ConnectionRequestUsername>
      <ConnectionRequestPassword>NULL</ConnectionRequestPassword>
      <UpgradesManaged>FALSE</UpgradesManaged>
      <KickURL>NULL</KickURL>
      <CWMPRetryMinimumWaitInterval>5</CWMPRetryMinimumWaitInterval>
      <CWMPRetryIntervalMultiplier>2000</CWMPRetryIntervalMultiplier>
      <ManageableDeviceNumberOfEntries>0</ManageableDeviceNumberOfEntries>
      <ManageableDeviceNotificationLimit>0</ManageableDeviceNotificationLimit>
      <X_SAGEMCOM_COM_ConnUrlPort>7547</X_SAGEMCOM_COM_ConnUrlPort>
      <X_SAGEMCOM_COM_IPv6ConnectionRequestURL>NULL</X_SAGEMCOM_COM_IPv6ConnectionRequestURL>
      <X_SAGEM_COM_AcsCredential>FALSE</X_SAGEM_COM_AcsCredential>
    </ManagementServer>
    <Time>
      <Enable>TRUE</Enable>
      <Status>Disabled</Status>
      <NTPServer1>ntp.plus.net</NTPServer1>
      <NTPServer2>NULL</NTPServer2>
      <NTPServer3>NULL</NTPServer3>
      <NTPServer4>NULL</NTPServer4>
      <NTPServer5>NULL</NTPServer5>
      <CurrentLocalTime>NULL</CurrentLocalTime>
      <LocalTimeZone>NULL</LocalTimeZone>
      <LocalTimeZoneName>Greenwich Mean Time: Dublin, Edinburgh, Lisbon, London</LocalTimeZoneName>
      <DaylightSavingsUsed>FALSE</DaylightSavingsUsed>
      <DaylightSavingsStart>1970-01-01T00:01:09+00:00</DaylightSavingsStart>
      <DaylightSavingsEnd>1970-01-01T00:01:09+00:00</DaylightSavingsEnd>
    </Time>
    <Layer2Bridging>
      <MaxBridgeEntries>16</MaxBridgeEntries>
      <MaxFilterEntries>64</MaxFilterEntries>
      <MaxMarkingEntries>0</MaxMarkingEntries>
      <BridgeNumberOfEntries>1</BridgeNumberOfEntries>
      <FilterNumberOfEntries>9</FilterNumberOfEntries>
      <MarkingNumberOfEntries>0</MarkingNumberOfEntries>
      <AvailableInterfaceNumberOfEntries>9</AvailableInterfaceNumberOfEntries>
      <Bridge instance="1">
        <BridgeKey>0</BridgeKey>
        <BridgeStandard>802.1D</BridgeStandard>
        <BridgeEnable>TRUE</BridgeEnable>
        <BridgeStatus>Disabled</BridgeStatus>
        <BridgeName>Default</BridgeName>
        <VLANID>0</VLANID>
      </Bridge>
      <Bridge nextInstance="2" ></Bridge>
      <Filter instance="1">
        <FilterKey>1</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>0</FilterBridgeReference>
        <FilterInterface>1</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="2">
        <FilterKey>2</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>0</FilterBridgeReference>
        <FilterInterface>2</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="3">
        <FilterKey>3</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>0</FilterBridgeReference>
        <FilterInterface>3</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="4">
        <FilterKey>4</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>0</FilterBridgeReference>
        <FilterInterface>4</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="5">
        <FilterKey>5</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>0</FilterBridgeReference>
        <FilterInterface>5</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="6">
        <FilterKey>6</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>-1</FilterBridgeReference>
        <FilterInterface>6</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="7">
        <FilterKey>7</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>-1</FilterBridgeReference>
        <FilterInterface>7</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="8">
        <FilterKey>8</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>-1</FilterBridgeReference>
        <FilterInterface>8</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter instance="9">
        <FilterKey>9</FilterKey>
        <FilterEnable>TRUE</FilterEnable>
        <FilterStatus>Disabled</FilterStatus>
        <FilterBridgeReference>0</FilterBridgeReference>
        <FilterInterface>9</FilterInterface>
        <VLANIDFilter>-1</VLANIDFilter>
        <X_BROADCOM_COM_VLANIDFilter>0</X_BROADCOM_COM_VLANIDFilter>
        <AdmitOnlyVLANTagged>FALSE</AdmitOnlyVLANTagged>
        <SourceMACFromVendorClassIDFilter>NULL</SourceMACFromVendorClassIDFilter>
        <SourceMACFromVendorClassIDFilterExclude>TRUE</SourceMACFromVendorClassIDFilterExclude>
      </Filter>
      <Filter nextInstance="10" ></Filter>
      <AvailableInterface instance="1">
        <AvailableInterfaceKey>1</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.LANEthernetInterfaceConfig.1</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="2">
        <AvailableInterfaceKey>2</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.LANEthernetInterfaceConfig.2</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="3">
        <AvailableInterfaceKey>3</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.LANEthernetInterfaceConfig.3</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="4">
        <AvailableInterfaceKey>4</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.LANEthernetInterfaceConfig.4</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="5">
        <AvailableInterfaceKey>5</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="6">
        <AvailableInterfaceKey>6</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="7">
        <AvailableInterfaceKey>7</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="8">
        <AvailableInterfaceKey>8</AvailableInterfaceKey>
        <InterfaceType>LANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface instance="9">
        <AvailableInterfaceKey>9</AvailableInterfaceKey>
        <InterfaceType>WANInterface</InterfaceType>
        <InterfaceReference>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.1.WANIPConnection.1</InterfaceReference>
      </AvailableInterface>
      <AvailableInterface nextInstance="10" ></AvailableInterface>
    </Layer2Bridging>
    <QueueManagement>
      <Enable>FALSE</Enable>
      <MaxQueues>24</MaxQueues>
      <MaxClassificationEntries>32</MaxClassificationEntries>
      <ClassificationNumberOfEntries>0</ClassificationNumberOfEntries>
      <MaxAppEntries>0</MaxAppEntries>
      <AppNumberOfEntries>0</AppNumberOfEntries>
      <MaxFlowEntries>0</MaxFlowEntries>
      <FlowNumberOfEntries>0</FlowNumberOfEntries>
      <MaxPolicerEntries>0</MaxPolicerEntries>
      <PolicerNumberOfEntries>0</PolicerNumberOfEntries>
      <MaxQueueEntries>24</MaxQueueEntries>
      <QueueNumberOfEntries>36</QueueNumberOfEntries>
      <DefaultForwardingPolicy>0</DefaultForwardingPolicy>
      <DefaultPolicer>0</DefaultPolicer>
      <DefaultQueue>0</DefaultQueue>
      <DefaultDSCPMark>-1</DefaultDSCPMark>
      <DefaultEthernetPriorityMark>0</DefaultEthernetPriorityMark>
      <AvailableAppList>NULL</AvailableAppList>
      <Queue instance="1">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>1</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>1</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="2">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>2</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>2</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="3">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>3</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>3</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="4">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>4</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>4</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="5">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>5</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>5</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="6">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>6</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>6</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="7">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>7</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>7</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="8">
        <QueueKey>0</QueueKey>
        <QueueEnable>TRUE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.1</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>8</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>8</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="9">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>1</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>1</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="10">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>2</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>2</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="11">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>3</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>3</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="12">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>4</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>4</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="13">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>5</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>5</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="14">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>6</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>6</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="15">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>7</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>7</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="16">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.2</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>8</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>8</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="17">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>1</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>1</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="18">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>2</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>2</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="19">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>3</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>3</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="20">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>4</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>4</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="21">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>5</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>5</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="22">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>6</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>6</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="23">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>7</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>7</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="24">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.3</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>8</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>8</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="25">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>1</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>1</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="26">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>2</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Voice Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>2</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="27">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>3</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>3</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="28">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>4</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Video Priority</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>4</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="29">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>5</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>5</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="30">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>6</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>6</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="31">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>7</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Background</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>7</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="32">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.LANDevice.1.WLANConfiguration.1.X_BROADCOM_COM_WlanAdapter.WlVirtIntfCfg.4</QueueInterface>
        <QueueWeight>0</QueueWeight>
        <QueuePrecedence>8</QueuePrecedence>
        <SchedulerAlgorithm>SP</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>WMM Best Effort</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>-1</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>8</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="33">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.1.WANDSLLinkConfig</QueueInterface>
        <QueueWeight>1</QueueWeight>
        <QueuePrecedence>8</QueuePrecedence>
        <SchedulerAlgorithm>WRR</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>Default Queue</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>0</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>1</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="34">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.1.WANDSLLinkConfig</QueueInterface>
        <QueueWeight>1</QueueWeight>
        <QueuePrecedence>1</QueuePrecedence>
        <SchedulerAlgorithm>WRR</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>3000</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>Acs Management Queue</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>0</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>2</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="35">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANDSLLinkConfig</QueueInterface>
        <QueueWeight>1</QueueWeight>
        <QueuePrecedence>8</QueuePrecedence>
        <SchedulerAlgorithm>WRR</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>0</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>Default Queue</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>0</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>1</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue instance="36">
        <QueueKey>0</QueueKey>
        <QueueEnable>FALSE</QueueEnable>
        <QueueStatus>Disabled</QueueStatus>
        <QueueInterface>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANDSLLinkConfig</QueueInterface>
        <QueueWeight>1</QueueWeight>
        <QueuePrecedence>1</QueuePrecedence>
        <SchedulerAlgorithm>WRR</SchedulerAlgorithm>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>3000</ShapingBurstSize>
        <X_BROADCOM_COM_QueueName>Acs Management Queue</X_BROADCOM_COM_QueueName>
        <X_BROADCOM_COM_DslLatency>0</X_BROADCOM_COM_DslLatency>
        <X_BROADCOM_COM_PtmPriority>-1</X_BROADCOM_COM_PtmPriority>
        <X_BROADCOM_COM_QueueId>2</X_BROADCOM_COM_QueueId>
      </Queue>
      <Queue nextInstance="37" ></Queue>
    </QueueManagement>
    <LANConfigSecurity>
      <ConfigPassword>NULL</ConfigPassword>
    </LANConfigSecurity>
    <IPPingDiagnostics>
      <DiagnosticsState>None</DiagnosticsState>
      <Interface>NULL</Interface>
      <Host>NULL</Host>
      <NumberOfRepetitions>0</NumberOfRepetitions>
      <Timeout>0</Timeout>
      <DataBlockSize>0</DataBlockSize>
      <DSCP>0</DSCP>
      <SuccessCount>0</SuccessCount>
      <FailureCount>0</FailureCount>
      <AverageResponseTime>0</AverageResponseTime>
      <MinimumResponseTime>0</MinimumResponseTime>
      <MaximumResponseTime>0</MaximumResponseTime>
    </IPPingDiagnostics>
    <TraceRouteDiagnostics>
      <DiagnosticsState>None</DiagnosticsState>
      <Host>NULL</Host>
      <Interface>NULL</Interface>
      <NumberOfTries>3</NumberOfTries>
      <DataBlockSize>38</DataBlockSize>
      <Timeout>5000</Timeout>
      <DSCP>0</DSCP>
      <MaxHopCount>30</MaxHopCount>
      <ResponseTime>0</ResponseTime>
      <RouteHopsNumberOfEntries>0</RouteHopsNumberOfEntries>
    </TraceRouteDiagnostics>
    <LANDevice instance="1">
      <LANEthernetInterfaceNumberOfEntries>4</LANEthernetInterfaceNumberOfEntries>
      <LANUSBInterfaceNumberOfEntries>0</LANUSBInterfaceNumberOfEntries>
      <LANWLANConfigurationNumberOfEntries>1</LANWLANConfigurationNumberOfEntries>
      <X_BROADCOM_COM_LANMocaInterfaceNumberOfEntries>0</X_BROADCOM_COM_LANMocaInterfaceNumberOfEntries>
      <LANHostConfigManagement>
        <DHCPServerConfigurable>TRUE</DHCPServerConfigurable>
        <DHCPServerEnable>TRUE</DHCPServerEnable>
        <DHCPRelay>FALSE</DHCPRelay>
        <X_BROADCOM_COM_DhcpRelayServer>NULL</X_BROADCOM_COM_DhcpRelayServer>
        <MinAddress>192.168.1.1</MinAddress>
        <MaxAddress>192.168.1.253</MaxAddress>
        <ReservedAddresses>NULL</ReservedAddresses>
        <SubnetMask>255.255.255.0</SubnetMask>
        <DNSServers>0.0.0.0,0.0.0.0</DNSServers>
        <DomainName>Home</DomainName>
        <IPRouters>192.168.1.1</IPRouters>
        <MACAddress>00:00:00:00:00:00</MACAddress>
        <DHCPLeaseTime>86400</DHCPLeaseTime>
        <UseAllocatedWAN>Normal</UseAllocatedWAN>
        <AssociatedConnection>NULL</AssociatedConnection>
        <PassthroughLease>1</PassthroughLease>
        <PassthroughMACAddress>NULL</PassthroughMACAddress>
        <AllowedMACAddresses>NULL</AllowedMACAddresses>
        <IPInterfaceNumberOfEntries>1</IPInterfaceNumberOfEntries>
        <IPInterface instance="1">
          <Enable>TRUE</Enable>
          <IPInterfaceIPAddress>192.168.1.254</IPInterfaceIPAddress>
          <IPInterfaceSubnetMask>255.255.255.0</IPInterfaceSubnetMask>
          <IPInterfaceAddressingType>Static</IPInterfaceAddressingType>
          <X_BROADCOM_COM_IfName>br0</X_BROADCOM_COM_IfName>
          <X_BROADCOM_COM_FirewallEnabled>FALSE</X_BROADCOM_COM_FirewallEnabled>
          <X_BROADCOM_COM_DhcpConnectionStatus>Unconfigured</X_BROADCOM_COM_DhcpConnectionStatus>
          <X_BROADCOM_COM_DhcpIpAddress>0.0.0.0</X_BROADCOM_COM_DhcpIpAddress>
          <X_BROADCOM_COM_DhcpSubnetMask>0.0.0.0</X_BROADCOM_COM_DhcpSubnetMask>
          <X_BROADCOM_COM_DhcpDefaultGateway>0.0.0.0</X_BROADCOM_COM_DhcpDefaultGateway>
          <X_BROADCOM_COM_DhcpcPid>0</X_BROADCOM_COM_DhcpcPid>
          <X_BROADCOM_COM_IPv6LanIntfAddress>
            <UniqueLocalAddress>NULL</UniqueLocalAddress>
          </X_BROADCOM_COM_IPv6LanIntfAddress>
        </IPInterface>
        <IPInterface nextInstance="2" ></IPInterface>
      </LANHostConfigManagement>
      <X_BROADCOM_COM_IPv6LANHostConfigManagement>
        <DHCPv6ServerEnable>TRUE</DHCPv6ServerEnable>
        <StatefulDHCPv6Server>FALSE</StatefulDHCPv6Server>
        <MinInterfaceID>0:0:0:2</MinInterfaceID>
        <MaxInterfaceID>0:0:0:254</MaxInterfaceID>
        <DHCPv6LeaseTime>86400</DHCPv6LeaseTime>
        <IPv6DomainName>NULL</IPv6DomainName>
        <IPv6DNSConfigType>DHCP</IPv6DNSConfigType>
        <IPv6DNSServers>NULL</IPv6DNSServers>
        <IPv6DNSWANConnection>NULL</IPv6DNSWANConnection>
        <IPv6InterfaceNumberOfEntries>0</IPv6InterfaceNumberOfEntries>
        <RadvdConfigManagement>
          <Enable>TRUE</Enable>
          <ULAPrefixInfo>
            <Enable>FALSE</Enable>
            <Random>TRUE</Random>
            <Prefix>NULL</Prefix>
            <PreferredLifeTime>-1</PreferredLifeTime>
            <ValidLifeTime>-1</ValidLifeTime>
          </ULAPrefixInfo>
        </RadvdConfigManagement>
        <X_BROADCOM_COM_MldSnoopingConfig>
          <Enable>TRUE</Enable>
          <Mode>Blocking</Mode>
        </X_BROADCOM_COM_MldSnoopingConfig>
      </X_BROADCOM_COM_IPv6LANHostConfigManagement>
      <LANEthernetInterfaceConfig instance="1">
        <Enable>TRUE</Enable>
        <Status>NoLink</Status>
        <MACAddress>44:e9:dd:00:00:00</MACAddress>
        <MACAddressControlEnabled>FALSE</MACAddressControlEnabled>
        <MaxBitRate>Auto</MaxBitRate>
        <DuplexMode>Auto</DuplexMode>
        <X_BROADCOM_COM_IfName>eth0</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_EthernetPriorityMark>-1</X_BROADCOM_COM_EthernetPriorityMark>
        <X_BROADCOM_COM_dot1qPvid>1</X_BROADCOM_COM_dot1qPvid>
        <X_BROADCOM_COM_VLAN_Enable>0</X_BROADCOM_COM_VLAN_Enable>
        <X_BROADCOM_COM_VLAN_TagList>NULL</X_BROADCOM_COM_VLAN_TagList>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
          <UnicastPacketsSent>0</UnicastPacketsSent>
          <UnicastPacketsReceived>0</UnicastPacketsReceived>
          <DiscardPacketsSent>0</DiscardPacketsSent>
          <DiscardPacketsReceived>0</DiscardPacketsReceived>
          <MulticastPacketsSent>0</MulticastPacketsSent>
          <MulticastPacketsReceived>0</MulticastPacketsReceived>
          <X_BROADCOM_COM_PacketsSent>0</X_BROADCOM_COM_PacketsSent>
          <X_BROADCOM_COM_PacketsReceived>0</X_BROADCOM_COM_PacketsReceived>
          <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
          <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
          <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
          <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        </Stats>
      </LANEthernetInterfaceConfig>
      <LANEthernetInterfaceConfig instance="2">
        <Enable>TRUE</Enable>
        <Status>NoLink</Status>
        <MACAddress>44:e9:dd:00:00:00</MACAddress>
        <MACAddressControlEnabled>FALSE</MACAddressControlEnabled>
        <MaxBitRate>Auto</MaxBitRate>
        <DuplexMode>Auto</DuplexMode>
        <X_BROADCOM_COM_IfName>eth1</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_EthernetPriorityMark>-1</X_BROADCOM_COM_EthernetPriorityMark>
        <X_BROADCOM_COM_dot1qPvid>1</X_BROADCOM_COM_dot1qPvid>
        <X_BROADCOM_COM_VLAN_Enable>0</X_BROADCOM_COM_VLAN_Enable>
        <X_BROADCOM_COM_VLAN_TagList>NULL</X_BROADCOM_COM_VLAN_TagList>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
          <UnicastPacketsSent>0</UnicastPacketsSent>
          <UnicastPacketsReceived>0</UnicastPacketsReceived>
          <DiscardPacketsSent>0</DiscardPacketsSent>
          <DiscardPacketsReceived>0</DiscardPacketsReceived>
          <MulticastPacketsSent>0</MulticastPacketsSent>
          <MulticastPacketsReceived>0</MulticastPacketsReceived>
          <X_BROADCOM_COM_PacketsSent>0</X_BROADCOM_COM_PacketsSent>
          <X_BROADCOM_COM_PacketsReceived>0</X_BROADCOM_COM_PacketsReceived>
          <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
          <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
          <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
          <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        </Stats>
      </LANEthernetInterfaceConfig>
      <LANEthernetInterfaceConfig instance="3">
        <Enable>TRUE</Enable>
        <Status>Up</Status>
        <MACAddress>44:e9:dd:00:00:00</MACAddress>
        <MACAddressControlEnabled>FALSE</MACAddressControlEnabled>
        <MaxBitRate>Auto</MaxBitRate>
        <DuplexMode>Auto</DuplexMode>
        <X_BROADCOM_COM_IfName>eth2</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_EthernetPriorityMark>-1</X_BROADCOM_COM_EthernetPriorityMark>
        <X_BROADCOM_COM_dot1qPvid>1</X_BROADCOM_COM_dot1qPvid>
        <X_BROADCOM_COM_VLAN_Enable>0</X_BROADCOM_COM_VLAN_Enable>
        <X_BROADCOM_COM_VLAN_TagList>NULL</X_BROADCOM_COM_VLAN_TagList>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
          <UnicastPacketsSent>0</UnicastPacketsSent>
          <UnicastPacketsReceived>0</UnicastPacketsReceived>
          <DiscardPacketsSent>0</DiscardPacketsSent>
          <DiscardPacketsReceived>0</DiscardPacketsReceived>
          <MulticastPacketsSent>0</MulticastPacketsSent>
          <MulticastPacketsReceived>0</MulticastPacketsReceived>
          <X_BROADCOM_COM_PacketsSent>0</X_BROADCOM_COM_PacketsSent>
          <X_BROADCOM_COM_PacketsReceived>0</X_BROADCOM_COM_PacketsReceived>
          <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
          <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
          <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
          <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        </Stats>
      </LANEthernetInterfaceConfig>
      <LANEthernetInterfaceConfig instance="4">
        <Enable>TRUE</Enable>
        <Status>NoLink</Status>
        <MACAddress>44:e9:dd:00:00:00</MACAddress>
        <MACAddressControlEnabled>FALSE</MACAddressControlEnabled>
        <MaxBitRate>Auto</MaxBitRate>
        <DuplexMode>Auto</DuplexMode>
        <X_BROADCOM_COM_IfName>eth3</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_EthernetPriorityMark>-1</X_BROADCOM_COM_EthernetPriorityMark>
        <X_BROADCOM_COM_dot1qPvid>1</X_BROADCOM_COM_dot1qPvid>
        <X_BROADCOM_COM_VLAN_Enable>0</X_BROADCOM_COM_VLAN_Enable>
        <X_BROADCOM_COM_VLAN_TagList>NULL</X_BROADCOM_COM_VLAN_TagList>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
          <UnicastPacketsSent>0</UnicastPacketsSent>
          <UnicastPacketsReceived>0</UnicastPacketsReceived>
          <DiscardPacketsSent>0</DiscardPacketsSent>
          <DiscardPacketsReceived>0</DiscardPacketsReceived>
          <MulticastPacketsSent>0</MulticastPacketsSent>
          <MulticastPacketsReceived>0</MulticastPacketsReceived>
          <X_BROADCOM_COM_PacketsSent>0</X_BROADCOM_COM_PacketsSent>
          <X_BROADCOM_COM_PacketsReceived>0</X_BROADCOM_COM_PacketsReceived>
          <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
          <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
          <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
          <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        </Stats>
      </LANEthernetInterfaceConfig>
      <LANEthernetInterfaceConfig nextInstance="5" ></LANEthernetInterfaceConfig>
      <WLANConfiguration instance="1">
        <Enable>TRUE</Enable>
        <Status>Up</Status>
        <BSSID>44:E9:DD:00:00:01</BSSID>
        <MaxBitRate>144</MaxBitRate>
        <Channel>0</Channel>
        <SSID>PLUSNET-XXXXXX</SSID>
        <BeaconType>11i</BeaconType>
        <MACAddressControlEnabled>FALSE</MACAddressControlEnabled>
        <Standard>n</Standard>
        <WEPKeyIndex>1</WEPKeyIndex>
        <KeyPassphrase>NOS</KeyPassphrase>
        <WEPEncryptionLevel>104-bit</WEPEncryptionLevel>
        <BasicEncryptionModes>None</BasicEncryptionModes>
        <BasicAuthenticationMode>None</BasicAuthenticationMode>
        <WPAEncryptionModes>AESEncryption</WPAEncryptionModes>
        <WPAAuthenticationMode></WPAAuthenticationMode>
        <IEEE11iEncryptionModes>AESEncryption</IEEE11iEncryptionModes>
        <IEEE11iAuthenticationMode>PSKAuthentication</IEEE11iAuthenticationMode>
        <PossibleChannels>1,2,3,4,5,6,7,8,9,10,11,12,13,</PossibleChannels>
        <BasicDataTransmitRates>54</BasicDataTransmitRates>
        <OperationalDataTransmitRates>NOS</OperationalDataTransmitRates>
        <PossibleDataTransmitRates>NOS</PossibleDataTransmitRates>
        <InsecureOOBAccessEnabled>FALSE</InsecureOOBAccessEnabled>
        <BeaconAdvertisementEnabled>FALSE</BeaconAdvertisementEnabled>
        <RadioEnabled>TRUE</RadioEnabled>
        <AutoRateFallBackEnabled>FALSE</AutoRateFallBackEnabled>
        <LocationDescription>NOS</LocationDescription>
        <RegulatoryDomain>GB</RegulatoryDomain>
        <TotalPSKFailures>0</TotalPSKFailures>
        <TotalIntegrityFailures>0</TotalIntegrityFailures>
        <ChannelsInUse>NOS</ChannelsInUse>
        <DeviceOperationMode>InfrastructureAccessPoint</DeviceOperationMode>
        <DistanceFromRoot>0</DistanceFromRoot>
        <PeerBSSID>NOS</PeerBSSID>
        <AuthenticationServiceMode>NOS</AuthenticationServiceMode>
        <TotalBytesSent>0</TotalBytesSent>
        <TotalBytesReceived>0</TotalBytesReceived>
        <TotalPacketsSent>0</TotalPacketsSent>
        <TotalPacketsReceived>0</TotalPacketsReceived>
        <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
        <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
        <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
        <TotalAssociations>0</TotalAssociations>
        <X_BROADCOM_COM_IfName>wl0</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_HideSSID>FALSE</X_BROADCOM_COM_HideSSID>
        <X_BROADCOM_COM_TxPowerPercent>100</X_BROADCOM_COM_TxPowerPercent>
        <X_BROADCOM_COM_GuestSSID>wl0_Guest1</X_BROADCOM_COM_GuestSSID>
        <X_BROADCOM_COM_GuestBSSID></X_BROADCOM_COM_GuestBSSID>
        <X_BROADCOM_COM_GuestEnable>FALSE</X_BROADCOM_COM_GuestEnable>
        <X_BROADCOM_COM_GuestHiden>FALSE</X_BROADCOM_COM_GuestHiden>
        <X_BROADCOM_COM_GuestIsolateClients>FALSE</X_BROADCOM_COM_GuestIsolateClients>
        <X_BROADCOM_COM_GuestDisableWMMAdvertise>TRUE</X_BROADCOM_COM_GuestDisableWMMAdvertise>
        <X_BROADCOM_COM_GuestMaxClients>16</X_BROADCOM_COM_GuestMaxClients>
        <X_BROADCOM_COM_Guest1SSID>wl0_Guest2</X_BROADCOM_COM_Guest1SSID>
        <X_BROADCOM_COM_Guest1BSSID></X_BROADCOM_COM_Guest1BSSID>
        <X_BROADCOM_COM_Guest1Enable>FALSE</X_BROADCOM_COM_Guest1Enable>
        <X_BROADCOM_COM_Guest1Hiden>FALSE</X_BROADCOM_COM_Guest1Hiden>
        <X_BROADCOM_COM_Guest1IsolateClients>FALSE</X_BROADCOM_COM_Guest1IsolateClients>
        <X_BROADCOM_COM_Guest1DisableWMMAdvertise>TRUE</X_BROADCOM_COM_Guest1DisableWMMAdvertise>
        <X_BROADCOM_COM_Guest1MaxClients>16</X_BROADCOM_COM_Guest1MaxClients>
        <X_BROADCOM_COM_Guest2SSID>wl0_Guest3</X_BROADCOM_COM_Guest2SSID>
        <X_BROADCOM_COM_Guest2BSSID></X_BROADCOM_COM_Guest2BSSID>
        <X_BROADCOM_COM_Guest2Enable>FALSE</X_BROADCOM_COM_Guest2Enable>
        <X_BROADCOM_COM_Guest2Hiden>FALSE</X_BROADCOM_COM_Guest2Hiden>
        <X_BROADCOM_COM_Guest2IsolateClients>FALSE</X_BROADCOM_COM_Guest2IsolateClients>
        <X_BROADCOM_COM_Guest2DisableWMMAdvertise>TRUE</X_BROADCOM_COM_Guest2DisableWMMAdvertise>
        <X_BROADCOM_COM_Guest2MaxClients>16</X_BROADCOM_COM_Guest2MaxClients>
        <EnableGlobalSSIDSetting>FALSE</EnableGlobalSSIDSetting>
        <SSIDAdvertisementEnabled>TRUE</SSIDAdvertisementEnabled>
        <WEPKey instance="1">
          <WEPKey>1234567890123</WEPKey>
        </WEPKey>
        <WEPKey instance="2">
          <WEPKey>1234567890123</WEPKey>
        </WEPKey>
        <WEPKey instance="3">
          <WEPKey>1234567890123</WEPKey>
        </WEPKey>
        <WEPKey instance="4">
          <WEPKey>1234567890123</WEPKey>
        </WEPKey>
        <WEPKey nextInstance="5" ></WEPKey>
        <PreSharedKey instance="1">
          <PreSharedKey>NULL</PreSharedKey>
          <KeyPassphrase>ABCDEF23</KeyPassphrase>
          <AssociatedDeviceMACAddress>NULL</AssociatedDeviceMACAddress>
        </PreSharedKey>
        <PreSharedKey nextInstance="2" ></PreSharedKey>
        <X_BROADCOM_COM_WlanAdapter>
          <WlBaseCfg>
            <WlEnbl>1</WlEnbl>
            <WlSsidIdx>0</WlSsidIdx>
            <WlMode>ap</WlMode>
            <WlCountry>GB</WlCountry>
            <WlPhyType>n</WlPhyType>
            <WlCoreRev>30</WlCoreRev>
            <WlBasicRate>default</WlBasicRate>
            <WlProtection>auto</WlProtection>
            <WlPreambleType>long</WlPreambleType>
            <WlAfterBurnerEn>off</WlAfterBurnerEn>
            <WlFrameBurst>off</WlFrameBurst>
            <WlChannel>0</WlChannel>
            <WlCurrentChannel>1</WlCurrentChannel>
            <WlFrgThrshld>2346</WlFrgThrshld>
            <WlRtsThrshld>2347</WlRtsThrshld>
            <WlDtmIntvl>3</WlDtmIntvl>
            <WlBcnIntvl>100</WlBcnIntvl>
            <WlRate>0</WlRate>
            <WlgMode>1</WlgMode>
            <WlBand>2</WlBand>
            <WlMCastRate>0</WlMCastRate>
            <WlInfra>1</WlInfra>
            <WlAntDiv>-1</WlAntDiv>
            <WlWme>1</WlWme>
            <WlWmeNoAck>0</WlWmeNoAck>
            <WlWmeApsd>1</WlWmeApsd>
            <WlTxPwrPcnt>100</WlTxPwrPcnt>
            <WlRegMode>0</WlRegMode>
            <WlDfsPreIsm>60</WlDfsPreIsm>
            <WlDfsPostIsm>60</WlDfsPostIsm>
            <WlTpcDb>0</WlTpcDb>
            <WlCsScanTimer>0</WlCsScanTimer>
            <WlGlobalMaxAssoc>16</WlGlobalMaxAssoc>
            <WlMBands>2</WlMBands>
            <WlVer>5.100.138.2008.cpe4.12L06B.4</WlVer>
            <WlNumBss>4</WlNumBss>
            <WlMaxMbss>4</WlMaxMbss>
            <WlMbssSupported>TRUE</WlMbssSupported>
            <WlLazyWds>0</WlLazyWds>
            <WlAburnSupported>1</WlAburnSupported>
            <WlAmpduSupported>1</WlAmpduSupported>
            <WlAmsduSupported>0</WlAmsduSupported>
            <WlWmeSupported>1</WlWmeSupported>
            <WlWmfSupported>1</WlWmfSupported>
            <WlVecSupported>0</WlVecSupported>
            <WlVec>0</WlVec>
            <WlIperf>0</WlIperf>
            <WlRifsAdvert>-1</WlRifsAdvert>
            <WlChanImEnab>1</WlChanImEnab>
            <WlObssCoex>1</WlObssCoex>
            <WlRxChainPwrSaveEnable>0</WlRxChainPwrSaveEnable>
            <WlRxChainPwrSaveQuietTime>10</WlRxChainPwrSaveQuietTime>
            <WlRxChainPwrSavePps>10</WlRxChainPwrSavePps>
            <WlRadioPwrSaveEnable>0</WlRadioPwrSaveEnable>
            <WlRadioPwrSaveQuietTime>10</WlRadioPwrSaveQuietTime>
            <WlRadioPwrSavePps>1</WlRadioPwrSavePps>
            <WlRadioPwrSaveLevel>0</WlRadioPwrSaveLevel>
            <WlTxPriority>FALSE</WlTxPriority>
            <WlRxPriority>FALSE</WlRxPriority>
            <WlCalPriority>TRUE</WlCalPriority>
            <WlWdsSec>0</WlWdsSec>
            <WlWdsKey></WlWdsKey>
            <WlWdsSecEnable>0</WlWdsSecEnable>
            <WlEnableUre>0</WlEnableUre>
            <WlStaRetryTime>10</WlStaRetryTime>
          </WlBaseCfg>
          <WlStaticWdsCfg instance="1">
            <WlMacAddr></WlMacAddr>
          </WlStaticWdsCfg>
          <WlStaticWdsCfg instance="2">
            <WlMacAddr></WlMacAddr>
          </WlStaticWdsCfg>
          <WlStaticWdsCfg instance="3">
            <WlMacAddr></WlMacAddr>
          </WlStaticWdsCfg>
          <WlStaticWdsCfg instance="4">
            <WlMacAddr></WlMacAddr>
          </WlStaticWdsCfg>
          <WlStaticWdsCfg nextInstance="5" ></WlStaticWdsCfg>
          <WlMimoCfg>
            <WlNBwCap>0</WlNBwCap>
            <WlNCtrlsb>0</WlNCtrlsb>
            <WlNBand>2</WlNBand>
            <WlNMcsidx>-1</WlNMcsidx>
            <WlNProtection>auto</WlNProtection>
            <WlRifs>auto</WlRifs>
            <WlAmpdu>auto</WlAmpdu>
            <WlAmsdu>auto</WlAmsdu>
            <WlNmode>auto</WlNmode>
            <WlNReqd>0</WlNReqd>
            <WlStbcTx>-1</WlStbcTx>
            <WlStbcRx>0</WlStbcRx>
          </WlMimoCfg>
          <WlSesCfg>
            <WlSesEnable>1</WlSesEnable>
            <WlSesEvent>2</WlSesEvent>
            <WlSesStates>01:01</WlSesStates>
            <WlSesSsid>NULL</WlSesSsid>
            <WlSesWpaPsk>NULL</WlSesWpaPsk>
            <WlSesHide>0</WlSesHide>
            <WlSesAuth>0</WlSesAuth>
            <WlSesAuthMode>NULL</WlSesAuthMode>
            <WlSesWep>NULL</WlSesWep>
            <WlSesWpa>NULL</WlSesWpa>
            <WlSesWdsMode>2</WlSesWdsMode>
            <WlSesClEnable>1</WlSesClEnable>
            <WlSesClEvent>0</WlSesClEvent>
            <WlSesWdsWsec>NULL</WlSesWdsWsec>
          </WlSesCfg>
          <WlVirtIntfCfg instance="1">
            <WlIdx>0</WlIdx>
            <WlSsid>PLUSNET-XXXXXX</WlSsid>
            <WlIfcname>wl0</WlIfcname>
            <WlBrName>br0</WlBrName>
            <WlBssMacAddr>44:E9:DD:00:00:01</WlBssMacAddr>
            <WlWpaPsk>ABCDEF23</WlWpaPsk>
            <WlWep>disabled</WlWep>
            <WlWpa>aes</WlWpa>
            <WlAuthMode>psk2</WlAuthMode>
            <WlWpaGTKRekey>0</WlWpaGTKRekey>
            <WlRadiusKey></WlRadiusKey>
            <WlRadiusServerIP>0.0.0.0</WlRadiusServerIP>
            <WlRadiusPort>1812</WlRadiusPort>
            <WlWapiCertificate>NULL</WlWapiCertificate>
            <WlAuth>0</WlAuth>
            <WlEnblSsid>1</WlEnblSsid>
            <WlKeyIndex128>1</WlKeyIndex128>
            <WlKeyIndex64>1</WlKeyIndex64>
            <WlKeyBit>0</WlKeyBit>
            <WlPreauth>0</WlPreauth>
            <WlNetReauth>36000</WlNetReauth>
            <WlHide>0</WlHide>
            <WlAPIsolation>0</WlAPIsolation>
            <WlMaxAssoc>16</WlMaxAssoc>
            <WlDisableWme>0</WlDisableWme>
            <WlFltMacMode>disabled</WlFltMacMode>
            <WlEnableWmf>0</WlEnableWmf>
            <WlKey64Cfg instance="1">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="2">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="3">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="4">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg nextInstance="5" ></WlKey64Cfg>
            <WlKey128Cfg instance="1">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="2">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="3">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="4">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg nextInstance="5" ></WlKey128Cfg>
            <WlWpsCfg>
              <Wsc_config_state>1</Wsc_config_state>
              <Wsc_mode>enabled</Wsc_mode>
            </WlWpsCfg>
          </WlVirtIntfCfg>
          <WlVirtIntfCfg instance="2">
            <WlIdx>1</WlIdx>
            <WlSsid>wl0_Guest1</WlSsid>
            <WlIfcname>wl0.1</WlIfcname>
            <WlBrName>br0</WlBrName>
            <WlBssMacAddr>6a:e9:dd:00:00:02</WlBssMacAddr>
            <WlWpaPsk>ABCDEF23</WlWpaPsk>
            <WlWep>disabled</WlWep>
            <WlWpa>tkip+aes</WlWpa>
            <WlAuthMode>open</WlAuthMode>
            <WlWpaGTKRekey>0</WlWpaGTKRekey>
            <WlRadiusKey></WlRadiusKey>
            <WlRadiusServerIP>0.0.0.0</WlRadiusServerIP>
            <WlRadiusPort>1812</WlRadiusPort>
            <WlWapiCertificate>NULL</WlWapiCertificate>
            <WlAuth>0</WlAuth>
            <WlEnblSsid>0</WlEnblSsid>
            <WlKeyIndex128>1</WlKeyIndex128>
            <WlKeyIndex64>1</WlKeyIndex64>
            <WlKeyBit>0</WlKeyBit>
            <WlPreauth>0</WlPreauth>
            <WlNetReauth>36000</WlNetReauth>
            <WlHide>0</WlHide>
            <WlAPIsolation>0</WlAPIsolation>
            <WlMaxAssoc>16</WlMaxAssoc>
            <WlDisableWme>0</WlDisableWme>
            <WlFltMacMode>disabled</WlFltMacMode>
            <WlEnableWmf>0</WlEnableWmf>
            <WlKey64Cfg instance="1">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="2">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="3">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="4">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg nextInstance="5" ></WlKey64Cfg>
            <WlKey128Cfg instance="1">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="2">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="3">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="4">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg nextInstance="5" ></WlKey128Cfg>
            <WlWpsCfg>
              <Wsc_config_state>1</Wsc_config_state>
              <Wsc_mode>disabled</Wsc_mode>
            </WlWpsCfg>
          </WlVirtIntfCfg>
          <WlVirtIntfCfg instance="3">
            <WlIdx>2</WlIdx>
            <WlSsid>wl0_Guest2</WlSsid>
            <WlIfcname>wl0.2</WlIfcname>
            <WlBrName>br0</WlBrName>
            <WlBssMacAddr>6a:e9:dd:00:00:03</WlBssMacAddr>
            <WlWpaPsk>ABCDEF23</WlWpaPsk>
            <WlWep>disabled</WlWep>
            <WlWpa>tkip+aes</WlWpa>
            <WlAuthMode>open</WlAuthMode>
            <WlWpaGTKRekey>0</WlWpaGTKRekey>
            <WlRadiusKey></WlRadiusKey>
            <WlRadiusServerIP>0.0.0.0</WlRadiusServerIP>
            <WlRadiusPort>1812</WlRadiusPort>
            <WlWapiCertificate>NULL</WlWapiCertificate>
            <WlAuth>0</WlAuth>
            <WlEnblSsid>0</WlEnblSsid>
            <WlKeyIndex128>1</WlKeyIndex128>
            <WlKeyIndex64>1</WlKeyIndex64>
            <WlKeyBit>0</WlKeyBit>
            <WlPreauth>0</WlPreauth>
            <WlNetReauth>36000</WlNetReauth>
            <WlHide>0</WlHide>
            <WlAPIsolation>0</WlAPIsolation>
            <WlMaxAssoc>16</WlMaxAssoc>
            <WlDisableWme>0</WlDisableWme>
            <WlFltMacMode>disabled</WlFltMacMode>
            <WlEnableWmf>0</WlEnableWmf>
            <WlKey64Cfg instance="1">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="2">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="3">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="4">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg nextInstance="5" ></WlKey64Cfg>
            <WlKey128Cfg instance="1">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="2">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="3">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="4">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg nextInstance="5" ></WlKey128Cfg>
            <WlWpsCfg>
              <Wsc_config_state>1</Wsc_config_state>
              <Wsc_mode>disabled</Wsc_mode>
            </WlWpsCfg>
          </WlVirtIntfCfg>
          <WlVirtIntfCfg instance="4">
            <WlIdx>3</WlIdx>
            <WlSsid>wl0_Guest3</WlSsid>
            <WlIfcname>wl0.3</WlIfcname>
            <WlBrName>br0</WlBrName>
            <WlBssMacAddr>6a:e9:dd:00:00:00</WlBssMacAddr>
            <WlWpaPsk>ABCDEF23</WlWpaPsk>
            <WlWep>disabled</WlWep>
            <WlWpa>tkip+aes</WlWpa>
            <WlAuthMode>open</WlAuthMode>
            <WlWpaGTKRekey>0</WlWpaGTKRekey>
            <WlRadiusKey></WlRadiusKey>
            <WlRadiusServerIP>0.0.0.0</WlRadiusServerIP>
            <WlRadiusPort>1812</WlRadiusPort>
            <WlWapiCertificate>NULL</WlWapiCertificate>
            <WlAuth>0</WlAuth>
            <WlEnblSsid>0</WlEnblSsid>
            <WlKeyIndex128>1</WlKeyIndex128>
            <WlKeyIndex64>1</WlKeyIndex64>
            <WlKeyBit>0</WlKeyBit>
            <WlPreauth>0</WlPreauth>
            <WlNetReauth>36000</WlNetReauth>
            <WlHide>0</WlHide>
            <WlAPIsolation>0</WlAPIsolation>
            <WlMaxAssoc>16</WlMaxAssoc>
            <WlDisableWme>0</WlDisableWme>
            <WlFltMacMode>disabled</WlFltMacMode>
            <WlEnableWmf>0</WlEnableWmf>
            <WlKey64Cfg instance="1">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="2">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="3">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg instance="4">
              <WlKey64>1234567890</WlKey64>
            </WlKey64Cfg>
            <WlKey64Cfg nextInstance="5" ></WlKey64Cfg>
            <WlKey128Cfg instance="1">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="2">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="3">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg instance="4">
              <WlKey128>1234567890123</WlKey128>
            </WlKey128Cfg>
            <WlKey128Cfg nextInstance="5" ></WlKey128Cfg>
            <WlWpsCfg>
              <Wsc_config_state>1</Wsc_config_state>
              <Wsc_mode>disabled</Wsc_mode>
            </WlWpsCfg>
          </WlVirtIntfCfg>
          <WlVirtIntfCfg nextInstance="5" ></WlVirtIntfCfg>
        </X_BROADCOM_COM_WlanAdapter>
      </WLANConfiguration>
      <WLANConfiguration nextInstance="2" ></WLANConfiguration>
      <Hosts>
        <HostNumberOfEntries>0</HostNumberOfEntries>
        <Host nextInstance="4" ></Host>
      </Hosts>
      <X_BROADCOM_COM_IgmpSnoopingConfig>
        <Enable>TRUE</Enable>
        <Mode>Standard</Mode>
        <X_SAGEMCOM_COM_enBrIgmpProxy>FALSE</X_SAGEMCOM_COM_enBrIgmpProxy>
        <X_SAGEMCOM_COM_enChgMacAddr>FALSE</X_SAGEMCOM_COM_enChgMacAddr>
      </X_BROADCOM_COM_IgmpSnoopingConfig>
    </LANDevice>
    <LANDevice nextInstance="2" ></LANDevice>
    <WANDevice instance="1">
      <WANConnectionNumberOfEntries>2</WANConnectionNumberOfEntries>
      <X_SGM_RemoteManagementEnable>FALSE</X_SGM_RemoteManagementEnable>
      <WANCommonInterfaceConfig>
        <EnabledForInternet>TRUE</EnabledForInternet>
        <WANAccessType>DSL</WANAccessType>
        <Layer1UpstreamMaxBitRate>0</Layer1UpstreamMaxBitRate>
        <Layer1DownstreamMaxBitRate>0</Layer1DownstreamMaxBitRate>
        <PhysicalLinkStatus>Down</PhysicalLinkStatus>
        <TotalBytesSent>0</TotalBytesSent>
        <TotalBytesReceived>0</TotalBytesReceived>
        <TotalPacketsSent>0</TotalPacketsSent>
        <TotalPacketsReceived>0</TotalPacketsReceived>
        <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
        <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
        <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
        <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        <MaximumActiveConnections>16</MaximumActiveConnections>
        <NumberOfActiveConnections>0</NumberOfActiveConnections>
      </WANCommonInterfaceConfig>
      <WanUSB3GInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>FALSE</Status>
        <Pin>NULL</Pin>
        <Apn>NULL</Apn>
        <DialNumber>NULL</DialNumber>
        <Baud>115200</Baud>
        <X_BROADCOM_COM_IfName>NULL</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>NULL</X_BROADCOM_COM_ConnectionMode>
        <VendorId>0</VendorId>
        <SrcProductId>0</SrcProductId>
        <DstProductId>0</DstProductId>
      </WanUSB3GInterfaceConfig>
      <X_BROADCOM_COM_XTM_Interface_Stats instance="1">
        <Port>1</Port>
        <Status>Disabled</Status>
        <InOctets>0</InOctets>
        <OutOctets>0</OutOctets>
        <InPackets>0</InPackets>
        <OutPackets>0</OutPackets>
        <InOAMCells>0</InOAMCells>
        <OutOAMCells>0</OutOAMCells>
        <InASMCells>0</InASMCells>
        <OutASMCells>0</OutASMCells>
        <InPacketErrors>0</InPacketErrors>
        <InCellErrors>0</InCellErrors>
      </X_BROADCOM_COM_XTM_Interface_Stats>
      <X_BROADCOM_COM_XTM_Interface_Stats instance="2">
        <Port>1</Port>
        <Status>Disabled</Status>
        <InOctets>0</InOctets>
        <OutOctets>0</OutOctets>
        <InPackets>0</InPackets>
        <OutPackets>0</OutPackets>
        <InOAMCells>0</InOAMCells>
        <OutOAMCells>0</OutOAMCells>
        <InASMCells>0</InASMCells>
        <OutASMCells>0</OutASMCells>
        <InPacketErrors>0</InPacketErrors>
        <InCellErrors>0</InCellErrors>
      </X_BROADCOM_COM_XTM_Interface_Stats>
      <X_BROADCOM_COM_XTM_Interface_Stats instance="3">
        <Port>1</Port>
        <Status>Disabled</Status>
        <InOctets>0</InOctets>
        <OutOctets>0</OutOctets>
        <InPackets>0</InPackets>
        <OutPackets>0</OutPackets>
        <InOAMCells>0</InOAMCells>
        <OutOAMCells>0</OutOAMCells>
        <InASMCells>0</InASMCells>
        <OutASMCells>0</OutASMCells>
        <InPacketErrors>0</InPacketErrors>
        <InCellErrors>0</InCellErrors>
      </X_BROADCOM_COM_XTM_Interface_Stats>
      <X_BROADCOM_COM_XTM_Interface_Stats instance="4">
        <Port>1</Port>
        <Status>Disabled</Status>
        <InOctets>0</InOctets>
        <OutOctets>0</OutOctets>
        <InPackets>0</InPackets>
        <OutPackets>0</OutPackets>
        <InOAMCells>0</InOAMCells>
        <OutOAMCells>0</OutOAMCells>
        <InASMCells>0</InASMCells>
        <OutASMCells>0</OutASMCells>
        <InPacketErrors>0</InPacketErrors>
        <InCellErrors>0</InCellErrors>
      </X_BROADCOM_COM_XTM_Interface_Stats>
      <X_BROADCOM_COM_XTM_Interface_Stats nextInstance="5" ></X_BROADCOM_COM_XTM_Interface_Stats>
      <WANDSLInterfaceConfig>
        <Enable>TRUE</Enable>
        <Status>Disabled</Status>
        <ErrorSamplesAvailable>FALSE</ErrorSamplesAvailable>
        <LinkEncapsulationUsed>G.992.3_Annex_K_ATM</LinkEncapsulationUsed>
        <LinkEncapsulationSupported>G.992.3_Annex_K_ATM</LinkEncapsulationSupported>
        <LinkEncapsulationRequested>G.992.3_Annex_K_ATM</LinkEncapsulationRequested>
        <ModulationType>ADSL_2plus</ModulationType>
        <LineEncoding>DMT</LineEncoding>
        <DataPath>NULL</DataPath>
        <InterleaveDepth>0</InterleaveDepth>
        <LineNumber>0</LineNumber>
        <UpstreamCurrRate>0</UpstreamCurrRate>
        <DownstreamCurrRate>0</DownstreamCurrRate>
        <X_BROADCOM_COM_UpstreamCurrRate_2>0</X_BROADCOM_COM_UpstreamCurrRate_2>
        <X_BROADCOM_COM_DownstreamCurrRate_2>0</X_BROADCOM_COM_DownstreamCurrRate_2>
        <UpstreamMaxRate>0</UpstreamMaxRate>
        <DownstreamMaxRate>0</DownstreamMaxRate>
        <UpstreamNoiseMargin>0</UpstreamNoiseMargin>
        <DownstreamNoiseMargin>0</DownstreamNoiseMargin>
        <UpstreamAttenuation>0</UpstreamAttenuation>
        <DownstreamAttenuation>0</DownstreamAttenuation>
        <UpstreamPower>0</UpstreamPower>
        <DownstreamPower>0</DownstreamPower>
        <ATURVendor>NULL</ATURVendor>
        <ATURCountry>0</ATURCountry>
        <ATURANSIStd>0</ATURANSIStd>
        <ATURANSIRev>0</ATURANSIRev>
        <ATUCVendor>NULL</ATUCVendor>
        <ATUCCountry>0</ATUCCountry>
        <ATUCANSIStd>0</ATUCANSIStd>
        <ATUCANSIRev>0</ATUCANSIRev>
        <TotalStart>0</TotalStart>
        <ShowtimeStart>0</ShowtimeStart>
        <LastShowtimeStart>0</LastShowtimeStart>
        <CurrentDayStart>0</CurrentDayStart>
        <QuarterHourStart>0</QuarterHourStart>
        <StandardsSupported>G.992.1_Annex_A,G.992.1_Annex_B,G.992.1_Annex_C,T1.413,G.992,G.992.3_Annex_A,G.992.3_Annex_B,G.992.3_Annex_C,G.993.1,G.993.1_Annex_A,G.993.2_Annex_B,G.993_Annex_C,G.992.5_Annex_A</StandardsSupported>
        <StandardUsed>T1.413</StandardUsed>
        <TRELLISds>0</TRELLISds>
        <TRELLISus>0</TRELLISus>
        <ACTSNRMODEds>0</ACTSNRMODEds>
        <ACTSNRMODEus>0</ACTSNRMODEus>
        <ACTUALCE>0</ACTUALCE>
        <SNRMpbds>NULL</SNRMpbds>
        <SNRMpbus>NULL</SNRMpbus>
        <X_BROADCOM_COM_AdslVersion>NULL</X_BROADCOM_COM_AdslVersion>
        <X_BROADCOM_COM_AdslModulationCfg>ADSL_Modulation_All</X_BROADCOM_COM_AdslModulationCfg>
        <X_BROADCOM_COM_ADSL2_AnnexA>FALSE</X_BROADCOM_COM_ADSL2_AnnexA>
        <X_BROADCOM_COM_ADSL2_AnnexM>TRUE</X_BROADCOM_COM_ADSL2_AnnexM>
        <X_BROADCOM_COM_PhoneLinePair>Inner Pair</X_BROADCOM_COM_PhoneLinePair>
        <X_BROADCOM_COM_Bitswap>On</X_BROADCOM_COM_Bitswap>
        <X_BROADCOM_COM_SRA>On</X_BROADCOM_COM_SRA>
        <X_BROADCOM_COM_TrellisD>On</X_BROADCOM_COM_TrellisD>
        <X_BROADCOM_COM_TrellisU>On</X_BROADCOM_COM_TrellisU>
        <X_BROADCOM_COM_SNR>NULL</X_BROADCOM_COM_SNR>
        <X_BROADCOM_COM_Bitmap>Bmode_D</X_BROADCOM_COM_Bitmap>
        <X_BROADCOM_COM_QueueSize>125</X_BROADCOM_COM_QueueSize>
        <X_BROADCOM_COM_NumTxQueues>0</X_BROADCOM_COM_NumTxQueues>
        <X_BROADCOM_COM_UpstreamS>0</X_BROADCOM_COM_UpstreamS>
        <X_BROADCOM_COM_DownstreamS>0</X_BROADCOM_COM_DownstreamS>
        <X_BROADCOM_COM_UpstreamR>0</X_BROADCOM_COM_UpstreamR>
        <X_BROADCOM_COM_DownstreamR>0</X_BROADCOM_COM_DownstreamR>
        <X_BROADCOM_COM_UpstreamK>0</X_BROADCOM_COM_UpstreamK>
        <X_BROADCOM_COM_DownstreamK>0</X_BROADCOM_COM_DownstreamK>
        <X_BROADCOM_COM_UpstreamDelay>0</X_BROADCOM_COM_UpstreamDelay>
        <X_BROADCOM_COM_UpstreamDelay_2>0</X_BROADCOM_COM_UpstreamDelay_2>
        <X_BROADCOM_COM_DownstreamDelay>0</X_BROADCOM_COM_DownstreamDelay>
        <X_BROADCOM_COM_DownstreamDelay_2>0</X_BROADCOM_COM_DownstreamDelay_2>
        <X_BROADCOM_COM_DownstreamINP>0</X_BROADCOM_COM_DownstreamINP>
        <X_BROADCOM_COM_DownstreamINP_2>0</X_BROADCOM_COM_DownstreamINP_2>
        <X_BROADCOM_COM_UpstreamINP>0</X_BROADCOM_COM_UpstreamINP>
        <X_BROADCOM_COM_UpstreamINP_2>0</X_BROADCOM_COM_UpstreamINP_2>
        <X_BROADCOM_COM_UpstreamD>0</X_BROADCOM_COM_UpstreamD>
        <X_BROADCOM_COM_UpstreamD_2>0</X_BROADCOM_COM_UpstreamD_2>
        <X_BROADCOM_COM_DownstreamD>0</X_BROADCOM_COM_DownstreamD>
        <X_BROADCOM_COM_DownstreamD_2>0</X_BROADCOM_COM_DownstreamD_2>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_UpstreamB>0</X_BROADCOM_COM_ADSL2_UpstreamB>
        <X_BROADCOM_COM_ADSL2_UpstreamB_2>0</X_BROADCOM_COM_ADSL2_UpstreamB_2>
        <X_BROADCOM_COM_ADSL2_DownstreamB>0</X_BROADCOM_COM_ADSL2_DownstreamB>
        <X_BROADCOM_COM_ADSL2_DownstreamB_2>0</X_BROADCOM_COM_ADSL2_DownstreamB_2>
        <X_BROADCOM_COM_ADSL2_UpstreamM>0</X_BROADCOM_COM_ADSL2_UpstreamM>
        <X_BROADCOM_COM_ADSL2_UpstreamM_2>0</X_BROADCOM_COM_ADSL2_UpstreamM_2>
        <X_BROADCOM_COM_ADSL2_DownstreamM>0</X_BROADCOM_COM_ADSL2_DownstreamM>
        <X_BROADCOM_COM_ADSL2_DownstreamM_2>0</X_BROADCOM_COM_ADSL2_DownstreamM_2>
        <X_BROADCOM_COM_ADSL2_UpstreamT>0</X_BROADCOM_COM_ADSL2_UpstreamT>
        <X_BROADCOM_COM_ADSL2_UpstreamT_2>0</X_BROADCOM_COM_ADSL2_UpstreamT_2>
        <X_BROADCOM_COM_ADSL2_DownstreamT>0</X_BROADCOM_COM_ADSL2_DownstreamT>
        <X_BROADCOM_COM_ADSL2_DownstreamT_2>0</X_BROADCOM_COM_ADSL2_DownstreamT_2>
        <X_BROADCOM_COM_ADSL2_UpstreamR>0</X_BROADCOM_COM_ADSL2_UpstreamR>
        <X_BROADCOM_COM_ADSL2_UpstreamR_2>0</X_BROADCOM_COM_ADSL2_UpstreamR_2>
        <X_BROADCOM_COM_ADSL2_DownstreamR>0</X_BROADCOM_COM_ADSL2_DownstreamR>
        <X_BROADCOM_COM_ADSL2_DownstreamR_2>0</X_BROADCOM_COM_ADSL2_DownstreamR_2>
        <X_BROADCOM_COM_ADSL2_UpstreamS>0.0</X_BROADCOM_COM_ADSL2_UpstreamS>
        <X_BROADCOM_COM_ADSL2_UpstreamS_2>0.0</X_BROADCOM_COM_ADSL2_UpstreamS_2>
        <X_BROADCOM_COM_ADSL2_DownstreamS>0.0</X_BROADCOM_COM_ADSL2_DownstreamS>
        <X_BROADCOM_COM_ADSL2_DownstreamS_2>0.0</X_BROADCOM_COM_ADSL2_DownstreamS_2>
        <X_BROADCOM_COM_ADSL2_UpstreamL>0</X_BROADCOM_COM_ADSL2_UpstreamL>
        <X_BROADCOM_COM_ADSL2_UpstreamL_2>0</X_BROADCOM_COM_ADSL2_UpstreamL_2>
        <X_BROADCOM_COM_ADSL2_DownstreamL>0</X_BROADCOM_COM_ADSL2_DownstreamL>
        <X_BROADCOM_COM_ADSL2_DownstreamL_2>0</X_BROADCOM_COM_ADSL2_DownstreamL_2>
        <X_BROADCOM_COM_LinkPowerState>L3</X_BROADCOM_COM_LinkPowerState>
        <X_BROADCOM_COM_BondingLineNumber>0</X_BROADCOM_COM_BondingLineNumber>
        <X_BROADCOM_COM_DslCfgParam>2432</X_BROADCOM_COM_DslCfgParam>
        <X_BROADCOM_COM_DslTrainingMarginQ4>-1</X_BROADCOM_COM_DslTrainingMarginQ4>
        <X_BROADCOM_COM_DslShowtimeMarginQ4>-1</X_BROADCOM_COM_DslShowtimeMarginQ4>
        <X_BROADCOM_COM_DslLOMTimeThldSec>-1</X_BROADCOM_COM_DslLOMTimeThldSec>
        <X_BROADCOM_COM_DslPwmSyncClockFreq>0</X_BROADCOM_COM_DslPwmSyncClockFreq>
        <X_BROADCOM_COM_DslHsModeSwitchTime>0</X_BROADCOM_COM_DslHsModeSwitchTime>
        <X_BROADCOM_COM_DslParam>0</X_BROADCOM_COM_DslParam>
        <X_BROADCOM_COM_DslPhyCfg1Mask>9454714</X_BROADCOM_COM_DslPhyCfg1Mask>
        <X_BROADCOM_COM_DslPhyCfg1Value>1066106</X_BROADCOM_COM_DslPhyCfg1Value>
        <X_BROADCOM_COM_DslPhyCfg2Mask>5242880</X_BROADCOM_COM_DslPhyCfg2Mask>
        <X_BROADCOM_COM_DslPhyCfg2Value>5242880</X_BROADCOM_COM_DslPhyCfg2Value>
        <X_BROADCOM_COM_DslPhyCfg3Mask>3</X_BROADCOM_COM_DslPhyCfg3Mask>
        <X_BROADCOM_COM_DslPhyCfg3Value>3</X_BROADCOM_COM_DslPhyCfg3Value>
        <X_BROADCOM_COM_DslPhyCfg4Mask>0</X_BROADCOM_COM_DslPhyCfg4Mask>
        <X_BROADCOM_COM_DslPhyCfg4Value>0</X_BROADCOM_COM_DslPhyCfg4Value>
        <X_BROADCOM_COM_DslPhyCfg5Mask>0</X_BROADCOM_COM_DslPhyCfg5Mask>
        <X_BROADCOM_COM_DslPhyCfg5Value>0</X_BROADCOM_COM_DslPhyCfg5Value>
        <X_BROADCOM_COM_DslPhyCfg6Mask>0</X_BROADCOM_COM_DslPhyCfg6Mask>
        <X_BROADCOM_COM_DslPhyCfg6Value>0</X_BROADCOM_COM_DslPhyCfg6Value>
        <X_BROADCOM_COM_DslPhyCfg7Mask>0</X_BROADCOM_COM_DslPhyCfg7Mask>
        <X_BROADCOM_COM_DslPhyCfg7Value>0</X_BROADCOM_COM_DslPhyCfg7Value>
        <X_BROADCOM_COM_DslPhyCfg8Mask>0</X_BROADCOM_COM_DslPhyCfg8Mask>
        <X_BROADCOM_COM_DslPhyCfg8Value>0</X_BROADCOM_COM_DslPhyCfg8Value>
        <X_BROADCOM_COM_DslPhyUsDataRateKbps>0</X_BROADCOM_COM_DslPhyUsDataRateKbps>
        <X_BROADCOM_COM_DslPhyDsDataRateKbps>0</X_BROADCOM_COM_DslPhyDsDataRateKbps>
        <X_BROADCOM_COM_DslPhyAggrDataRateKbps>0</X_BROADCOM_COM_DslPhyAggrDataRateKbps>
        <X_BROADCOM_COM_DslPhyMiscCfgParam>0</X_BROADCOM_COM_DslPhyMiscCfgParam>
        <X_BROADCOM_COM_BertTest>
          <BertTestMode>Stop</BertTestMode>
          <BertTestDuration>0</BertTestDuration>
          <BertTestStatus>NULL</BertTestStatus>
          <TotalTime>0</TotalTime>
          <ElapsedTime>0</ElapsedTime>
          <BitsTestedCntHigh>0</BitsTestedCntHigh>
          <BitsTestedCntLow>0</BitsTestedCntLow>
          <ErrBitsCntHigh>0</ErrBitsCntHigh>
          <ErrBitsCntLow>0</ErrBitsCntLow>
        </X_BROADCOM_COM_BertTest>
        <Stats>
          <Total>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_RxRsCorrectable_2>0</X_BROADCOM_COM_RxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable_2>0</X_BROADCOM_COM_TxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable_2>0</X_BROADCOM_COM_TxRsUncorrectable_2>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_RxRsUncorrectable_2>0</X_BROADCOM_COM_RxRsUncorrectable_2>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <X_BROADCOM_COM_TxRsWords_2>0</X_BROADCOM_COM_TxRsWords_2>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_RxRsWords_2>0</X_BROADCOM_COM_RxRsWords_2>
            <ReceiveBlocks>0</ReceiveBlocks>
            <X_BROADCOM_COM_ReceiveBlocks_2>0</X_BROADCOM_COM_ReceiveBlocks_2>
            <TransmitBlocks>0</TransmitBlocks>
            <X_BROADCOM_COM_TransmitBlocks_2>0</X_BROADCOM_COM_TransmitBlocks_2>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <X_BROADCOM_COM_FECErrors_2>0</X_BROADCOM_COM_FECErrors_2>
            <ATUCFECErrors>0</ATUCFECErrors>
            <X_BROADCOM_COM_ATUCFECErrors_2>0</X_BROADCOM_COM_ATUCFECErrors_2>
            <HECErrors>0</HECErrors>
            <X_BROADCOM_COM_HECErrors_2>0</X_BROADCOM_COM_HECErrors_2>
            <ATUCHECErrors>0</ATUCHECErrors>
            <X_BROADCOM_COM_ATUCHECErrors_2>0</X_BROADCOM_COM_ATUCHECErrors_2>
            <CRCErrors>0</CRCErrors>
            <X_BROADCOM_COM_CRCErrors_2>0</X_BROADCOM_COM_CRCErrors_2>
            <ATUCCRCErrors>0</ATUCCRCErrors>
            <X_BROADCOM_COM_ATUCCRCErrors_2>0</X_BROADCOM_COM_ATUCCRCErrors_2>
            <X_BROADCOM_COM_UpstreamUas>0</X_BROADCOM_COM_UpstreamUas>
            <X_BROADCOM_COM_DownstreamUas>0</X_BROADCOM_COM_DownstreamUas>
            <X_BROADCOM_COM_UpstreamEs>0</X_BROADCOM_COM_UpstreamEs>
            <X_BROADCOM_COM_UpstreamSes>0</X_BROADCOM_COM_UpstreamSes>
            <X_BROADCOM_COM_UpstreamBitErrors>0</X_BROADCOM_COM_UpstreamBitErrors>
            <X_BROADCOM_COM_UpstreamBitErrors_2>0</X_BROADCOM_COM_UpstreamBitErrors_2>
            <X_BROADCOM_COM_DownstreamBitErrors>0</X_BROADCOM_COM_DownstreamBitErrors>
            <X_BROADCOM_COM_DownstreamBitErrors_2>0</X_BROADCOM_COM_DownstreamBitErrors_2>
            <X_BROADCOM_COM_UpstreamDataCells>0</X_BROADCOM_COM_UpstreamDataCells>
            <X_BROADCOM_COM_UpstreamDataCells_2>0</X_BROADCOM_COM_UpstreamDataCells_2>
            <X_BROADCOM_COM_DownstreamDataCells>0</X_BROADCOM_COM_DownstreamDataCells>
            <X_BROADCOM_COM_DownstreamDataCells_2>0</X_BROADCOM_COM_DownstreamDataCells_2>
            <X_BROADCOM_COM_UpstreamTotalCells>0</X_BROADCOM_COM_UpstreamTotalCells>
            <X_BROADCOM_COM_UpstreamTotalCells_2>0</X_BROADCOM_COM_UpstreamTotalCells_2>
            <X_BROADCOM_COM_DownstreamTotalCells>0</X_BROADCOM_COM_DownstreamTotalCells>
            <X_BROADCOM_COM_DownstreamTotalCells_2>0</X_BROADCOM_COM_DownstreamTotalCells_2>
            <X_BROADCOM_COM_UpstreamLCD>0</X_BROADCOM_COM_UpstreamLCD>
            <X_BROADCOM_COM_UpstreamLCD_2>0</X_BROADCOM_COM_UpstreamLCD_2>
            <X_BROADCOM_COM_DownstreamLCD>0</X_BROADCOM_COM_DownstreamLCD>
            <X_BROADCOM_COM_DownstreamLCD_2>0</X_BROADCOM_COM_DownstreamLCD_2>
            <X_BROADCOM_COM_UpstreamOCD>0</X_BROADCOM_COM_UpstreamOCD>
            <X_BROADCOM_COM_UpstreamOCD_2>0</X_BROADCOM_COM_UpstreamOCD_2>
            <X_BROADCOM_COM_DownstreamOCD>0</X_BROADCOM_COM_DownstreamOCD>
            <X_BROADCOM_COM_DownstreamOCD_2>0</X_BROADCOM_COM_DownstreamOCD_2>
          </Total>
          <Showtime>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </Showtime>
          <CurrentDay>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </CurrentDay>
          <QuarterHour>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </QuarterHour>
        </Stats>
      </WANDSLInterfaceConfig>
      <WANEthernetInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>Disabled</Status>
        <MACAddress>NULL</MACAddress>
        <MaxBitRate>NULL</MaxBitRate>
        <DuplexMode>NULL</DuplexMode>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>3000</ShapingBurstSize>
        <X_BROADCOM_COM_IfName>NULL</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>DefaultMode</X_BROADCOM_COM_ConnectionMode>
        <X_BROADCOM_COM_PersistentDevice>FALSE</X_BROADCOM_COM_PersistentDevice>
        <X_BROADCOM_COM_LimitedConnections>TRUE</X_BROADCOM_COM_LimitedConnections>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
        </Stats>
      </WANEthernetInterfaceConfig>
      <X_BROADCOM_COM_L2tpAcIntfConfig>
        <Enable>FALSE</Enable>
        <TunnelName>NULL</TunnelName>
        <LnsIpAddress>NULL</LnsIpAddress>
        <IntfStatus>Down</IntfStatus>
        <TunnelId>0</TunnelId>
      </X_BROADCOM_COM_L2tpAcIntfConfig>
      <WANDSLDiagnostics>
        <LoopDiagnosticsState>None</LoopDiagnosticsState>
        <ACTPSDds>0</ACTPSDds>
        <ACTPSDus>0</ACTPSDus>
        <ACTATPds>0</ACTATPds>
        <ACTATPus>0</ACTATPus>
        <HLINSCds>0</HLINSCds>
        <HLINpsds>None</HLINpsds>
        <QLNpsds>None</QLNpsds>
        <SNRpsds>None</SNRpsds>
        <BITSpsds>None</BITSpsds>
        <GAINSpsds>None</GAINSpsds>
        <HLINSCus>0</HLINSCus>
        <HLINGds>1</HLINGds>
        <HLINGus>1</HLINGus>
        <HLINpsus>None</HLINpsus>
        <HLOGGds>1</HLOGGds>
        <HLOGGus>1</HLOGGus>
        <HLOGpsds>None</HLOGpsds>
        <HLOGpsus>None</HLOGpsus>
        <HLOGMTds>0</HLOGMTds>
        <HLOGMTus>0</HLOGMTus>
        <QLNGds>1</QLNGds>
        <QLNGus>1</QLNGus>
        <QLNpsus>None</QLNpsus>
        <QLNMTds>0</QLNMTds>
        <QLNMTus>0</QLNMTus>
        <SNRGds>8</SNRGds>
        <SNRGus>1</SNRGus>
        <SNRpsus>None</SNRpsus>
        <SNRMTds>0</SNRMTds>
        <SNRMTus>0</SNRMTus>
        <LATNpbds>NULL</LATNpbds>
        <LATNpbus>NULL</LATNpbus>
        <SATNds>NULL</SATNds>
        <SATNus>NULL</SATNus>
      </WANDSLDiagnostics>
      <WANConnectionDevice instance="1">
        <WANIPConnectionNumberOfEntries>1</WANIPConnectionNumberOfEntries>
        <WANPPPConnectionNumberOfEntries>0</WANPPPConnectionNumberOfEntries>
        <X_BROADCOM_COM_WANATMF4EndToEndLoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>1</NumberOfRepetitions>
          <Timeout>1</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </X_BROADCOM_COM_WANATMF4EndToEndLoopbackDiagnostics>
        <X_BROADCOM_COM_WANATMF4LoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>1</NumberOfRepetitions>
          <Timeout>1</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </X_BROADCOM_COM_WANATMF4LoopbackDiagnostics>
        <X_BROADCOM_COM_WANATMF5EndToEndLoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>1</NumberOfRepetitions>
          <Timeout>1</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </X_BROADCOM_COM_WANATMF5EndToEndLoopbackDiagnostics>
        <WANDSLLinkConfig>
          <Enable>TRUE</Enable>
          <LinkStatus>NULL</LinkStatus>
          <LinkType>EoA</LinkType>
          <AutoConfig>FALSE</AutoConfig>
          <ModulationType>ADSL_G.dmt</ModulationType>
          <DestinationAddress>PVC: 0/35</DestinationAddress>
          <ATMEncapsulation>LLC</ATMEncapsulation>
          <ATMAAL>AAL5</ATMAAL>
          <ATMTransmittedBlocks>0</ATMTransmittedBlocks>
          <ATMReceivedBlocks>1610612736</ATMReceivedBlocks>
          <ATMQoS>UBR</ATMQoS>
          <ATMPeakCellRate>0</ATMPeakCellRate>
          <ATMMaximumBurstSize>0</ATMMaximumBurstSize>
          <ATMSustainableCellRate>0</ATMSustainableCellRate>
          <X_BROADCOM_COM_ATMMinimumCellRate>0</X_BROADCOM_COM_ATMMinimumCellRate>
          <X_BROADCOM_COM_ATMEnbQos>TRUE</X_BROADCOM_COM_ATMEnbQos>
          <X_BROADCOM_COM_GrpScheduler>WRR</X_BROADCOM_COM_GrpScheduler>
          <X_BROADCOM_COM_GrpWeight>1</X_BROADCOM_COM_GrpWeight>
          <X_BROADCOM_COM_GrpPrecedence>8</X_BROADCOM_COM_GrpPrecedence>
          <X_BROADCOM_COM_SchedulerAlgorithm>WRR</X_BROADCOM_COM_SchedulerAlgorithm>
          <X_BROADCOM_COM_QueueWeight>1</X_BROADCOM_COM_QueueWeight>
          <X_BROADCOM_COM_QueuePrecedence>8</X_BROADCOM_COM_QueuePrecedence>
          <X_BROADCOM_COM_ATMStatus>NULL</X_BROADCOM_COM_ATMStatus>
          <X_BROADCOM_COM_ATMInterfaceId>0</X_BROADCOM_COM_ATMInterfaceId>
          <X_BROADCOM_COM_MacAddress>NULL</X_BROADCOM_COM_MacAddress>
          <AAL5CRCErrors>0</AAL5CRCErrors>
          <ATMCRCErrors>1</ATMCRCErrors>
          <ATMHECErrors>0</ATMHECErrors>
          <X_BROADCOM_COM_ConnectionMode>VlanMuxMode</X_BROADCOM_COM_ConnectionMode>
          <X_BROADCOM_COM_IfName>atm0</X_BROADCOM_COM_IfName>
          <X_BROADCOM_COM_ATM_PARMS>
            <ATMFreeCellQSize>0</ATMFreeCellQSize>
            <ATMFreePacketQSize>0</ATMFreePacketQSize>
            <ATMFreePacketQBufferSize>0</ATMFreePacketQBufferSize>
            <ATMFreePacketQBufferOffset>0</ATMFreePacketQBufferOffset>
            <ATMReceiveCellQSize>0</ATMReceiveCellQSize>
            <ATMReceivePacketQSize>0</ATMReceivePacketQSize>
            <ATMTransmitFifoPriority>0</ATMTransmitFifoPriority>
            <ATMAal5CpcsMaxSduLength>0</ATMAal5CpcsMaxSduLength>
            <ATMAal2SscsMaxSsarSduLength>0</ATMAal2SscsMaxSsarSduLength>
          </X_BROADCOM_COM_ATM_PARMS>
        </WANDSLLinkConfig>
        <WANATMF5LoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>0</NumberOfRepetitions>
          <Timeout>0</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </WANATMF5LoopbackDiagnostics>
        <WANEthernetLinkConfig>
          <EthernetLinkStatus>NULL</EthernetLinkStatus>
        </WANEthernetLinkConfig>
        <X_BROADCOM_COM_L2tpAcLinkConfig>
          <Enable>FALSE</Enable>
          <SessionName>NULL</SessionName>
          <ConnectionMode>DefaultMode</ConnectionMode>
          <LinkStatus>Down</LinkStatus>
          <SessionId>0</SessionId>
          <IfName>l2tp0</IfName>
        </X_BROADCOM_COM_L2tpAcLinkConfig>
        <WANIPConnection instance="1">
          <Enable>TRUE</Enable>
          <Reset>FALSE</Reset>
          <ConnectionStatus>Unconfigured</ConnectionStatus>
          <PossibleConnectionTypes>Unconfigured, IP_Routed, IP_Bridged</PossibleConnectionTypes>
          <ConnectionType>IP_Routed</ConnectionType>
          <Name>ipoe_0_0_35</Name>
          <Uptime>0</Uptime>
          <LastConnectionError>NULL</LastConnectionError>
          <IdleDisconnectTime>0</IdleDisconnectTime>
          <RSIPAvailable>FALSE</RSIPAvailable>
          <NATEnabled>FALSE</NATEnabled>
          <X_BROADCOM_COM_FullconeNATEnabled>FALSE</X_BROADCOM_COM_FullconeNATEnabled>
          <AddressingType>Static</AddressingType>
          <ExternalIPAddress notification="2">10.0.0.1</ExternalIPAddress>
          <SubnetMask>255.255.255.254</SubnetMask>
          <DefaultGateway>10.0.0.2</DefaultGateway>
          <X_BROADCOM_COM_FirewallEnabled>FALSE</X_BROADCOM_COM_FirewallEnabled>
          <X_BROADCOM_COM_IGMPEnabled>TRUE</X_BROADCOM_COM_IGMPEnabled>
          <DNSEnabled>FALSE</DNSEnabled>
          <DNSOverrideAllowed>FALSE</DNSOverrideAllowed>
          <DNSServers>NULL</DNSServers>
          <MaxMTUSize>0</MaxMTUSize>
          <MACAddress>NULL</MACAddress>
          <MACAddressOverride>FALSE</MACAddressOverride>
          <ConnectionTrigger>AlwaysOn</ConnectionTrigger>
          <RouteProtocolRx>Off</RouteProtocolRx>
          <X_BROADCOM_COM_RipOperationMode>Passive</X_BROADCOM_COM_RipOperationMode>
          <X_BROADCOM_COM_RipDebugMode>NULL</X_BROADCOM_COM_RipDebugMode>
          <X_BROADCOM_COM_IfName>atm0.1</X_BROADCOM_COM_IfName>
          <X_BROADCOM_COM_ConnectionId>1</X_BROADCOM_COM_ConnectionId>
          <X_BROADCOM_COM_DhcpcPid>0</X_BROADCOM_COM_DhcpcPid>
          <X_BROADCOM_COM_VlanMux8021p>-1</X_BROADCOM_COM_VlanMux8021p>
          <X_BROADCOM_COM_VlanMuxID>-1</X_BROADCOM_COM_VlanMuxID>
          <PortMappingNumberOfEntries>0</PortMappingNumberOfEntries>
          <X_BROADCOM_COM_Op60VenderID>NULL</X_BROADCOM_COM_Op60VenderID>
          <X_BROADCOM_COM_Op61DUID>NULL</X_BROADCOM_COM_Op61DUID>
          <X_BROADCOM_COM_Op61IAID>NULL</X_BROADCOM_COM_Op61IAID>
          <X_BROADCOM_COM_Op125Enabled>FALSE</X_BROADCOM_COM_Op125Enabled>
          <X_BROADCOM_COM_IPv6Enabled>FALSE</X_BROADCOM_COM_IPv6Enabled>
          <X_BROADCOM_COM_IPv4Enabled>TRUE</X_BROADCOM_COM_IPv4Enabled>
          <X_BROADCOM_COM_PCPMode>0</X_BROADCOM_COM_PCPMode>
          <X_BROADCOM_COM_PCPServer>NULL</X_BROADCOM_COM_PCPServer>
          <X_BROADCOM_COM_UnnumberedModel>FALSE</X_BROADCOM_COM_UnnumberedModel>
          <X_BROADCOM_COM_IPv6ConnStatus>Unconfigured</X_BROADCOM_COM_IPv6ConnStatus>
          <X_BROADCOM_COM_IPv6AddressingType>DHCP</X_BROADCOM_COM_IPv6AddressingType>
          <X_BROADCOM_COM_Dhcp6cForAddress>FALSE</X_BROADCOM_COM_Dhcp6cForAddress>
          <X_BROADCOM_COM_Dhcp6cForPrefixDelegation>TRUE</X_BROADCOM_COM_Dhcp6cForPrefixDelegation>
          <X_BROADCOM_COM_ExternalIPv6Address>NULL</X_BROADCOM_COM_ExternalIPv6Address>
          <X_BROADCOM_COM_DefaultIPv6Gateway>NULL</X_BROADCOM_COM_DefaultIPv6Gateway>
          <X_BROADCOM_COM_MFlag>FALSE</X_BROADCOM_COM_MFlag>
          <X_BROADCOM_COM_OFlag>FALSE</X_BROADCOM_COM_OFlag>
          <X_BROADCOM_COM_IPv6DNSServers>NULL</X_BROADCOM_COM_IPv6DNSServers>
          <X_BROADCOM_COM_IPv6DomainName>NULL</X_BROADCOM_COM_IPv6DomainName>
          <X_BROADCOM_COM_IPv6PrefixDelegationEnabled>FALSE</X_BROADCOM_COM_IPv6PrefixDelegationEnabled>
          <X_BROADCOM_COM_IPv6SitePrefix>NULL</X_BROADCOM_COM_IPv6SitePrefix>
          <X_BROADCOM_COM_IPv6SitePrefixPltime>0</X_BROADCOM_COM_IPv6SitePrefixPltime>
          <X_BROADCOM_COM_IPv6SitePrefixVltime>0</X_BROADCOM_COM_IPv6SitePrefixVltime>
          <X_BROADCOM_COM_AFlag>FALSE</X_BROADCOM_COM_AFlag>
          <X_BROADCOM_COM_LFlag>FALSE</X_BROADCOM_COM_LFlag>
          <X_BROADCOM_COM_Dhcp6cPid>0</X_BROADCOM_COM_Dhcp6cPid>
          <X_BROADCOM_COM_MLDEnabled>FALSE</X_BROADCOM_COM_MLDEnabled>
          <X_BROADCOM_COM_TransientLayer2LinkStatus>Unavailable</X_BROADCOM_COM_TransientLayer2LinkStatus>
          <X_SAGEM_COM_IPoE_MTU>1500</X_SAGEM_COM_IPoE_MTU>
          <X_SAGEM_COM_IPoE_Rspping_enable>FALSE</X_SAGEM_COM_IPoE_Rspping_enable>
          <X_BROADCOM_COM_ConnectionEstablishedTime>0</X_BROADCOM_COM_ConnectionEstablishedTime>
          <X_SAGEM_COM_FirewallLevel>Standard</X_SAGEM_COM_FirewallLevel>
          <X_BROADCOM_COM_MacFilterObj>
            <Enable>FALSE</Enable>
            <Policy>FORWARD</Policy>
          </X_BROADCOM_COM_MacFilterObj>
          <Stats>
            <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
            <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
            <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
            <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
            <EthernetBytesSent>0</EthernetBytesSent>
            <EthernetBytesReceived>0</EthernetBytesReceived>
            <EthernetSentRate>0</EthernetSentRate>
            <EthernetReceivedRate>0</EthernetReceivedRate>
            <EthernetRuntime>0</EthernetRuntime>
            <EthernetPacketsSent>0</EthernetPacketsSent>
            <EthernetPacketsReceived>0</EthernetPacketsReceived>
          </Stats>
        </WANIPConnection>
        <WANIPConnection nextInstance="2" ></WANIPConnection>
      </WANConnectionDevice>
      <WANConnectionDevice instance="2">
        <WANIPConnectionNumberOfEntries>0</WANIPConnectionNumberOfEntries>
        <WANPPPConnectionNumberOfEntries>1</WANPPPConnectionNumberOfEntries>
        <X_BROADCOM_COM_WANATMF4EndToEndLoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>1</NumberOfRepetitions>
          <Timeout>1</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </X_BROADCOM_COM_WANATMF4EndToEndLoopbackDiagnostics>
        <X_BROADCOM_COM_WANATMF4LoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>1</NumberOfRepetitions>
          <Timeout>1</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </X_BROADCOM_COM_WANATMF4LoopbackDiagnostics>
        <X_BROADCOM_COM_WANATMF5EndToEndLoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>1</NumberOfRepetitions>
          <Timeout>1</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </X_BROADCOM_COM_WANATMF5EndToEndLoopbackDiagnostics>
        <WANDSLLinkConfig>
          <Enable>TRUE</Enable>
          <LinkStatus>NULL</LinkStatus>
          <LinkType>PPPoA</LinkType>
          <AutoConfig>FALSE</AutoConfig>
          <ModulationType>ADSL_G.dmt</ModulationType>
          <DestinationAddress>PVC: 0/38</DestinationAddress>
          <ATMEncapsulation>VCMUX</ATMEncapsulation>
          <ATMAAL>AAL5</ATMAAL>
          <ATMTransmittedBlocks>48</ATMTransmittedBlocks>
          <ATMReceivedBlocks>1610612736</ATMReceivedBlocks>
          <ATMQoS>UBR</ATMQoS>
          <ATMPeakCellRate>0</ATMPeakCellRate>
          <ATMMaximumBurstSize>0</ATMMaximumBurstSize>
          <ATMSustainableCellRate>0</ATMSustainableCellRate>
          <X_BROADCOM_COM_ATMMinimumCellRate>0</X_BROADCOM_COM_ATMMinimumCellRate>
          <X_BROADCOM_COM_ATMEnbQos>TRUE</X_BROADCOM_COM_ATMEnbQos>
          <X_BROADCOM_COM_GrpScheduler>WRR</X_BROADCOM_COM_GrpScheduler>
          <X_BROADCOM_COM_GrpWeight>1</X_BROADCOM_COM_GrpWeight>
          <X_BROADCOM_COM_GrpPrecedence>8</X_BROADCOM_COM_GrpPrecedence>
          <X_BROADCOM_COM_SchedulerAlgorithm>WRR</X_BROADCOM_COM_SchedulerAlgorithm>
          <X_BROADCOM_COM_QueueWeight>1</X_BROADCOM_COM_QueueWeight>
          <X_BROADCOM_COM_QueuePrecedence>8</X_BROADCOM_COM_QueuePrecedence>
          <X_BROADCOM_COM_ATMStatus>NULL</X_BROADCOM_COM_ATMStatus>
          <X_BROADCOM_COM_ATMInterfaceId>0</X_BROADCOM_COM_ATMInterfaceId>
          <X_BROADCOM_COM_MacAddress>NULL</X_BROADCOM_COM_MacAddress>
          <AAL5CRCErrors>0</AAL5CRCErrors>
          <ATMCRCErrors>1</ATMCRCErrors>
          <ATMHECErrors>0</ATMHECErrors>
          <X_BROADCOM_COM_ConnectionMode>DefaultMode</X_BROADCOM_COM_ConnectionMode>
          <X_BROADCOM_COM_IfName>atm1</X_BROADCOM_COM_IfName>
          <X_BROADCOM_COM_ATM_PARMS>
            <ATMFreeCellQSize>0</ATMFreeCellQSize>
            <ATMFreePacketQSize>0</ATMFreePacketQSize>
            <ATMFreePacketQBufferSize>0</ATMFreePacketQBufferSize>
            <ATMFreePacketQBufferOffset>0</ATMFreePacketQBufferOffset>
            <ATMReceiveCellQSize>0</ATMReceiveCellQSize>
            <ATMReceivePacketQSize>0</ATMReceivePacketQSize>
            <ATMTransmitFifoPriority>0</ATMTransmitFifoPriority>
            <ATMAal5CpcsMaxSduLength>0</ATMAal5CpcsMaxSduLength>
            <ATMAal2SscsMaxSsarSduLength>0</ATMAal2SscsMaxSsarSduLength>
          </X_BROADCOM_COM_ATM_PARMS>
        </WANDSLLinkConfig>
        <WANATMF5LoopbackDiagnostics>
          <DiagnosticsState>None</DiagnosticsState>
          <NumberOfRepetitions>0</NumberOfRepetitions>
          <Timeout>0</Timeout>
          <SuccessCount>0</SuccessCount>
          <FailureCount>0</FailureCount>
          <AverageResponseTime>0</AverageResponseTime>
          <MinimumResponseTime>0</MinimumResponseTime>
          <MaximumResponseTime>0</MaximumResponseTime>
        </WANATMF5LoopbackDiagnostics>
        <WANEthernetLinkConfig>
          <EthernetLinkStatus>NULL</EthernetLinkStatus>
        </WANEthernetLinkConfig>
        <X_BROADCOM_COM_L2tpAcLinkConfig>
          <Enable>FALSE</Enable>
          <SessionName>NULL</SessionName>
          <ConnectionMode>DefaultMode</ConnectionMode>
          <LinkStatus>Down</LinkStatus>
          <SessionId>0</SessionId>
          <IfName>l2tp0</IfName>
        </X_BROADCOM_COM_L2tpAcLinkConfig>
        <WANPPPConnection instance="1">
          <Enable>TRUE</Enable>
          <Reset>FALSE</Reset>
          <ConnectionStatus>Unconfigured</ConnectionStatus>
          <PossibleConnectionTypes>Unconfigured, IP_Routed</PossibleConnectionTypes>
          <ConnectionType>IP_Routed</ConnectionType>
          <PPPoESessionID>0</PPPoESessionID>
          <DefaultGateway>NULL</DefaultGateway>
          <Name>pppoa_0_0_38</Name>
          <Uptime>0</Uptime>
          <LastConnectionError>ERROR_NONE</LastConnectionError>
          <IdleDisconnectTime>0</IdleDisconnectTime>
          <RSIPAvailable>FALSE</RSIPAvailable>
          <NATEnabled>TRUE</NATEnabled>
          <X_BROADCOM_COM_FullconeNATEnabled>FALSE</X_BROADCOM_COM_FullconeNATEnabled>
          <X_BROADCOM_COM_FirewallEnabled>TRUE</X_BROADCOM_COM_FirewallEnabled>
          <X_BROADCOM_COM_IGMPEnabled>TRUE</X_BROADCOM_COM_IGMPEnabled>
          <Username>tr069@plusdsl.net</Username>
          <Password>g0g0g0g0</Password>
          <PPPEncryptionProtocol>NULL</PPPEncryptionProtocol>
          <PPPCompressionProtocol>NULL</PPPCompressionProtocol>
          <PPPAuthenticationProtocol>AUTO_AUTH</PPPAuthenticationProtocol>
          <X_BROADCOM_COM_ConnectionEstablishedTime>0</X_BROADCOM_COM_ConnectionEstablishedTime>
          <X_BROADCOM_COM_IPExtension>FALSE</X_BROADCOM_COM_IPExtension>
          <X_BROADCOM_COM_UseStaticIPAddress>FALSE</X_BROADCOM_COM_UseStaticIPAddress>
          <X_BROADCOM_COM_LocalIPAddress>0.0.0.0</X_BROADCOM_COM_LocalIPAddress>
          <X_BROADCOM_COM_ConnectionId>0</X_BROADCOM_COM_ConnectionId>
          <X_BROADCOM_COM_PppdPid>0</X_BROADCOM_COM_PppdPid>
          <X_BROADCOM_COM_IfName>pppoa1</X_BROADCOM_COM_IfName>
          <X_BROADCOM_COM_DefaultGateway>NULL</X_BROADCOM_COM_DefaultGateway>
          <X_BROADCOM_COM_Enable_Debug>FALSE</X_BROADCOM_COM_Enable_Debug>
          <X_BROADCOM_COM_AddPppToBridge>FALSE</X_BROADCOM_COM_AddPppToBridge>
          <X_BROADCOM_COM_VlanMux8021p>-1</X_BROADCOM_COM_VlanMux8021p>
          <X_BROADCOM_COM_VlanMuxID>-1</X_BROADCOM_COM_VlanMuxID>
          <X_BROADCOM_COM_UserRequest>None</X_BROADCOM_COM_UserRequest>
          <ExternalIPAddress notification="2">NULL</ExternalIPAddress>
          <RemoteIPAddress>NULL</RemoteIPAddress>
          <CurrentMRUSize>0</CurrentMRUSize>
          <DNSEnabled>TRUE</DNSEnabled>
          <DNSOverrideAllowed>FALSE</DNSOverrideAllowed>
          <DNSServers>NULL</DNSServers>
          <MACAddress>NULL</MACAddress>
          <MACAddressOverride>FALSE</MACAddressOverride>
          <TransportType>PPPoE</TransportType>
          <PPPoEACName>Empty</PPPoEACName>
          <PPPoEServiceName>NULL</PPPoEServiceName>
          <ConnectionTrigger>AlwaysOn</ConnectionTrigger>
          <RouteProtocolRx>Off</RouteProtocolRx>
          <PPPLCPEcho>30</PPPLCPEcho>
          <PPPLCPEchoRetry>5</PPPLCPEchoRetry>
          <PortMappingNumberOfEntries>0</PortMappingNumberOfEntries>
          <X_BROADCOM_COM_IPv6Enabled>FALSE</X_BROADCOM_COM_IPv6Enabled>
          <X_BROADCOM_COM_IPv4Enabled>TRUE</X_BROADCOM_COM_IPv4Enabled>
          <X_BROADCOM_COM_PCPMode>0</X_BROADCOM_COM_PCPMode>
          <X_BROADCOM_COM_PCPServer>NULL</X_BROADCOM_COM_PCPServer>
          <X_BROADCOM_COM_UnnumberedModel>FALSE</X_BROADCOM_COM_UnnumberedModel>
          <X_BROADCOM_COM_IPv6ConnStatus>Unconfigured</X_BROADCOM_COM_IPv6ConnStatus>
          <X_BROADCOM_COM_IPv6PppUp>FALSE</X_BROADCOM_COM_IPv6PppUp>
          <X_BROADCOM_COM_IPv6AddressingType>DHCP</X_BROADCOM_COM_IPv6AddressingType>
          <X_BROADCOM_COM_Dhcp6cForAddress>FALSE</X_BROADCOM_COM_Dhcp6cForAddress>
          <X_BROADCOM_COM_Dhcp6cForPrefixDelegation>TRUE</X_BROADCOM_COM_Dhcp6cForPrefixDelegation>
          <X_BROADCOM_COM_ExternalIPv6Address>NULL</X_BROADCOM_COM_ExternalIPv6Address>
          <X_BROADCOM_COM_DefaultIPv6Gateway>NULL</X_BROADCOM_COM_DefaultIPv6Gateway>
          <X_BROADCOM_COM_MFlag>FALSE</X_BROADCOM_COM_MFlag>
          <X_BROADCOM_COM_OFlag>FALSE</X_BROADCOM_COM_OFlag>
          <X_BROADCOM_COM_IPv6DNSServers>NULL</X_BROADCOM_COM_IPv6DNSServers>
          <X_BROADCOM_COM_IPv6DomainName>NULL</X_BROADCOM_COM_IPv6DomainName>
          <X_BROADCOM_COM_IPv6PrefixDelegationEnabled>FALSE</X_BROADCOM_COM_IPv6PrefixDelegationEnabled>
          <X_BROADCOM_COM_IPv6SitePrefix>NULL</X_BROADCOM_COM_IPv6SitePrefix>
          <X_BROADCOM_COM_IPv6SitePrefixPltime>0</X_BROADCOM_COM_IPv6SitePrefixPltime>
          <X_BROADCOM_COM_IPv6SitePrefixVltime>0</X_BROADCOM_COM_IPv6SitePrefixVltime>
          <X_BROADCOM_COM_AFlag>FALSE</X_BROADCOM_COM_AFlag>
          <X_BROADCOM_COM_LFlag>FALSE</X_BROADCOM_COM_LFlag>
          <X_BROADCOM_COM_Dhcp6cPid>0</X_BROADCOM_COM_Dhcp6cPid>
          <X_BROADCOM_COM_MLDEnabled>FALSE</X_BROADCOM_COM_MLDEnabled>
          <X_BROADCOM_COM_TransientLayer2LinkStatus>Unavailable</X_BROADCOM_COM_TransientLayer2LinkStatus>
          <X_SAGEM_COM_ppp_retry_enable>TRUE</X_SAGEM_COM_ppp_retry_enable>
          <X_SAGEM_COM_ppp_retry_period>15</X_SAGEM_COM_ppp_retry_period>
          <X_SAGEM_COM_ppp_neg_mtu>1500</X_SAGEM_COM_ppp_neg_mtu>
          <X_SAGEM_COM_ppp_mtu>1500</X_SAGEM_COM_ppp_mtu>
          <X_SAGEM_COM_PPPoA_Rspping_enable>FALSE</X_SAGEM_COM_PPPoA_Rspping_enable>
          <X_SAGEM_COM_test_enable>FALSE</X_SAGEM_COM_test_enable>
          <X_SAGEM_COM_FirewallLevel>Standard</X_SAGEM_COM_FirewallLevel>
          <X_SAGEM_COM_SetAcsCredential>FALSE</X_SAGEM_COM_SetAcsCredential>
          <Stats>
            <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
            <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
            <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
            <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
            <EthernetBytesSent>0</EthernetBytesSent>
            <EthernetBytesReceived>0</EthernetBytesReceived>
            <EthernetSentRate>0</EthernetSentRate>
            <EthernetReceivedRate>0</EthernetReceivedRate>
            <EthernetRuntime>0</EthernetRuntime>
            <EthernetPacketsSent>0</EthernetPacketsSent>
            <EthernetPacketsReceived>0</EthernetPacketsReceived>
          </Stats>
        </WANPPPConnection>
        <WANPPPConnection nextInstance="2" ></WANPPPConnection>
      </WANConnectionDevice>
      <WANConnectionDevice nextInstance="3" ></WANConnectionDevice>
    </WANDevice>
    <WANDevice instance="2">
      <WANConnectionNumberOfEntries>0</WANConnectionNumberOfEntries>
      <X_SGM_RemoteManagementEnable>FALSE</X_SGM_RemoteManagementEnable>
      <WANCommonInterfaceConfig>
        <EnabledForInternet>TRUE</EnabledForInternet>
        <WANAccessType>DSL</WANAccessType>
        <Layer1UpstreamMaxBitRate>0</Layer1UpstreamMaxBitRate>
        <Layer1DownstreamMaxBitRate>0</Layer1DownstreamMaxBitRate>
        <PhysicalLinkStatus>Down</PhysicalLinkStatus>
        <TotalBytesSent>0</TotalBytesSent>
        <TotalBytesReceived>0</TotalBytesReceived>
        <TotalPacketsSent>0</TotalPacketsSent>
        <TotalPacketsReceived>0</TotalPacketsReceived>
        <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
        <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
        <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
        <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        <MaximumActiveConnections>16</MaximumActiveConnections>
        <NumberOfActiveConnections>0</NumberOfActiveConnections>
      </WANCommonInterfaceConfig>
      <WanUSB3GInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>FALSE</Status>
        <Pin>NULL</Pin>
        <Apn>NULL</Apn>
        <DialNumber>NULL</DialNumber>
        <Baud>115200</Baud>
        <X_BROADCOM_COM_IfName>ttyUSB</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>NULL</X_BROADCOM_COM_ConnectionMode>
        <VendorId>0</VendorId>
        <SrcProductId>0</SrcProductId>
        <DstProductId>0</DstProductId>
      </WanUSB3GInterfaceConfig>
      <WANDSLInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>Disabled</Status>
        <ErrorSamplesAvailable>FALSE</ErrorSamplesAvailable>
        <LinkEncapsulationUsed>G.992.3_Annex_K_ATM</LinkEncapsulationUsed>
        <LinkEncapsulationSupported>G.992.3_Annex_K_ATM</LinkEncapsulationSupported>
        <LinkEncapsulationRequested>G.992.3_Annex_K_ATM</LinkEncapsulationRequested>
        <ModulationType>ADSL_G.dmt</ModulationType>
        <LineEncoding>DMT</LineEncoding>
        <DataPath>NULL</DataPath>
        <InterleaveDepth>0</InterleaveDepth>
        <LineNumber>0</LineNumber>
        <UpstreamCurrRate>0</UpstreamCurrRate>
        <DownstreamCurrRate>0</DownstreamCurrRate>
        <X_BROADCOM_COM_UpstreamCurrRate_2>0</X_BROADCOM_COM_UpstreamCurrRate_2>
        <X_BROADCOM_COM_DownstreamCurrRate_2>0</X_BROADCOM_COM_DownstreamCurrRate_2>
        <UpstreamMaxRate>0</UpstreamMaxRate>
        <DownstreamMaxRate>0</DownstreamMaxRate>
        <UpstreamNoiseMargin>0</UpstreamNoiseMargin>
        <DownstreamNoiseMargin>0</DownstreamNoiseMargin>
        <UpstreamAttenuation>0</UpstreamAttenuation>
        <DownstreamAttenuation>0</DownstreamAttenuation>
        <UpstreamPower>0</UpstreamPower>
        <DownstreamPower>0</DownstreamPower>
        <ATURVendor>NULL</ATURVendor>
        <ATURCountry>0</ATURCountry>
        <ATURANSIStd>0</ATURANSIStd>
        <ATURANSIRev>0</ATURANSIRev>
        <ATUCVendor>NULL</ATUCVendor>
        <ATUCCountry>0</ATUCCountry>
        <ATUCANSIStd>0</ATUCANSIStd>
        <ATUCANSIRev>0</ATUCANSIRev>
        <TotalStart>0</TotalStart>
        <ShowtimeStart>0</ShowtimeStart>
        <LastShowtimeStart>0</LastShowtimeStart>
        <CurrentDayStart>0</CurrentDayStart>
        <QuarterHourStart>0</QuarterHourStart>
        <StandardsSupported>G.992.1_Annex_A,G.992.1_Annex_B,G.992.1_Annex_C,T1.413,G.992,G.992.3_Annex_A,G.992.3_Annex_B,G.992.3_Annex_C,G.993.1,G.993.1_Annex_A,G.993.2_Annex_B,G.993_Annex_C,G.992.5_Annex_A</StandardsSupported>
        <StandardUsed>T1.413</StandardUsed>
        <TRELLISds>0</TRELLISds>
        <TRELLISus>0</TRELLISus>
        <ACTSNRMODEds>0</ACTSNRMODEds>
        <ACTSNRMODEus>0</ACTSNRMODEus>
        <ACTUALCE>0</ACTUALCE>
        <SNRMpbds>NULL</SNRMpbds>
        <SNRMpbus>NULL</SNRMpbus>
        <X_BROADCOM_COM_AdslVersion>NULL</X_BROADCOM_COM_AdslVersion>
        <X_BROADCOM_COM_AdslModulationCfg>ADSL_Modulation_All</X_BROADCOM_COM_AdslModulationCfg>
        <X_BROADCOM_COM_ADSL2_AnnexA>FALSE</X_BROADCOM_COM_ADSL2_AnnexA>
        <X_BROADCOM_COM_ADSL2_AnnexM>FALSE</X_BROADCOM_COM_ADSL2_AnnexM>
        <X_BROADCOM_COM_PhoneLinePair>Inner Pair</X_BROADCOM_COM_PhoneLinePair>
        <X_BROADCOM_COM_Bitswap>On</X_BROADCOM_COM_Bitswap>
        <X_BROADCOM_COM_SRA>off</X_BROADCOM_COM_SRA>
        <X_BROADCOM_COM_TrellisD>On</X_BROADCOM_COM_TrellisD>
        <X_BROADCOM_COM_TrellisU>On</X_BROADCOM_COM_TrellisU>
        <X_BROADCOM_COM_SNR>NULL</X_BROADCOM_COM_SNR>
        <X_BROADCOM_COM_Bitmap>Bmode_D</X_BROADCOM_COM_Bitmap>
        <X_BROADCOM_COM_QueueSize>125</X_BROADCOM_COM_QueueSize>
        <X_BROADCOM_COM_NumTxQueues>0</X_BROADCOM_COM_NumTxQueues>
        <X_BROADCOM_COM_UpstreamS>0</X_BROADCOM_COM_UpstreamS>
        <X_BROADCOM_COM_DownstreamS>0</X_BROADCOM_COM_DownstreamS>
        <X_BROADCOM_COM_UpstreamR>0</X_BROADCOM_COM_UpstreamR>
        <X_BROADCOM_COM_DownstreamR>0</X_BROADCOM_COM_DownstreamR>
        <X_BROADCOM_COM_UpstreamK>0</X_BROADCOM_COM_UpstreamK>
        <X_BROADCOM_COM_DownstreamK>0</X_BROADCOM_COM_DownstreamK>
        <X_BROADCOM_COM_UpstreamDelay>0</X_BROADCOM_COM_UpstreamDelay>
        <X_BROADCOM_COM_UpstreamDelay_2>0</X_BROADCOM_COM_UpstreamDelay_2>
        <X_BROADCOM_COM_DownstreamDelay>0</X_BROADCOM_COM_DownstreamDelay>
        <X_BROADCOM_COM_DownstreamDelay_2>0</X_BROADCOM_COM_DownstreamDelay_2>
        <X_BROADCOM_COM_DownstreamINP>0</X_BROADCOM_COM_DownstreamINP>
        <X_BROADCOM_COM_DownstreamINP_2>0</X_BROADCOM_COM_DownstreamINP_2>
        <X_BROADCOM_COM_UpstreamINP>0</X_BROADCOM_COM_UpstreamINP>
        <X_BROADCOM_COM_UpstreamINP_2>0</X_BROADCOM_COM_UpstreamINP_2>
        <X_BROADCOM_COM_UpstreamD>0</X_BROADCOM_COM_UpstreamD>
        <X_BROADCOM_COM_UpstreamD_2>0</X_BROADCOM_COM_UpstreamD_2>
        <X_BROADCOM_COM_DownstreamD>0</X_BROADCOM_COM_DownstreamD>
        <X_BROADCOM_COM_DownstreamD_2>0</X_BROADCOM_COM_DownstreamD_2>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_UpstreamB>0</X_BROADCOM_COM_ADSL2_UpstreamB>
        <X_BROADCOM_COM_ADSL2_UpstreamB_2>0</X_BROADCOM_COM_ADSL2_UpstreamB_2>
        <X_BROADCOM_COM_ADSL2_DownstreamB>0</X_BROADCOM_COM_ADSL2_DownstreamB>
        <X_BROADCOM_COM_ADSL2_DownstreamB_2>0</X_BROADCOM_COM_ADSL2_DownstreamB_2>
        <X_BROADCOM_COM_ADSL2_UpstreamM>0</X_BROADCOM_COM_ADSL2_UpstreamM>
        <X_BROADCOM_COM_ADSL2_UpstreamM_2>0</X_BROADCOM_COM_ADSL2_UpstreamM_2>
        <X_BROADCOM_COM_ADSL2_DownstreamM>0</X_BROADCOM_COM_ADSL2_DownstreamM>
        <X_BROADCOM_COM_ADSL2_DownstreamM_2>0</X_BROADCOM_COM_ADSL2_DownstreamM_2>
        <X_BROADCOM_COM_ADSL2_UpstreamT>0</X_BROADCOM_COM_ADSL2_UpstreamT>
        <X_BROADCOM_COM_ADSL2_UpstreamT_2>0</X_BROADCOM_COM_ADSL2_UpstreamT_2>
        <X_BROADCOM_COM_ADSL2_DownstreamT>0</X_BROADCOM_COM_ADSL2_DownstreamT>
        <X_BROADCOM_COM_ADSL2_DownstreamT_2>0</X_BROADCOM_COM_ADSL2_DownstreamT_2>
        <X_BROADCOM_COM_ADSL2_UpstreamR>0</X_BROADCOM_COM_ADSL2_UpstreamR>
        <X_BROADCOM_COM_ADSL2_UpstreamR_2>0</X_BROADCOM_COM_ADSL2_UpstreamR_2>
        <X_BROADCOM_COM_ADSL2_DownstreamR>0</X_BROADCOM_COM_ADSL2_DownstreamR>
        <X_BROADCOM_COM_ADSL2_DownstreamR_2>0</X_BROADCOM_COM_ADSL2_DownstreamR_2>
        <X_BROADCOM_COM_ADSL2_UpstreamS>0.0</X_BROADCOM_COM_ADSL2_UpstreamS>
        <X_BROADCOM_COM_ADSL2_UpstreamS_2>0.0</X_BROADCOM_COM_ADSL2_UpstreamS_2>
        <X_BROADCOM_COM_ADSL2_DownstreamS>0.0</X_BROADCOM_COM_ADSL2_DownstreamS>
        <X_BROADCOM_COM_ADSL2_DownstreamS_2>0.0</X_BROADCOM_COM_ADSL2_DownstreamS_2>
        <X_BROADCOM_COM_ADSL2_UpstreamL>0</X_BROADCOM_COM_ADSL2_UpstreamL>
        <X_BROADCOM_COM_ADSL2_UpstreamL_2>0</X_BROADCOM_COM_ADSL2_UpstreamL_2>
        <X_BROADCOM_COM_ADSL2_DownstreamL>0</X_BROADCOM_COM_ADSL2_DownstreamL>
        <X_BROADCOM_COM_ADSL2_DownstreamL_2>0</X_BROADCOM_COM_ADSL2_DownstreamL_2>
        <X_BROADCOM_COM_LinkPowerState>L3</X_BROADCOM_COM_LinkPowerState>
        <X_BROADCOM_COM_BondingLineNumber>0</X_BROADCOM_COM_BondingLineNumber>
        <X_BROADCOM_COM_DslCfgParam>2432</X_BROADCOM_COM_DslCfgParam>
        <X_BROADCOM_COM_DslTrainingMarginQ4>-1</X_BROADCOM_COM_DslTrainingMarginQ4>
        <X_BROADCOM_COM_DslShowtimeMarginQ4>-1</X_BROADCOM_COM_DslShowtimeMarginQ4>
        <X_BROADCOM_COM_DslLOMTimeThldSec>-1</X_BROADCOM_COM_DslLOMTimeThldSec>
        <X_BROADCOM_COM_DslPwmSyncClockFreq>0</X_BROADCOM_COM_DslPwmSyncClockFreq>
        <X_BROADCOM_COM_DslHsModeSwitchTime>0</X_BROADCOM_COM_DslHsModeSwitchTime>
        <X_BROADCOM_COM_DslParam>0</X_BROADCOM_COM_DslParam>
        <X_BROADCOM_COM_DslPhyCfg1Mask>9454714</X_BROADCOM_COM_DslPhyCfg1Mask>
        <X_BROADCOM_COM_DslPhyCfg1Value>1066106</X_BROADCOM_COM_DslPhyCfg1Value>
        <X_BROADCOM_COM_DslPhyCfg2Mask>5242880</X_BROADCOM_COM_DslPhyCfg2Mask>
        <X_BROADCOM_COM_DslPhyCfg2Value>5242880</X_BROADCOM_COM_DslPhyCfg2Value>
        <X_BROADCOM_COM_DslPhyCfg3Mask>3</X_BROADCOM_COM_DslPhyCfg3Mask>
        <X_BROADCOM_COM_DslPhyCfg3Value>3</X_BROADCOM_COM_DslPhyCfg3Value>
        <X_BROADCOM_COM_DslPhyCfg4Mask>0</X_BROADCOM_COM_DslPhyCfg4Mask>
        <X_BROADCOM_COM_DslPhyCfg4Value>0</X_BROADCOM_COM_DslPhyCfg4Value>
        <X_BROADCOM_COM_DslPhyCfg5Mask>0</X_BROADCOM_COM_DslPhyCfg5Mask>
        <X_BROADCOM_COM_DslPhyCfg5Value>0</X_BROADCOM_COM_DslPhyCfg5Value>
        <X_BROADCOM_COM_DslPhyCfg6Mask>0</X_BROADCOM_COM_DslPhyCfg6Mask>
        <X_BROADCOM_COM_DslPhyCfg6Value>0</X_BROADCOM_COM_DslPhyCfg6Value>
        <X_BROADCOM_COM_DslPhyCfg7Mask>0</X_BROADCOM_COM_DslPhyCfg7Mask>
        <X_BROADCOM_COM_DslPhyCfg7Value>0</X_BROADCOM_COM_DslPhyCfg7Value>
        <X_BROADCOM_COM_DslPhyCfg8Mask>0</X_BROADCOM_COM_DslPhyCfg8Mask>
        <X_BROADCOM_COM_DslPhyCfg8Value>0</X_BROADCOM_COM_DslPhyCfg8Value>
        <X_BROADCOM_COM_DslPhyUsDataRateKbps>0</X_BROADCOM_COM_DslPhyUsDataRateKbps>
        <X_BROADCOM_COM_DslPhyDsDataRateKbps>0</X_BROADCOM_COM_DslPhyDsDataRateKbps>
        <X_BROADCOM_COM_DslPhyAggrDataRateKbps>0</X_BROADCOM_COM_DslPhyAggrDataRateKbps>
        <X_BROADCOM_COM_DslPhyMiscCfgParam>0</X_BROADCOM_COM_DslPhyMiscCfgParam>
        <X_BROADCOM_COM_BertTest>
          <BertTestMode>Stop</BertTestMode>
          <BertTestDuration>0</BertTestDuration>
          <BertTestStatus>NULL</BertTestStatus>
          <TotalTime>0</TotalTime>
          <ElapsedTime>0</ElapsedTime>
          <BitsTestedCntHigh>0</BitsTestedCntHigh>
          <BitsTestedCntLow>0</BitsTestedCntLow>
          <ErrBitsCntHigh>0</ErrBitsCntHigh>
          <ErrBitsCntLow>0</ErrBitsCntLow>
        </X_BROADCOM_COM_BertTest>
        <Stats>
          <Total>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_RxRsCorrectable_2>0</X_BROADCOM_COM_RxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable_2>0</X_BROADCOM_COM_TxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable_2>0</X_BROADCOM_COM_TxRsUncorrectable_2>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_RxRsUncorrectable_2>0</X_BROADCOM_COM_RxRsUncorrectable_2>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <X_BROADCOM_COM_TxRsWords_2>0</X_BROADCOM_COM_TxRsWords_2>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_RxRsWords_2>0</X_BROADCOM_COM_RxRsWords_2>
            <ReceiveBlocks>0</ReceiveBlocks>
            <X_BROADCOM_COM_ReceiveBlocks_2>0</X_BROADCOM_COM_ReceiveBlocks_2>
            <TransmitBlocks>0</TransmitBlocks>
            <X_BROADCOM_COM_TransmitBlocks_2>0</X_BROADCOM_COM_TransmitBlocks_2>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <X_BROADCOM_COM_FECErrors_2>0</X_BROADCOM_COM_FECErrors_2>
            <ATUCFECErrors>0</ATUCFECErrors>
            <X_BROADCOM_COM_ATUCFECErrors_2>0</X_BROADCOM_COM_ATUCFECErrors_2>
            <HECErrors>0</HECErrors>
            <X_BROADCOM_COM_HECErrors_2>0</X_BROADCOM_COM_HECErrors_2>
            <ATUCHECErrors>0</ATUCHECErrors>
            <X_BROADCOM_COM_ATUCHECErrors_2>0</X_BROADCOM_COM_ATUCHECErrors_2>
            <CRCErrors>0</CRCErrors>
            <X_BROADCOM_COM_CRCErrors_2>0</X_BROADCOM_COM_CRCErrors_2>
            <ATUCCRCErrors>0</ATUCCRCErrors>
            <X_BROADCOM_COM_ATUCCRCErrors_2>0</X_BROADCOM_COM_ATUCCRCErrors_2>
            <X_BROADCOM_COM_UpstreamUas>0</X_BROADCOM_COM_UpstreamUas>
            <X_BROADCOM_COM_DownstreamUas>0</X_BROADCOM_COM_DownstreamUas>
            <X_BROADCOM_COM_UpstreamEs>0</X_BROADCOM_COM_UpstreamEs>
            <X_BROADCOM_COM_UpstreamSes>0</X_BROADCOM_COM_UpstreamSes>
            <X_BROADCOM_COM_UpstreamBitErrors>0</X_BROADCOM_COM_UpstreamBitErrors>
            <X_BROADCOM_COM_UpstreamBitErrors_2>0</X_BROADCOM_COM_UpstreamBitErrors_2>
            <X_BROADCOM_COM_DownstreamBitErrors>0</X_BROADCOM_COM_DownstreamBitErrors>
            <X_BROADCOM_COM_DownstreamBitErrors_2>0</X_BROADCOM_COM_DownstreamBitErrors_2>
            <X_BROADCOM_COM_UpstreamDataCells>0</X_BROADCOM_COM_UpstreamDataCells>
            <X_BROADCOM_COM_UpstreamDataCells_2>0</X_BROADCOM_COM_UpstreamDataCells_2>
            <X_BROADCOM_COM_DownstreamDataCells>0</X_BROADCOM_COM_DownstreamDataCells>
            <X_BROADCOM_COM_DownstreamDataCells_2>0</X_BROADCOM_COM_DownstreamDataCells_2>
            <X_BROADCOM_COM_UpstreamTotalCells>0</X_BROADCOM_COM_UpstreamTotalCells>
            <X_BROADCOM_COM_UpstreamTotalCells_2>0</X_BROADCOM_COM_UpstreamTotalCells_2>
            <X_BROADCOM_COM_DownstreamTotalCells>0</X_BROADCOM_COM_DownstreamTotalCells>
            <X_BROADCOM_COM_DownstreamTotalCells_2>0</X_BROADCOM_COM_DownstreamTotalCells_2>
            <X_BROADCOM_COM_UpstreamLCD>0</X_BROADCOM_COM_UpstreamLCD>
            <X_BROADCOM_COM_UpstreamLCD_2>0</X_BROADCOM_COM_UpstreamLCD_2>
            <X_BROADCOM_COM_DownstreamLCD>0</X_BROADCOM_COM_DownstreamLCD>
            <X_BROADCOM_COM_DownstreamLCD_2>0</X_BROADCOM_COM_DownstreamLCD_2>
            <X_BROADCOM_COM_UpstreamOCD>0</X_BROADCOM_COM_UpstreamOCD>
            <X_BROADCOM_COM_UpstreamOCD_2>0</X_BROADCOM_COM_UpstreamOCD_2>
            <X_BROADCOM_COM_DownstreamOCD>0</X_BROADCOM_COM_DownstreamOCD>
            <X_BROADCOM_COM_DownstreamOCD_2>0</X_BROADCOM_COM_DownstreamOCD_2>
          </Total>
          <Showtime>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </Showtime>
          <CurrentDay>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </CurrentDay>
          <QuarterHour>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </QuarterHour>
        </Stats>
      </WANDSLInterfaceConfig>
      <WANEthernetInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>Disabled</Status>
        <MACAddress>NULL</MACAddress>
        <MaxBitRate>NULL</MaxBitRate>
        <DuplexMode>NULL</DuplexMode>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>3000</ShapingBurstSize>
        <X_BROADCOM_COM_IfName>NULL</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>DefaultMode</X_BROADCOM_COM_ConnectionMode>
        <X_BROADCOM_COM_PersistentDevice>FALSE</X_BROADCOM_COM_PersistentDevice>
        <X_BROADCOM_COM_LimitedConnections>TRUE</X_BROADCOM_COM_LimitedConnections>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
        </Stats>
      </WANEthernetInterfaceConfig>
      <X_BROADCOM_COM_L2tpAcIntfConfig>
        <Enable>FALSE</Enable>
        <TunnelName>NULL</TunnelName>
        <LnsIpAddress>NULL</LnsIpAddress>
        <IntfStatus>Down</IntfStatus>
        <TunnelId>0</TunnelId>
      </X_BROADCOM_COM_L2tpAcIntfConfig>
      <WANDSLDiagnostics>
        <LoopDiagnosticsState>None</LoopDiagnosticsState>
        <ACTPSDds>0</ACTPSDds>
        <ACTPSDus>0</ACTPSDus>
        <ACTATPds>0</ACTATPds>
        <ACTATPus>0</ACTATPus>
        <HLINSCds>0</HLINSCds>
        <HLINpsds>None</HLINpsds>
        <QLNpsds>None</QLNpsds>
        <SNRpsds>None</SNRpsds>
        <BITSpsds>None</BITSpsds>
        <GAINSpsds>None</GAINSpsds>
        <HLINSCus>0</HLINSCus>
        <HLINGds>1</HLINGds>
        <HLINGus>1</HLINGus>
        <HLINpsus>None</HLINpsus>
        <HLOGGds>1</HLOGGds>
        <HLOGGus>1</HLOGGus>
        <HLOGpsds>None</HLOGpsds>
        <HLOGpsus>None</HLOGpsus>
        <HLOGMTds>0</HLOGMTds>
        <HLOGMTus>0</HLOGMTus>
        <QLNGds>1</QLNGds>
        <QLNGus>1</QLNGus>
        <QLNpsus>None</QLNpsus>
        <QLNMTds>0</QLNMTds>
        <QLNMTus>0</QLNMTus>
        <SNRGds>8</SNRGds>
        <SNRGus>1</SNRGus>
        <SNRpsus>None</SNRpsus>
        <SNRMTds>0</SNRMTds>
        <SNRMTus>0</SNRMTus>
        <LATNpbds>NULL</LATNpbds>
        <LATNpbus>NULL</LATNpbus>
        <SATNds>NULL</SATNds>
        <SATNus>NULL</SATNus>
      </WANDSLDiagnostics>
    </WANDevice>
    <WANDevice instance="3">
      <WANConnectionNumberOfEntries>0</WANConnectionNumberOfEntries>
      <X_SGM_RemoteManagementEnable>FALSE</X_SGM_RemoteManagementEnable>
      <WANCommonInterfaceConfig>
        <EnabledForInternet>TRUE</EnabledForInternet>
        <WANAccessType>Ethernet</WANAccessType>
        <Layer1UpstreamMaxBitRate>0</Layer1UpstreamMaxBitRate>
        <Layer1DownstreamMaxBitRate>0</Layer1DownstreamMaxBitRate>
        <PhysicalLinkStatus>Down</PhysicalLinkStatus>
        <TotalBytesSent>0</TotalBytesSent>
        <TotalBytesReceived>0</TotalBytesReceived>
        <TotalPacketsSent>0</TotalPacketsSent>
        <TotalPacketsReceived>0</TotalPacketsReceived>
        <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
        <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
        <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
        <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        <MaximumActiveConnections>16</MaximumActiveConnections>
        <NumberOfActiveConnections>0</NumberOfActiveConnections>
      </WANCommonInterfaceConfig>
      <WanUSB3GInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>FALSE</Status>
        <Pin>NULL</Pin>
        <Apn>NULL</Apn>
        <DialNumber>NULL</DialNumber>
        <Baud>115200</Baud>
        <X_BROADCOM_COM_IfName>NULL</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>NULL</X_BROADCOM_COM_ConnectionMode>
        <VendorId>0</VendorId>
        <SrcProductId>0</SrcProductId>
        <DstProductId>0</DstProductId>
      </WanUSB3GInterfaceConfig>
      <WANDSLInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>Disabled</Status>
        <ErrorSamplesAvailable>FALSE</ErrorSamplesAvailable>
        <LinkEncapsulationUsed>G.992.3_Annex_K_ATM</LinkEncapsulationUsed>
        <LinkEncapsulationSupported>G.992.3_Annex_K_ATM</LinkEncapsulationSupported>
        <LinkEncapsulationRequested>G.992.3_Annex_K_ATM</LinkEncapsulationRequested>
        <ModulationType>ADSL_G.dmt</ModulationType>
        <LineEncoding>DMT</LineEncoding>
        <DataPath>NULL</DataPath>
        <InterleaveDepth>0</InterleaveDepth>
        <LineNumber>0</LineNumber>
        <UpstreamCurrRate>0</UpstreamCurrRate>
        <DownstreamCurrRate>0</DownstreamCurrRate>
        <X_BROADCOM_COM_UpstreamCurrRate_2>0</X_BROADCOM_COM_UpstreamCurrRate_2>
        <X_BROADCOM_COM_DownstreamCurrRate_2>0</X_BROADCOM_COM_DownstreamCurrRate_2>
        <UpstreamMaxRate>0</UpstreamMaxRate>
        <DownstreamMaxRate>0</DownstreamMaxRate>
        <UpstreamNoiseMargin>0</UpstreamNoiseMargin>
        <DownstreamNoiseMargin>0</DownstreamNoiseMargin>
        <UpstreamAttenuation>0</UpstreamAttenuation>
        <DownstreamAttenuation>0</DownstreamAttenuation>
        <UpstreamPower>0</UpstreamPower>
        <DownstreamPower>0</DownstreamPower>
        <ATURVendor>NULL</ATURVendor>
        <ATURCountry>0</ATURCountry>
        <ATURANSIStd>0</ATURANSIStd>
        <ATURANSIRev>0</ATURANSIRev>
        <ATUCVendor>NULL</ATUCVendor>
        <ATUCCountry>0</ATUCCountry>
        <ATUCANSIStd>0</ATUCANSIStd>
        <ATUCANSIRev>0</ATUCANSIRev>
        <TotalStart>0</TotalStart>
        <ShowtimeStart>0</ShowtimeStart>
        <LastShowtimeStart>0</LastShowtimeStart>
        <CurrentDayStart>0</CurrentDayStart>
        <QuarterHourStart>0</QuarterHourStart>
        <StandardsSupported>G.992.1_Annex_A,G.992.1_Annex_B,G.992.1_Annex_C,T1.413,G.992,G.992.3_Annex_A,G.992.3_Annex_B,G.992.3_Annex_C,G.993.1,G.993.1_Annex_A,G.993.2_Annex_B,G.993_Annex_C,G.992.5_Annex_A</StandardsSupported>
        <StandardUsed>T1.413</StandardUsed>
        <TRELLISds>0</TRELLISds>
        <TRELLISus>0</TRELLISus>
        <ACTSNRMODEds>0</ACTSNRMODEds>
        <ACTSNRMODEus>0</ACTSNRMODEus>
        <ACTUALCE>0</ACTUALCE>
        <SNRMpbds>NULL</SNRMpbds>
        <SNRMpbus>NULL</SNRMpbus>
        <X_BROADCOM_COM_AdslVersion>NULL</X_BROADCOM_COM_AdslVersion>
        <X_BROADCOM_COM_AdslModulationCfg>ADSL_Modulation_All</X_BROADCOM_COM_AdslModulationCfg>
        <X_BROADCOM_COM_ADSL2_AnnexA>FALSE</X_BROADCOM_COM_ADSL2_AnnexA>
        <X_BROADCOM_COM_ADSL2_AnnexM>FALSE</X_BROADCOM_COM_ADSL2_AnnexM>
        <X_BROADCOM_COM_PhoneLinePair>Inner Pair</X_BROADCOM_COM_PhoneLinePair>
        <X_BROADCOM_COM_Bitswap>On</X_BROADCOM_COM_Bitswap>
        <X_BROADCOM_COM_SRA>off</X_BROADCOM_COM_SRA>
        <X_BROADCOM_COM_TrellisD>On</X_BROADCOM_COM_TrellisD>
        <X_BROADCOM_COM_TrellisU>On</X_BROADCOM_COM_TrellisU>
        <X_BROADCOM_COM_SNR>NULL</X_BROADCOM_COM_SNR>
        <X_BROADCOM_COM_Bitmap>Bmode_D</X_BROADCOM_COM_Bitmap>
        <X_BROADCOM_COM_QueueSize>125</X_BROADCOM_COM_QueueSize>
        <X_BROADCOM_COM_NumTxQueues>0</X_BROADCOM_COM_NumTxQueues>
        <X_BROADCOM_COM_UpstreamS>0</X_BROADCOM_COM_UpstreamS>
        <X_BROADCOM_COM_DownstreamS>0</X_BROADCOM_COM_DownstreamS>
        <X_BROADCOM_COM_UpstreamR>0</X_BROADCOM_COM_UpstreamR>
        <X_BROADCOM_COM_DownstreamR>0</X_BROADCOM_COM_DownstreamR>
        <X_BROADCOM_COM_UpstreamK>0</X_BROADCOM_COM_UpstreamK>
        <X_BROADCOM_COM_DownstreamK>0</X_BROADCOM_COM_DownstreamK>
        <X_BROADCOM_COM_UpstreamDelay>0</X_BROADCOM_COM_UpstreamDelay>
        <X_BROADCOM_COM_UpstreamDelay_2>0</X_BROADCOM_COM_UpstreamDelay_2>
        <X_BROADCOM_COM_DownstreamDelay>0</X_BROADCOM_COM_DownstreamDelay>
        <X_BROADCOM_COM_DownstreamDelay_2>0</X_BROADCOM_COM_DownstreamDelay_2>
        <X_BROADCOM_COM_DownstreamINP>0</X_BROADCOM_COM_DownstreamINP>
        <X_BROADCOM_COM_DownstreamINP_2>0</X_BROADCOM_COM_DownstreamINP_2>
        <X_BROADCOM_COM_UpstreamINP>0</X_BROADCOM_COM_UpstreamINP>
        <X_BROADCOM_COM_UpstreamINP_2>0</X_BROADCOM_COM_UpstreamINP_2>
        <X_BROADCOM_COM_UpstreamD>0</X_BROADCOM_COM_UpstreamD>
        <X_BROADCOM_COM_UpstreamD_2>0</X_BROADCOM_COM_UpstreamD_2>
        <X_BROADCOM_COM_DownstreamD>0</X_BROADCOM_COM_DownstreamD>
        <X_BROADCOM_COM_DownstreamD_2>0</X_BROADCOM_COM_DownstreamD_2>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_UpstreamB>0</X_BROADCOM_COM_ADSL2_UpstreamB>
        <X_BROADCOM_COM_ADSL2_UpstreamB_2>0</X_BROADCOM_COM_ADSL2_UpstreamB_2>
        <X_BROADCOM_COM_ADSL2_DownstreamB>0</X_BROADCOM_COM_ADSL2_DownstreamB>
        <X_BROADCOM_COM_ADSL2_DownstreamB_2>0</X_BROADCOM_COM_ADSL2_DownstreamB_2>
        <X_BROADCOM_COM_ADSL2_UpstreamM>0</X_BROADCOM_COM_ADSL2_UpstreamM>
        <X_BROADCOM_COM_ADSL2_UpstreamM_2>0</X_BROADCOM_COM_ADSL2_UpstreamM_2>
        <X_BROADCOM_COM_ADSL2_DownstreamM>0</X_BROADCOM_COM_ADSL2_DownstreamM>
        <X_BROADCOM_COM_ADSL2_DownstreamM_2>0</X_BROADCOM_COM_ADSL2_DownstreamM_2>
        <X_BROADCOM_COM_ADSL2_UpstreamT>0</X_BROADCOM_COM_ADSL2_UpstreamT>
        <X_BROADCOM_COM_ADSL2_UpstreamT_2>0</X_BROADCOM_COM_ADSL2_UpstreamT_2>
        <X_BROADCOM_COM_ADSL2_DownstreamT>0</X_BROADCOM_COM_ADSL2_DownstreamT>
        <X_BROADCOM_COM_ADSL2_DownstreamT_2>0</X_BROADCOM_COM_ADSL2_DownstreamT_2>
        <X_BROADCOM_COM_ADSL2_UpstreamR>0</X_BROADCOM_COM_ADSL2_UpstreamR>
        <X_BROADCOM_COM_ADSL2_UpstreamR_2>0</X_BROADCOM_COM_ADSL2_UpstreamR_2>
        <X_BROADCOM_COM_ADSL2_DownstreamR>0</X_BROADCOM_COM_ADSL2_DownstreamR>
        <X_BROADCOM_COM_ADSL2_DownstreamR_2>0</X_BROADCOM_COM_ADSL2_DownstreamR_2>
        <X_BROADCOM_COM_ADSL2_UpstreamS>0.0</X_BROADCOM_COM_ADSL2_UpstreamS>
        <X_BROADCOM_COM_ADSL2_UpstreamS_2>0.0</X_BROADCOM_COM_ADSL2_UpstreamS_2>
        <X_BROADCOM_COM_ADSL2_DownstreamS>0.0</X_BROADCOM_COM_ADSL2_DownstreamS>
        <X_BROADCOM_COM_ADSL2_DownstreamS_2>0.0</X_BROADCOM_COM_ADSL2_DownstreamS_2>
        <X_BROADCOM_COM_ADSL2_UpstreamL>0</X_BROADCOM_COM_ADSL2_UpstreamL>
        <X_BROADCOM_COM_ADSL2_UpstreamL_2>0</X_BROADCOM_COM_ADSL2_UpstreamL_2>
        <X_BROADCOM_COM_ADSL2_DownstreamL>0</X_BROADCOM_COM_ADSL2_DownstreamL>
        <X_BROADCOM_COM_ADSL2_DownstreamL_2>0</X_BROADCOM_COM_ADSL2_DownstreamL_2>
        <X_BROADCOM_COM_LinkPowerState>L3</X_BROADCOM_COM_LinkPowerState>
        <X_BROADCOM_COM_BondingLineNumber>0</X_BROADCOM_COM_BondingLineNumber>
        <X_BROADCOM_COM_DslCfgParam>2432</X_BROADCOM_COM_DslCfgParam>
        <X_BROADCOM_COM_DslTrainingMarginQ4>-1</X_BROADCOM_COM_DslTrainingMarginQ4>
        <X_BROADCOM_COM_DslShowtimeMarginQ4>-1</X_BROADCOM_COM_DslShowtimeMarginQ4>
        <X_BROADCOM_COM_DslLOMTimeThldSec>-1</X_BROADCOM_COM_DslLOMTimeThldSec>
        <X_BROADCOM_COM_DslPwmSyncClockFreq>0</X_BROADCOM_COM_DslPwmSyncClockFreq>
        <X_BROADCOM_COM_DslHsModeSwitchTime>0</X_BROADCOM_COM_DslHsModeSwitchTime>
        <X_BROADCOM_COM_DslParam>0</X_BROADCOM_COM_DslParam>
        <X_BROADCOM_COM_DslPhyCfg1Mask>9454714</X_BROADCOM_COM_DslPhyCfg1Mask>
        <X_BROADCOM_COM_DslPhyCfg1Value>1066106</X_BROADCOM_COM_DslPhyCfg1Value>
        <X_BROADCOM_COM_DslPhyCfg2Mask>5242880</X_BROADCOM_COM_DslPhyCfg2Mask>
        <X_BROADCOM_COM_DslPhyCfg2Value>5242880</X_BROADCOM_COM_DslPhyCfg2Value>
        <X_BROADCOM_COM_DslPhyCfg3Mask>3</X_BROADCOM_COM_DslPhyCfg3Mask>
        <X_BROADCOM_COM_DslPhyCfg3Value>3</X_BROADCOM_COM_DslPhyCfg3Value>
        <X_BROADCOM_COM_DslPhyCfg4Mask>0</X_BROADCOM_COM_DslPhyCfg4Mask>
        <X_BROADCOM_COM_DslPhyCfg4Value>0</X_BROADCOM_COM_DslPhyCfg4Value>
        <X_BROADCOM_COM_DslPhyCfg5Mask>0</X_BROADCOM_COM_DslPhyCfg5Mask>
        <X_BROADCOM_COM_DslPhyCfg5Value>0</X_BROADCOM_COM_DslPhyCfg5Value>
        <X_BROADCOM_COM_DslPhyCfg6Mask>0</X_BROADCOM_COM_DslPhyCfg6Mask>
        <X_BROADCOM_COM_DslPhyCfg6Value>0</X_BROADCOM_COM_DslPhyCfg6Value>
        <X_BROADCOM_COM_DslPhyCfg7Mask>0</X_BROADCOM_COM_DslPhyCfg7Mask>
        <X_BROADCOM_COM_DslPhyCfg7Value>0</X_BROADCOM_COM_DslPhyCfg7Value>
        <X_BROADCOM_COM_DslPhyCfg8Mask>0</X_BROADCOM_COM_DslPhyCfg8Mask>
        <X_BROADCOM_COM_DslPhyCfg8Value>0</X_BROADCOM_COM_DslPhyCfg8Value>
        <X_BROADCOM_COM_DslPhyUsDataRateKbps>0</X_BROADCOM_COM_DslPhyUsDataRateKbps>
        <X_BROADCOM_COM_DslPhyDsDataRateKbps>0</X_BROADCOM_COM_DslPhyDsDataRateKbps>
        <X_BROADCOM_COM_DslPhyAggrDataRateKbps>0</X_BROADCOM_COM_DslPhyAggrDataRateKbps>
        <X_BROADCOM_COM_DslPhyMiscCfgParam>0</X_BROADCOM_COM_DslPhyMiscCfgParam>
        <X_BROADCOM_COM_BertTest>
          <BertTestMode>Stop</BertTestMode>
          <BertTestDuration>0</BertTestDuration>
          <BertTestStatus>NULL</BertTestStatus>
          <TotalTime>0</TotalTime>
          <ElapsedTime>0</ElapsedTime>
          <BitsTestedCntHigh>0</BitsTestedCntHigh>
          <BitsTestedCntLow>0</BitsTestedCntLow>
          <ErrBitsCntHigh>0</ErrBitsCntHigh>
          <ErrBitsCntLow>0</ErrBitsCntLow>
        </X_BROADCOM_COM_BertTest>
        <Stats>
          <Total>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_RxRsCorrectable_2>0</X_BROADCOM_COM_RxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable_2>0</X_BROADCOM_COM_TxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable_2>0</X_BROADCOM_COM_TxRsUncorrectable_2>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_RxRsUncorrectable_2>0</X_BROADCOM_COM_RxRsUncorrectable_2>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <X_BROADCOM_COM_TxRsWords_2>0</X_BROADCOM_COM_TxRsWords_2>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_RxRsWords_2>0</X_BROADCOM_COM_RxRsWords_2>
            <ReceiveBlocks>0</ReceiveBlocks>
            <X_BROADCOM_COM_ReceiveBlocks_2>0</X_BROADCOM_COM_ReceiveBlocks_2>
            <TransmitBlocks>0</TransmitBlocks>
            <X_BROADCOM_COM_TransmitBlocks_2>0</X_BROADCOM_COM_TransmitBlocks_2>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <X_BROADCOM_COM_FECErrors_2>0</X_BROADCOM_COM_FECErrors_2>
            <ATUCFECErrors>0</ATUCFECErrors>
            <X_BROADCOM_COM_ATUCFECErrors_2>0</X_BROADCOM_COM_ATUCFECErrors_2>
            <HECErrors>0</HECErrors>
            <X_BROADCOM_COM_HECErrors_2>0</X_BROADCOM_COM_HECErrors_2>
            <ATUCHECErrors>0</ATUCHECErrors>
            <X_BROADCOM_COM_ATUCHECErrors_2>0</X_BROADCOM_COM_ATUCHECErrors_2>
            <CRCErrors>0</CRCErrors>
            <X_BROADCOM_COM_CRCErrors_2>0</X_BROADCOM_COM_CRCErrors_2>
            <ATUCCRCErrors>0</ATUCCRCErrors>
            <X_BROADCOM_COM_ATUCCRCErrors_2>0</X_BROADCOM_COM_ATUCCRCErrors_2>
            <X_BROADCOM_COM_UpstreamUas>0</X_BROADCOM_COM_UpstreamUas>
            <X_BROADCOM_COM_DownstreamUas>0</X_BROADCOM_COM_DownstreamUas>
            <X_BROADCOM_COM_UpstreamEs>0</X_BROADCOM_COM_UpstreamEs>
            <X_BROADCOM_COM_UpstreamSes>0</X_BROADCOM_COM_UpstreamSes>
            <X_BROADCOM_COM_UpstreamBitErrors>0</X_BROADCOM_COM_UpstreamBitErrors>
            <X_BROADCOM_COM_UpstreamBitErrors_2>0</X_BROADCOM_COM_UpstreamBitErrors_2>
            <X_BROADCOM_COM_DownstreamBitErrors>0</X_BROADCOM_COM_DownstreamBitErrors>
            <X_BROADCOM_COM_DownstreamBitErrors_2>0</X_BROADCOM_COM_DownstreamBitErrors_2>
            <X_BROADCOM_COM_UpstreamDataCells>0</X_BROADCOM_COM_UpstreamDataCells>
            <X_BROADCOM_COM_UpstreamDataCells_2>0</X_BROADCOM_COM_UpstreamDataCells_2>
            <X_BROADCOM_COM_DownstreamDataCells>0</X_BROADCOM_COM_DownstreamDataCells>
            <X_BROADCOM_COM_DownstreamDataCells_2>0</X_BROADCOM_COM_DownstreamDataCells_2>
            <X_BROADCOM_COM_UpstreamTotalCells>0</X_BROADCOM_COM_UpstreamTotalCells>
            <X_BROADCOM_COM_UpstreamTotalCells_2>0</X_BROADCOM_COM_UpstreamTotalCells_2>
            <X_BROADCOM_COM_DownstreamTotalCells>0</X_BROADCOM_COM_DownstreamTotalCells>
            <X_BROADCOM_COM_DownstreamTotalCells_2>0</X_BROADCOM_COM_DownstreamTotalCells_2>
            <X_BROADCOM_COM_UpstreamLCD>0</X_BROADCOM_COM_UpstreamLCD>
            <X_BROADCOM_COM_UpstreamLCD_2>0</X_BROADCOM_COM_UpstreamLCD_2>
            <X_BROADCOM_COM_DownstreamLCD>0</X_BROADCOM_COM_DownstreamLCD>
            <X_BROADCOM_COM_DownstreamLCD_2>0</X_BROADCOM_COM_DownstreamLCD_2>
            <X_BROADCOM_COM_UpstreamOCD>0</X_BROADCOM_COM_UpstreamOCD>
            <X_BROADCOM_COM_UpstreamOCD_2>0</X_BROADCOM_COM_UpstreamOCD_2>
            <X_BROADCOM_COM_DownstreamOCD>0</X_BROADCOM_COM_DownstreamOCD>
            <X_BROADCOM_COM_DownstreamOCD_2>0</X_BROADCOM_COM_DownstreamOCD_2>
          </Total>
          <Showtime>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </Showtime>
          <CurrentDay>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </CurrentDay>
          <QuarterHour>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </QuarterHour>
        </Stats>
      </WANDSLInterfaceConfig>
      <WANEthernetInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>Disabled</Status>
        <MACAddress>NULL</MACAddress>
        <MaxBitRate>NULL</MaxBitRate>
        <DuplexMode>NULL</DuplexMode>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>3000</ShapingBurstSize>
        <X_BROADCOM_COM_IfName>NULL</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>DefaultMode</X_BROADCOM_COM_ConnectionMode>
        <X_BROADCOM_COM_PersistentDevice>FALSE</X_BROADCOM_COM_PersistentDevice>
        <X_BROADCOM_COM_LimitedConnections>TRUE</X_BROADCOM_COM_LimitedConnections>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
        </Stats>
      </WANEthernetInterfaceConfig>
      <X_BROADCOM_COM_L2tpAcIntfConfig>
        <Enable>FALSE</Enable>
        <TunnelName>NULL</TunnelName>
        <LnsIpAddress>NULL</LnsIpAddress>
        <IntfStatus>Down</IntfStatus>
        <TunnelId>0</TunnelId>
      </X_BROADCOM_COM_L2tpAcIntfConfig>
      <WANDSLDiagnostics>
        <LoopDiagnosticsState>None</LoopDiagnosticsState>
        <ACTPSDds>0</ACTPSDds>
        <ACTPSDus>0</ACTPSDus>
        <ACTATPds>0</ACTATPds>
        <ACTATPus>0</ACTATPus>
        <HLINSCds>0</HLINSCds>
        <HLINpsds>None</HLINpsds>
        <QLNpsds>None</QLNpsds>
        <SNRpsds>None</SNRpsds>
        <BITSpsds>None</BITSpsds>
        <GAINSpsds>None</GAINSpsds>
        <HLINSCus>0</HLINSCus>
        <HLINGds>1</HLINGds>
        <HLINGus>1</HLINGus>
        <HLINpsus>None</HLINpsus>
        <HLOGGds>1</HLOGGds>
        <HLOGGus>1</HLOGGus>
        <HLOGpsds>None</HLOGpsds>
        <HLOGpsus>None</HLOGpsus>
        <HLOGMTds>0</HLOGMTds>
        <HLOGMTus>0</HLOGMTus>
        <QLNGds>1</QLNGds>
        <QLNGus>1</QLNGus>
        <QLNpsus>None</QLNpsus>
        <QLNMTds>0</QLNMTds>
        <QLNMTus>0</QLNMTus>
        <SNRGds>8</SNRGds>
        <SNRGus>1</SNRGus>
        <SNRpsus>None</SNRpsus>
        <SNRMTds>0</SNRMTds>
        <SNRMTus>0</SNRMTus>
        <LATNpbds>NULL</LATNpbds>
        <LATNpbus>NULL</LATNpbus>
        <SATNds>NULL</SATNds>
        <SATNus>NULL</SATNus>
      </WANDSLDiagnostics>
    </WANDevice>
    <WANDevice instance="100">
      <WANConnectionNumberOfEntries>0</WANConnectionNumberOfEntries>
      <X_SGM_RemoteManagementEnable>FALSE</X_SGM_RemoteManagementEnable>
      <WANCommonInterfaceConfig>
        <EnabledForInternet>TRUE</EnabledForInternet>
        <WANAccessType>X_BROADCOM_COM_L2TPAC</WANAccessType>
        <Layer1UpstreamMaxBitRate>0</Layer1UpstreamMaxBitRate>
        <Layer1DownstreamMaxBitRate>0</Layer1DownstreamMaxBitRate>
        <PhysicalLinkStatus>Down</PhysicalLinkStatus>
        <TotalBytesSent>0</TotalBytesSent>
        <TotalBytesReceived>0</TotalBytesReceived>
        <TotalPacketsSent>0</TotalPacketsSent>
        <TotalPacketsReceived>0</TotalPacketsReceived>
        <X_BROADCOM_COM_TxErrors>0</X_BROADCOM_COM_TxErrors>
        <X_BROADCOM_COM_RxErrors>0</X_BROADCOM_COM_RxErrors>
        <X_BROADCOM_COM_TxDrops>0</X_BROADCOM_COM_TxDrops>
        <X_BROADCOM_COM_RxDrops>0</X_BROADCOM_COM_RxDrops>
        <MaximumActiveConnections>16</MaximumActiveConnections>
        <NumberOfActiveConnections>0</NumberOfActiveConnections>
      </WANCommonInterfaceConfig>
      <WanUSB3GInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>FALSE</Status>
        <Pin>NULL</Pin>
        <Apn>NULL</Apn>
        <DialNumber>NULL</DialNumber>
        <Baud>115200</Baud>
        <X_BROADCOM_COM_IfName>NULL</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>NULL</X_BROADCOM_COM_ConnectionMode>
        <VendorId>0</VendorId>
        <SrcProductId>0</SrcProductId>
        <DstProductId>0</DstProductId>
      </WanUSB3GInterfaceConfig>
      <WANDSLInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>Disabled</Status>
        <ErrorSamplesAvailable>FALSE</ErrorSamplesAvailable>
        <LinkEncapsulationUsed>G.992.3_Annex_K_ATM</LinkEncapsulationUsed>
        <LinkEncapsulationSupported>G.992.3_Annex_K_ATM</LinkEncapsulationSupported>
        <LinkEncapsulationRequested>G.992.3_Annex_K_ATM</LinkEncapsulationRequested>
        <ModulationType>ADSL_G.dmt</ModulationType>
        <LineEncoding>DMT</LineEncoding>
        <DataPath>NULL</DataPath>
        <InterleaveDepth>0</InterleaveDepth>
        <LineNumber>0</LineNumber>
        <UpstreamCurrRate>0</UpstreamCurrRate>
        <DownstreamCurrRate>0</DownstreamCurrRate>
        <X_BROADCOM_COM_UpstreamCurrRate_2>0</X_BROADCOM_COM_UpstreamCurrRate_2>
        <X_BROADCOM_COM_DownstreamCurrRate_2>0</X_BROADCOM_COM_DownstreamCurrRate_2>
        <UpstreamMaxRate>0</UpstreamMaxRate>
        <DownstreamMaxRate>0</DownstreamMaxRate>
        <UpstreamNoiseMargin>0</UpstreamNoiseMargin>
        <DownstreamNoiseMargin>0</DownstreamNoiseMargin>
        <UpstreamAttenuation>0</UpstreamAttenuation>
        <DownstreamAttenuation>0</DownstreamAttenuation>
        <UpstreamPower>0</UpstreamPower>
        <DownstreamPower>0</DownstreamPower>
        <ATURVendor>NULL</ATURVendor>
        <ATURCountry>0</ATURCountry>
        <ATURANSIStd>0</ATURANSIStd>
        <ATURANSIRev>0</ATURANSIRev>
        <ATUCVendor>NULL</ATUCVendor>
        <ATUCCountry>0</ATUCCountry>
        <ATUCANSIStd>0</ATUCANSIStd>
        <ATUCANSIRev>0</ATUCANSIRev>
        <TotalStart>0</TotalStart>
        <ShowtimeStart>0</ShowtimeStart>
        <LastShowtimeStart>0</LastShowtimeStart>
        <CurrentDayStart>0</CurrentDayStart>
        <QuarterHourStart>0</QuarterHourStart>
        <StandardsSupported>G.992.1_Annex_A,G.992.1_Annex_B,G.992.1_Annex_C,T1.413,G.992,G.992.3_Annex_A,G.992.3_Annex_B,G.992.3_Annex_C,G.993.1,G.993.1_Annex_A,G.993.2_Annex_B,G.993_Annex_C,G.992.5_Annex_A</StandardsSupported>
        <StandardUsed>T1.413</StandardUsed>
        <TRELLISds>0</TRELLISds>
        <TRELLISus>0</TRELLISus>
        <ACTSNRMODEds>0</ACTSNRMODEds>
        <ACTSNRMODEus>0</ACTSNRMODEus>
        <ACTUALCE>0</ACTUALCE>
        <SNRMpbds>NULL</SNRMpbds>
        <SNRMpbus>NULL</SNRMpbus>
        <X_BROADCOM_COM_AdslVersion>NULL</X_BROADCOM_COM_AdslVersion>
        <X_BROADCOM_COM_AdslModulationCfg>ADSL_Modulation_All</X_BROADCOM_COM_AdslModulationCfg>
        <X_BROADCOM_COM_ADSL2_AnnexA>FALSE</X_BROADCOM_COM_ADSL2_AnnexA>
        <X_BROADCOM_COM_ADSL2_AnnexM>FALSE</X_BROADCOM_COM_ADSL2_AnnexM>
        <X_BROADCOM_COM_PhoneLinePair>Inner Pair</X_BROADCOM_COM_PhoneLinePair>
        <X_BROADCOM_COM_Bitswap>On</X_BROADCOM_COM_Bitswap>
        <X_BROADCOM_COM_SRA>off</X_BROADCOM_COM_SRA>
        <X_BROADCOM_COM_TrellisD>On</X_BROADCOM_COM_TrellisD>
        <X_BROADCOM_COM_TrellisU>On</X_BROADCOM_COM_TrellisU>
        <X_BROADCOM_COM_SNR>NULL</X_BROADCOM_COM_SNR>
        <X_BROADCOM_COM_Bitmap>Bmode_D</X_BROADCOM_COM_Bitmap>
        <X_BROADCOM_COM_QueueSize>125</X_BROADCOM_COM_QueueSize>
        <X_BROADCOM_COM_NumTxQueues>0</X_BROADCOM_COM_NumTxQueues>
        <X_BROADCOM_COM_UpstreamS>0</X_BROADCOM_COM_UpstreamS>
        <X_BROADCOM_COM_DownstreamS>0</X_BROADCOM_COM_DownstreamS>
        <X_BROADCOM_COM_UpstreamR>0</X_BROADCOM_COM_UpstreamR>
        <X_BROADCOM_COM_DownstreamR>0</X_BROADCOM_COM_DownstreamR>
        <X_BROADCOM_COM_UpstreamK>0</X_BROADCOM_COM_UpstreamK>
        <X_BROADCOM_COM_DownstreamK>0</X_BROADCOM_COM_DownstreamK>
        <X_BROADCOM_COM_UpstreamDelay>0</X_BROADCOM_COM_UpstreamDelay>
        <X_BROADCOM_COM_UpstreamDelay_2>0</X_BROADCOM_COM_UpstreamDelay_2>
        <X_BROADCOM_COM_DownstreamDelay>0</X_BROADCOM_COM_DownstreamDelay>
        <X_BROADCOM_COM_DownstreamDelay_2>0</X_BROADCOM_COM_DownstreamDelay_2>
        <X_BROADCOM_COM_DownstreamINP>0</X_BROADCOM_COM_DownstreamINP>
        <X_BROADCOM_COM_DownstreamINP_2>0</X_BROADCOM_COM_DownstreamINP_2>
        <X_BROADCOM_COM_UpstreamINP>0</X_BROADCOM_COM_UpstreamINP>
        <X_BROADCOM_COM_UpstreamINP_2>0</X_BROADCOM_COM_UpstreamINP_2>
        <X_BROADCOM_COM_UpstreamD>0</X_BROADCOM_COM_UpstreamD>
        <X_BROADCOM_COM_UpstreamD_2>0</X_BROADCOM_COM_UpstreamD_2>
        <X_BROADCOM_COM_DownstreamD>0</X_BROADCOM_COM_DownstreamD>
        <X_BROADCOM_COM_DownstreamD_2>0</X_BROADCOM_COM_DownstreamD_2>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc>
        <X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_UpstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc>
        <X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>0</X_BROADCOM_COM_ADSL2_DownstreamMSGc_2>
        <X_BROADCOM_COM_ADSL2_UpstreamB>0</X_BROADCOM_COM_ADSL2_UpstreamB>
        <X_BROADCOM_COM_ADSL2_UpstreamB_2>0</X_BROADCOM_COM_ADSL2_UpstreamB_2>
        <X_BROADCOM_COM_ADSL2_DownstreamB>0</X_BROADCOM_COM_ADSL2_DownstreamB>
        <X_BROADCOM_COM_ADSL2_DownstreamB_2>0</X_BROADCOM_COM_ADSL2_DownstreamB_2>
        <X_BROADCOM_COM_ADSL2_UpstreamM>0</X_BROADCOM_COM_ADSL2_UpstreamM>
        <X_BROADCOM_COM_ADSL2_UpstreamM_2>0</X_BROADCOM_COM_ADSL2_UpstreamM_2>
        <X_BROADCOM_COM_ADSL2_DownstreamM>0</X_BROADCOM_COM_ADSL2_DownstreamM>
        <X_BROADCOM_COM_ADSL2_DownstreamM_2>0</X_BROADCOM_COM_ADSL2_DownstreamM_2>
        <X_BROADCOM_COM_ADSL2_UpstreamT>0</X_BROADCOM_COM_ADSL2_UpstreamT>
        <X_BROADCOM_COM_ADSL2_UpstreamT_2>0</X_BROADCOM_COM_ADSL2_UpstreamT_2>
        <X_BROADCOM_COM_ADSL2_DownstreamT>0</X_BROADCOM_COM_ADSL2_DownstreamT>
        <X_BROADCOM_COM_ADSL2_DownstreamT_2>0</X_BROADCOM_COM_ADSL2_DownstreamT_2>
        <X_BROADCOM_COM_ADSL2_UpstreamR>0</X_BROADCOM_COM_ADSL2_UpstreamR>
        <X_BROADCOM_COM_ADSL2_UpstreamR_2>0</X_BROADCOM_COM_ADSL2_UpstreamR_2>
        <X_BROADCOM_COM_ADSL2_DownstreamR>0</X_BROADCOM_COM_ADSL2_DownstreamR>
        <X_BROADCOM_COM_ADSL2_DownstreamR_2>0</X_BROADCOM_COM_ADSL2_DownstreamR_2>
        <X_BROADCOM_COM_ADSL2_UpstreamS>0.0</X_BROADCOM_COM_ADSL2_UpstreamS>
        <X_BROADCOM_COM_ADSL2_UpstreamS_2>0.0</X_BROADCOM_COM_ADSL2_UpstreamS_2>
        <X_BROADCOM_COM_ADSL2_DownstreamS>0.0</X_BROADCOM_COM_ADSL2_DownstreamS>
        <X_BROADCOM_COM_ADSL2_DownstreamS_2>0.0</X_BROADCOM_COM_ADSL2_DownstreamS_2>
        <X_BROADCOM_COM_ADSL2_UpstreamL>0</X_BROADCOM_COM_ADSL2_UpstreamL>
        <X_BROADCOM_COM_ADSL2_UpstreamL_2>0</X_BROADCOM_COM_ADSL2_UpstreamL_2>
        <X_BROADCOM_COM_ADSL2_DownstreamL>0</X_BROADCOM_COM_ADSL2_DownstreamL>
        <X_BROADCOM_COM_ADSL2_DownstreamL_2>0</X_BROADCOM_COM_ADSL2_DownstreamL_2>
        <X_BROADCOM_COM_LinkPowerState>L3</X_BROADCOM_COM_LinkPowerState>
        <X_BROADCOM_COM_BondingLineNumber>0</X_BROADCOM_COM_BondingLineNumber>
        <X_BROADCOM_COM_DslCfgParam>2432</X_BROADCOM_COM_DslCfgParam>
        <X_BROADCOM_COM_DslTrainingMarginQ4>-1</X_BROADCOM_COM_DslTrainingMarginQ4>
        <X_BROADCOM_COM_DslShowtimeMarginQ4>-1</X_BROADCOM_COM_DslShowtimeMarginQ4>
        <X_BROADCOM_COM_DslLOMTimeThldSec>-1</X_BROADCOM_COM_DslLOMTimeThldSec>
        <X_BROADCOM_COM_DslPwmSyncClockFreq>0</X_BROADCOM_COM_DslPwmSyncClockFreq>
        <X_BROADCOM_COM_DslHsModeSwitchTime>0</X_BROADCOM_COM_DslHsModeSwitchTime>
        <X_BROADCOM_COM_DslParam>0</X_BROADCOM_COM_DslParam>
        <X_BROADCOM_COM_DslPhyCfg1Mask>9454714</X_BROADCOM_COM_DslPhyCfg1Mask>
        <X_BROADCOM_COM_DslPhyCfg1Value>1066106</X_BROADCOM_COM_DslPhyCfg1Value>
        <X_BROADCOM_COM_DslPhyCfg2Mask>5242880</X_BROADCOM_COM_DslPhyCfg2Mask>
        <X_BROADCOM_COM_DslPhyCfg2Value>5242880</X_BROADCOM_COM_DslPhyCfg2Value>
        <X_BROADCOM_COM_DslPhyCfg3Mask>3</X_BROADCOM_COM_DslPhyCfg3Mask>
        <X_BROADCOM_COM_DslPhyCfg3Value>3</X_BROADCOM_COM_DslPhyCfg3Value>
        <X_BROADCOM_COM_DslPhyCfg4Mask>0</X_BROADCOM_COM_DslPhyCfg4Mask>
        <X_BROADCOM_COM_DslPhyCfg4Value>0</X_BROADCOM_COM_DslPhyCfg4Value>
        <X_BROADCOM_COM_DslPhyCfg5Mask>0</X_BROADCOM_COM_DslPhyCfg5Mask>
        <X_BROADCOM_COM_DslPhyCfg5Value>0</X_BROADCOM_COM_DslPhyCfg5Value>
        <X_BROADCOM_COM_DslPhyCfg6Mask>0</X_BROADCOM_COM_DslPhyCfg6Mask>
        <X_BROADCOM_COM_DslPhyCfg6Value>0</X_BROADCOM_COM_DslPhyCfg6Value>
        <X_BROADCOM_COM_DslPhyCfg7Mask>0</X_BROADCOM_COM_DslPhyCfg7Mask>
        <X_BROADCOM_COM_DslPhyCfg7Value>0</X_BROADCOM_COM_DslPhyCfg7Value>
        <X_BROADCOM_COM_DslPhyCfg8Mask>0</X_BROADCOM_COM_DslPhyCfg8Mask>
        <X_BROADCOM_COM_DslPhyCfg8Value>0</X_BROADCOM_COM_DslPhyCfg8Value>
        <X_BROADCOM_COM_DslPhyUsDataRateKbps>0</X_BROADCOM_COM_DslPhyUsDataRateKbps>
        <X_BROADCOM_COM_DslPhyDsDataRateKbps>0</X_BROADCOM_COM_DslPhyDsDataRateKbps>
        <X_BROADCOM_COM_DslPhyAggrDataRateKbps>0</X_BROADCOM_COM_DslPhyAggrDataRateKbps>
        <X_BROADCOM_COM_DslPhyMiscCfgParam>0</X_BROADCOM_COM_DslPhyMiscCfgParam>
        <X_BROADCOM_COM_BertTest>
          <BertTestMode>Stop</BertTestMode>
          <BertTestDuration>0</BertTestDuration>
          <BertTestStatus>NULL</BertTestStatus>
          <TotalTime>0</TotalTime>
          <ElapsedTime>0</ElapsedTime>
          <BitsTestedCntHigh>0</BitsTestedCntHigh>
          <BitsTestedCntLow>0</BitsTestedCntLow>
          <ErrBitsCntHigh>0</ErrBitsCntHigh>
          <ErrBitsCntLow>0</ErrBitsCntLow>
        </X_BROADCOM_COM_BertTest>
        <Stats>
          <Total>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_RxRsCorrectable_2>0</X_BROADCOM_COM_RxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable_2>0</X_BROADCOM_COM_TxRsCorrectable_2>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable_2>0</X_BROADCOM_COM_TxRsUncorrectable_2>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_RxRsUncorrectable_2>0</X_BROADCOM_COM_RxRsUncorrectable_2>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <X_BROADCOM_COM_TxRsWords_2>0</X_BROADCOM_COM_TxRsWords_2>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_RxRsWords_2>0</X_BROADCOM_COM_RxRsWords_2>
            <ReceiveBlocks>0</ReceiveBlocks>
            <X_BROADCOM_COM_ReceiveBlocks_2>0</X_BROADCOM_COM_ReceiveBlocks_2>
            <TransmitBlocks>0</TransmitBlocks>
            <X_BROADCOM_COM_TransmitBlocks_2>0</X_BROADCOM_COM_TransmitBlocks_2>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <X_BROADCOM_COM_FECErrors_2>0</X_BROADCOM_COM_FECErrors_2>
            <ATUCFECErrors>0</ATUCFECErrors>
            <X_BROADCOM_COM_ATUCFECErrors_2>0</X_BROADCOM_COM_ATUCFECErrors_2>
            <HECErrors>0</HECErrors>
            <X_BROADCOM_COM_HECErrors_2>0</X_BROADCOM_COM_HECErrors_2>
            <ATUCHECErrors>0</ATUCHECErrors>
            <X_BROADCOM_COM_ATUCHECErrors_2>0</X_BROADCOM_COM_ATUCHECErrors_2>
            <CRCErrors>0</CRCErrors>
            <X_BROADCOM_COM_CRCErrors_2>0</X_BROADCOM_COM_CRCErrors_2>
            <ATUCCRCErrors>0</ATUCCRCErrors>
            <X_BROADCOM_COM_ATUCCRCErrors_2>0</X_BROADCOM_COM_ATUCCRCErrors_2>
            <X_BROADCOM_COM_UpstreamUas>0</X_BROADCOM_COM_UpstreamUas>
            <X_BROADCOM_COM_DownstreamUas>0</X_BROADCOM_COM_DownstreamUas>
            <X_BROADCOM_COM_UpstreamEs>0</X_BROADCOM_COM_UpstreamEs>
            <X_BROADCOM_COM_UpstreamSes>0</X_BROADCOM_COM_UpstreamSes>
            <X_BROADCOM_COM_UpstreamBitErrors>0</X_BROADCOM_COM_UpstreamBitErrors>
            <X_BROADCOM_COM_UpstreamBitErrors_2>0</X_BROADCOM_COM_UpstreamBitErrors_2>
            <X_BROADCOM_COM_DownstreamBitErrors>0</X_BROADCOM_COM_DownstreamBitErrors>
            <X_BROADCOM_COM_DownstreamBitErrors_2>0</X_BROADCOM_COM_DownstreamBitErrors_2>
            <X_BROADCOM_COM_UpstreamDataCells>0</X_BROADCOM_COM_UpstreamDataCells>
            <X_BROADCOM_COM_UpstreamDataCells_2>0</X_BROADCOM_COM_UpstreamDataCells_2>
            <X_BROADCOM_COM_DownstreamDataCells>0</X_BROADCOM_COM_DownstreamDataCells>
            <X_BROADCOM_COM_DownstreamDataCells_2>0</X_BROADCOM_COM_DownstreamDataCells_2>
            <X_BROADCOM_COM_UpstreamTotalCells>0</X_BROADCOM_COM_UpstreamTotalCells>
            <X_BROADCOM_COM_UpstreamTotalCells_2>0</X_BROADCOM_COM_UpstreamTotalCells_2>
            <X_BROADCOM_COM_DownstreamTotalCells>0</X_BROADCOM_COM_DownstreamTotalCells>
            <X_BROADCOM_COM_DownstreamTotalCells_2>0</X_BROADCOM_COM_DownstreamTotalCells_2>
            <X_BROADCOM_COM_UpstreamLCD>0</X_BROADCOM_COM_UpstreamLCD>
            <X_BROADCOM_COM_UpstreamLCD_2>0</X_BROADCOM_COM_UpstreamLCD_2>
            <X_BROADCOM_COM_DownstreamLCD>0</X_BROADCOM_COM_DownstreamLCD>
            <X_BROADCOM_COM_DownstreamLCD_2>0</X_BROADCOM_COM_DownstreamLCD_2>
            <X_BROADCOM_COM_UpstreamOCD>0</X_BROADCOM_COM_UpstreamOCD>
            <X_BROADCOM_COM_UpstreamOCD_2>0</X_BROADCOM_COM_UpstreamOCD_2>
            <X_BROADCOM_COM_DownstreamOCD>0</X_BROADCOM_COM_DownstreamOCD>
            <X_BROADCOM_COM_DownstreamOCD_2>0</X_BROADCOM_COM_DownstreamOCD_2>
          </Total>
          <Showtime>
            <X_BROADCOM_COM_RxRsUncorrectable>0</X_BROADCOM_COM_RxRsUncorrectable>
            <X_BROADCOM_COM_TxRsUncorrectable>0</X_BROADCOM_COM_TxRsUncorrectable>
            <X_BROADCOM_COM_RxRsCorrectable>0</X_BROADCOM_COM_RxRsCorrectable>
            <X_BROADCOM_COM_TxRsCorrectable>0</X_BROADCOM_COM_TxRsCorrectable>
            <X_BROADCOM_COM_RxRsWords>0</X_BROADCOM_COM_RxRsWords>
            <X_BROADCOM_COM_TxRsWords>0</X_BROADCOM_COM_TxRsWords>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </Showtime>
          <CurrentDay>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </CurrentDay>
          <QuarterHour>
            <ReceiveBlocks>0</ReceiveBlocks>
            <TransmitBlocks>0</TransmitBlocks>
            <CellDelin>0</CellDelin>
            <LinkRetrain>0</LinkRetrain>
            <InitErrors>0</InitErrors>
            <InitTimeouts>0</InitTimeouts>
            <LossOfFraming>0</LossOfFraming>
            <ErroredSecs>0</ErroredSecs>
            <SeverelyErroredSecs>0</SeverelyErroredSecs>
            <FECErrors>0</FECErrors>
            <ATUCFECErrors>0</ATUCFECErrors>
            <HECErrors>0</HECErrors>
            <ATUCHECErrors>0</ATUCHECErrors>
            <CRCErrors>0</CRCErrors>
            <ATUCCRCErrors>0</ATUCCRCErrors>
          </QuarterHour>
        </Stats>
      </WANDSLInterfaceConfig>
      <WANEthernetInterfaceConfig>
        <Enable>FALSE</Enable>
        <Status>Disabled</Status>
        <MACAddress>NULL</MACAddress>
        <MaxBitRate>NULL</MaxBitRate>
        <DuplexMode>NULL</DuplexMode>
        <ShapingRate>-1</ShapingRate>
        <ShapingBurstSize>3000</ShapingBurstSize>
        <X_BROADCOM_COM_IfName>NULL</X_BROADCOM_COM_IfName>
        <X_BROADCOM_COM_ConnectionMode>DefaultMode</X_BROADCOM_COM_ConnectionMode>
        <X_BROADCOM_COM_PersistentDevice>FALSE</X_BROADCOM_COM_PersistentDevice>
        <X_BROADCOM_COM_LimitedConnections>TRUE</X_BROADCOM_COM_LimitedConnections>
        <X_BROADCOM_COM_GMAC_Enabled>FALSE</X_BROADCOM_COM_GMAC_Enabled>
        <Stats>
          <BytesSent>0</BytesSent>
          <BytesReceived>0</BytesReceived>
          <PacketsSent>0</PacketsSent>
          <PacketsReceived>0</PacketsReceived>
        </Stats>
      </WANEthernetInterfaceConfig>
      <X_BROADCOM_COM_L2tpAcIntfConfig>
        <Enable>FALSE</Enable>
        <TunnelName>NULL</TunnelName>
        <LnsIpAddress>NULL</LnsIpAddress>
        <IntfStatus>Down</IntfStatus>
        <TunnelId>0</TunnelId>
      </X_BROADCOM_COM_L2tpAcIntfConfig>
      <WANDSLDiagnostics>
        <LoopDiagnosticsState>None</LoopDiagnosticsState>
        <ACTPSDds>0</ACTPSDds>
        <ACTPSDus>0</ACTPSDus>
        <ACTATPds>0</ACTATPds>
        <ACTATPus>0</ACTATPus>
        <HLINSCds>0</HLINSCds>
        <HLINpsds>None</HLINpsds>
        <QLNpsds>None</QLNpsds>
        <SNRpsds>None</SNRpsds>
        <BITSpsds>None</BITSpsds>
        <GAINSpsds>None</GAINSpsds>
        <HLINSCus>0</HLINSCus>
        <HLINGds>1</HLINGds>
        <HLINGus>1</HLINGus>
        <HLINpsus>None</HLINpsus>
        <HLOGGds>1</HLOGGds>
        <HLOGGus>1</HLOGGus>
        <HLOGpsds>None</HLOGpsds>
        <HLOGpsus>None</HLOGpsus>
        <HLOGMTds>0</HLOGMTds>
        <HLOGMTus>0</HLOGMTus>
        <QLNGds>1</QLNGds>
        <QLNGus>1</QLNGus>
        <QLNpsus>None</QLNpsus>
        <QLNMTds>0</QLNMTds>
        <QLNMTus>0</QLNMTus>
        <SNRGds>8</SNRGds>
        <SNRGus>1</SNRGus>
        <SNRpsus>None</SNRpsus>
        <SNRMTds>0</SNRMTds>
        <SNRMTus>0</SNRMTus>
        <LATNpbds>NULL</LATNpbds>
        <LATNpbus>NULL</LATNpbus>
        <SATNds>NULL</SATNds>
        <SATNus>NULL</SATNus>
      </WANDSLDiagnostics>
    </WANDevice>
    <WANDevice nextInstance="3" ></WANDevice>
    <Layer3Forwarding>
      <DefaultConnectionService>NULL</DefaultConnectionService>
      <ForwardNumberOfEntries>0</ForwardNumberOfEntries>
      <X_BROADCOM_COM_DefaultConnectionServices>pppoa1</X_BROADCOM_COM_DefaultConnectionServices>
      <X_BROADCOM_COM_ActiveDefaultGateway>NULL</X_BROADCOM_COM_ActiveDefaultGateway>
    </Layer3Forwarding>
    <X_BROADCOM_COM_IPv6Layer3Forwarding>
      <DefaultConnectionService>NULL</DefaultConnectionService>
      <ForwardNumberOfEntries>0</ForwardNumberOfEntries>
    </X_BROADCOM_COM_IPv6Layer3Forwarding>
    <Services>
      <StorageService instance="1">
        <Enable>TRUE</Enable>
        <PhysicalMediumNumberOfEntries>0</PhysicalMediumNumberOfEntries>
        <LogicalVolumeNumberOfEntries>0</LogicalVolumeNumberOfEntries>
        <UserAccountNumberOfEntries>0</UserAccountNumberOfEntries>
        <Capabilites>
          <FTPCapable>FALSE</FTPCapable>
          <SFTPCapable>FALSE</SFTPCapable>
          <HTTPCapable>FALSE</HTTPCapable>
          <HTTPSCapable>FALSE</HTTPSCapable>
          <HTTPWritable>FALSE</HTTPWritable>
          <SupportedNetworkProtocols>NULL</SupportedNetworkProtocols>
          <SupportedFileSystemTypes>NULL</SupportedFileSystemTypes>
          <VolumeEncryptionCapable>FALSE</VolumeEncryptionCapable>
        </Capabilites>
        <NetInfo>
          <HostName>NULL</HostName>
          <DomainName>NULL</DomainName>
        </NetInfo>
        <NetworkServer>
          <AFPEnable>FALSE</AFPEnable>
          <NFSEnable>FALSE</NFSEnable>
          <SMBEnable>TRUE</SMBEnable>
          <NetworkProtocolAuthReq>FALSE</NetworkProtocolAuthReq>
        </NetworkServer>
      </StorageService>
      <StorageService nextInstance="2" ></StorageService>
    </Services>
    <X_BROADCOM_COM_SecDmzHostCfg>
      <Enable>FALSE</Enable>
      <IPAddress>NULL</IPAddress>
      <HostName>NULL</HostName>
    </X_BROADCOM_COM_SecDmzHostCfg>
    <X_BROADCOM_COM_AccessTimeRestrictionControl>
      <Enable>FALSE</Enable>
    </X_BROADCOM_COM_AccessTimeRestrictionControl>
    <X_BROADCOM_COM_UrlFilterCfg>
      <Enable>FALSE</Enable>
      <ExcludeMode>Exclude</ExcludeMode>
      <Status>1</Status>
      <EnableTrustIp>FALSE</EnableTrustIp>
      <TrustIpAddr>NULL</TrustIpAddr>
    </X_BROADCOM_COM_UrlFilterCfg>
    <X_BROADCOM_COM_IPPCfg>
      <Enable>FALSE</Enable>
      <Make>NULL</Make>
      <Device>/dev/printer0</Device>
      <Name>NULL</Name>
    </X_BROADCOM_COM_IPPCfg>
    <X_BROADCOM_COM_WapiCertificate>
      <WapiAsCertificate>
        <CertificateFlag>0</CertificateFlag>
        <CertificateLength>0</CertificateLength>
        <CertificateContent>NULL</CertificateContent>
        <PrivateKeyFlag>0</PrivateKeyFlag>
        <PrivateKeyLength>0</PrivateKeyLength>
        <PrivateKeyContent>NULL</PrivateKeyContent>
      </WapiAsCertificate>
      <WapiIssuedCertificate>
        <AsEnabled>0</AsEnabled>
        <LastUpdated>0</LastUpdated>
        <IssuedList>NULL</IssuedList>
        <RevokedList>NULL</RevokedList>
      </WapiIssuedCertificate>
    </X_BROADCOM_COM_WapiCertificate>
    <X_BROADCOM_COM_NetworkConfig>
      <DNSIfName>pppoa1</DNSIfName>
      <DNSServers>NULL</DNSServers>
      <ActiveDNSServers>0.0.0.0,0.0.0.0</ActiveDNSServers>
      <EnableAdvancedDMZ>FALSE</EnableAdvancedDMZ>
    </X_BROADCOM_COM_NetworkConfig>
    <X_BROADCOM_COM_InterfaceControl>
      <IfName>NULL</IfName>
      <MoveToWANSide>FALSE</MoveToWANSide>
      <MoveToLANSide>FALSE</MoveToLANSide>
    </X_BROADCOM_COM_InterfaceControl>
    <X_BROADCOM_COM_IGMPCfg>
      <IgmpVer>3</IgmpVer>
      <IgmpQI>125</IgmpQI>
      <IgmpQRI>10</IgmpQRI>
      <IgmpLMQI>10</IgmpLMQI>
      <IgmpRV>2</IgmpRV>
      <IgmpMaxGroups>25</IgmpMaxGroups>
      <IgmpMaxSources>10</IgmpMaxSources>
      <IgmpMaxMembers>25</IgmpMaxMembers>
      <IgmpFastLeaveEnable>TRUE</IgmpFastLeaveEnable>
      <IgmpLan2LanMulticastEnable>FALSE</IgmpLan2LanMulticastEnable>
      <IgmpJoinImmediate>FALSE</IgmpJoinImmediate>
      <IgmpBridgeIfNames>NULL</IgmpBridgeIfNames>
      <IgmpMcastIfNames>NULL</IgmpMcastIfNames>
    </X_BROADCOM_COM_IGMPCfg>
    <X_BROADCOM_COM_MLDCfg>
      <MldVer>2</MldVer>
      <MldQI>125</MldQI>
      <MldQRI>10</MldQRI>
      <MldLMQI>10</MldLMQI>
      <MldRV>2</MldRV>
      <MldMaxGroups>10</MldMaxGroups>
      <MldMaxSources>10</MldMaxSources>
      <MldMaxMembers>10</MldMaxMembers>
      <MldFastLeaveEnable>TRUE</MldFastLeaveEnable>
      <MldLan2LanMulticastEnable>FALSE</MldLan2LanMulticastEnable>
    </X_BROADCOM_COM_MLDCfg>
    <X_BROADCOM_COM_WlanNvram>
      <WlanNvram>NULL</WlanNvram>
    </X_BROADCOM_COM_WlanNvram>
    <SshControl>
      <Enable>FALSE</Enable>
      <UserName>NULL</UserName>
      <Password>NULL</Password>
      <Key>NULL</Key>
    </SshControl>
    <IPv6Specific>
    </IPv6Specific>
    <X_SAGEM_COM>
      <LanguageId>0</LanguageId>
      <LanguageIdDisplay>0</LanguageIdDisplay>
      <ConfigLock>FALSE</ConfigLock>
      <ConfigId>F2704N_Plusnet_ADSL_1.conf</ConfigId>
      <IgmpVersion>2</IgmpVersion>
      <PppUserNameCase>0</PppUserNameCase>
      <WpsApPin>NULL</WpsApPin>
      <AcsWhiteList>NULL</AcsWhiteList>
      <DefaultAFTR>NULL</DefaultAFTR>
      <FirewallClass>Default</FirewallClass>
      <AlgBool>
        <SipAlgEnabled>FALSE</SipAlgEnabled>
      </AlgBool>
      <webdav>
        <enable>FALSE</enable>
        <wbport>8888</wbport>
        <username>admin</username>
        <password>admin</password>
        <enablessl>FALSE</enablessl>
        <sslport>8899</sslport>
      </webdav>
      <WanFullPath instance="1">
        <fullPath>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.</fullPath>
        <interfaceName>pppoa1</interfaceName>
      </WanFullPath>
      <WanFullPath instance="2">
        <fullPath>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.1.WANIPConnection.1.</fullPath>
        <interfaceName>atm0.1</interfaceName>
      </WanFullPath>
      <WanFullPath nextInstance="3" ></WanFullPath>
      <ConfigFileManagement>
        <AdminConfigFile>NULL</AdminConfigFile>
        <UserConfigFile>NULL</UserConfigFile>
      </ConfigFileManagement>
      <SystemIniCFG>
        <PPPDR>0</PPPDR>
        <AllowWebFiles>.</AllowWebFiles>
      </SystemIniCFG>
      <TwonkyCfg>
        <enable>FALSE</enable>
        <ServerName>SAGEM_TWONKY</ServerName>
        <ServerPort>9000</ServerPort>
        <ContentLocations>NULL</ContentLocations>
        <EnableAutoScan>TRUE</EnableAutoScan>
      </TwonkyCfg>
      <STBConfig>
        <STB_SSHPortForwarding>
          <AvailablePorts>NULL</AvailablePorts>
          <WanInterfaceName>NULL</WanInterfaceName>
        </STB_SSHPortForwarding>
      </STBConfig>
    </X_SAGEM_COM>
  </InternetGatewayDevice>

