I've adjusted the output a bit, serial port soap messages
---------------------------------------------------------





POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Content-Type: text/xml
Content-Length: 2434

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">1804289383</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:Inform><DeviceId><Manufacturer>Sagemcom</Manufacturer><OUI>001556</OUI><ProductClass>Plusnet F@ST 2704N ADSL</ProductClass><SerialNumber>SN_REMOVED</SerialNumber></DeviceId><Event soap:arrayType="cwmp:EventStruct[2]"><EventStruct><EventCode>0 BOOTSTRAP</EventCode><CommandKey></CommandKey></EventStruct><EventStruct><EventCode>1 BOOT</EventCode><CommandKey></CommandKey></EventStruct></Event><MaxEnvelopes>1</MaxEnvelopes><CurrentTime>2015-04-01T04:49:52+00:00</CurrentTime><RetryCount>0</RetryCount><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0008]"><ParameterValueStruct><Name>InternetGatewayDevice.DeviceSummary</Name><Value xsi:type="xsd:string">InternetGatewayDevice:1.1[](Baseline:1, EthernetLAN:1, USBLAN:1, WiFiLAN:1, ADSLWAN:1, Time:1, IPPing:1, ATMLoopback:1, DSLDiagnostics:1, DeviceAssociation:1)</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.SpecVersion</Name><Value xsi:type="xsd:string">1.0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.HardwareVersion</Name><Value xsi:type="xsd:string">F@ST2704N V1.0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.SoftwareVersion</Name><Value xsi:type="xsd:string">7.273.1_F2704N_Plusnet</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.ProvisioningCode</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestURL</Name><Value xsi:type="xsd:string">http://192.168.1.254:7547/</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ParameterKey</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.LANDevice.1.LANHostConfigManagement.IPInterface.1.IPInterfaceIPAddress</Name><Value xsi:type="xsd:string">192.168.1.254</Value></ParameterValueStruct></ParameterList></cwmp:Inform></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
Set-Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253; Path=/
Content-Type: text/xml;charset=UTF-8
Content-Length: 333
Date: Wed, 01 Apr 2015 03:49:53 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/"><env:Header><cwmp:ID env:mustUnderstand="1">1804289383</cwmp:ID></env:Header><env:Body><cwmp:InformResponse xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><MaxEnvelopes>1</MaxEnvelopes></cwmp:InformResponse></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 0

HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 1911
Date: Wed, 01 Apr 2015 03:49:53 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702266</cwmp:ID></env:Header><env:Body><cwmp:SetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterList arrayType="cwmp:ParameterValueStruct[8]"><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.Password</Name><Value xsi:type="xsd:string">tr069</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</Name><Value xsi:type="xsd:unsignedInt">86400</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.Username</Name><Value xsi:type="xsd:string">tr069</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</Name><Value xsi:type="xsd:unsignedInt">1492</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</Name><Value xsi:type="xsd:string">dps</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</Name><Value xsi:type="xsd:unsignedInt">1492</Value></ParameterValueStruct></ParameterList><ParameterKey>284702266</ParameterKey></cwmp:SetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 491

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702266</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:SetParameterValuesResponse><Status>0</Status></cwmp:SetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 1193
Date: Wed, 01 Apr 2015 03:49:54 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702267</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[8]"><string>InternetGatewayDevice.ManagementServer.Password</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</string><string>InternetGatewayDevice.ManagementServer.Username</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1885

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702267</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0008]"><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</Name><Value xsi:type="xsd:unsignedInt">1492</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</Name><Value xsi:type="xsd:string">dps</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</Name><Value xsi:type="xsd:unsignedInt">1492</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.Username</Name><Value xsi:type="xsd:string">tr069</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</Name><Value xsi:type="xsd:unsignedInt">86400</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.Password</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 517
Date: Wed, 01 Apr 2015 03:49:54 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702268</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath></ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:227.820:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 650

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702268</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0001]"><ParameterInfoStruct><Name>InternetGatewayDevice.</Name><Writable>0</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 539
Date: Wed, 01 Apr 2015 03:49:55 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702269</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:228.187:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 5385

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702269</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0040]"><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceSummary</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.LANDeviceNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDeviceNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.Capabilities.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DownloadDiagnostics.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.UploadDiagnostics.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.UDPEchoConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_SyslogCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_LoginCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_AppCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_EthernetSwitch.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_PwrMngtCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.Time.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.Layer2Bridging.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.LANConfigSecurity.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.IPPingDiagnostics.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.TraceRouteDiagnostics.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.LANDevice.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.Layer3Forwarding.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_IPv6Layer3Forwarding.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.Services.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_SecDmzHostCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_AccessTimeRestrictionControl.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_UrlFilterCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_DDnsCfg.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_IPPCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_CertificateCfg.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_WapiCertificate.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_NetworkConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_IGMPCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_MLDCfg.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_IPTunnel.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_VrtSrvAppCfg.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_BROADCOM_COM_WlanNvram.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.SshControl.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.IPv6Specific.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.X_SAGEM_COM.</Name><Writable>0</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 550
Date: Wed, 01 Apr 2015 03:49:56 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702270</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.DeviceInfo.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:229.396:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 3246

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702270</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0021]"><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.Manufacturer</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.ManufacturerOUI</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.ModelName</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.Description</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.ProductClass</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.SerialNumber</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.HardwareVersion</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.SoftwareVersion</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.ModemFirmwareVersion</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.EnabledOptions</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.AdditionalHardwareVersion</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.AdditionalSoftwareVersion</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.SpecVersion</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.ProvisioningCode</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.UpTime</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.FirstUseDate</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_NumberOfCpuThreads</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_SwBuildTimestamp</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_DslPhyDrvVersion</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.DeviceLog</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.DeviceInfo.VendorConfigFileNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;arset=UTF-8
Content-Length: 556
Date: Wed, 01 Apr 2015 03:49:57 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702271</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.ManagementServer.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:230.583:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 3443

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702271</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0021]"><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.URL</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.Username</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.Password</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformTime</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.ParameterKey</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.X_BROADCOM_COM_BoundIfName</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestURL</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.Tr69cEnblACSURLFromOPTION43</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.UpgradesManaged</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.KickURL</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.CWMPRetryMinimumWaitInterval</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.CWMPRetryIntervalMultiplier</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.ManageableDeviceNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.ManageableDeviceNotificationLimit</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.X_SAGEMCOM_COM_IPv6ConnectionRequestURL</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.X_SAGEM_COM_AcsCredential</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.ManagementServer.ManageableDevice.</Name><Writable>0</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 557
Date: Wed, 01 Apr 2015 03:49:57 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702272</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.LANConfigSecurity.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:231.489:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 682

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702272</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0001]"><ParameterInfoStruct><Name>InternetGatewayDevice.LANConfigSecurity.ConfigPassword</Name><Writable>1</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 549
Date: Wed, 01 Apr 2015 03:49:59 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702273</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.WANDevice.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:231.866:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1000

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702273</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0004]"><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.2.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.3.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.100.</Name><Writable>0</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 701
Date: Wed, 01 Apr 2015 03:49:59 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702274</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[3]"><string>InternetGatewayDevice.DeviceSummary</string><string>InternetGatewayDevice.LANDeviceNumberOfEntries</string><string>InternetGatewayDevice.WANDeviceNumberOfEntries</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1135

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702274</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0003]"><ParameterValueStruct><Name>InternetGatewayDevice.WANDeviceNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.LANDeviceNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceSummary</Name><Value xsi:type="xsd:string">InternetGatewayDevice:1.1[](Baseline:1, EthernetLAN:1, USBLAN:1, WiFiLAN:1, ADSLWAN:1, Time:1, IPPing:1, ATMLoopback:1, DSLDiagnostics:1, DeviceAssociation:1)</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 709
Date: Wed, 01 Apr 2015 03:49:59 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702275</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[3]"><string>InternetGatewayDevice.DeviceSummary</string><string>InternetGatewayDevice.LANDeviceNumberOfEntries</string><string>InternetGatewayDevice.WANDeviceNumberOfEntries</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1232

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702275</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0003]"><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDeviceNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.LANDeviceNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceSummary</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 1939
Date: Wed, 01 Apr 2015 03:50:00 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702276</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[21]"><string>InternetGatewayDevice.DeviceInfo.Manufacturer</string><string>InternetGatewayDevice.DeviceInfo.ManufacturerOUI</string><string>InternetGatewayDevice.DeviceInfo.ModelName</string><string>InternetGatewayDevice.DeviceInfo.Description</string><string>InternetGatewayDevice.DeviceInfo.ProductClass</string><string>InternetGatewayDevice.DeviceInfo.SerialNumber</string><string>InternetGatewayDevice.DeviceInfo.HardwareVersion</string><string>InternetGatewayDevice.DeviceInfo.SoftwareVersion</string><string>InternetGatewayDevice.DeviceInfo.ModemFirmwareVersion</string><string>InternetGatewayDevice.DeviceInfo.EnabledOptions</string><string>InternetGatewayDevice.DeviceInfo.AdditionalHardwareVersion</string><string>InternetGatewayDevice.DeviceInfo.AdditionalSoftwareVersion</string><string>InternetGatewayDevice.DeviceInfo.SpecVersion</string><string>InternetGatewayDevice.DeviceInfo.ProvisioningCode</string><string>InternetGatewayDevice.DeviceInfo.UpTime</string><string>InternetGatewayDevice.DeviceInfo.FirstUseDate</string><string>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_NumberOfCpuThreads</string><string>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_SwBuildTimestamp</string><string>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_DslPhyDrvVersion</string><string>InternetGatewayDevice.DeviceInfo.DeviceLog</string><string>InternetGatewayDevice.DeviceInfo.VendorConfigFileNumberOfEntries</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 6867

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702276</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0021]"><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.VendorConfigFileNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.DeviceLog</Name><Value xsi:type="xsd:string">Jan  1 00:00:09 (none) syslog.emerg syslogd started: BusyBox v1.17.2&#10;Jan  1 00:00:09 (none) daemon.crit kernel: eth1 Link UP 100 mbps full duplex&#10;Jan  1 00:00:17 (none) daemon.err syslog: ssk:error:17.733:rcl_sagemObject:434:init firewall class&#10;Jan  1 00:01:08 (none) daemon.err syslog: httpd:error:68.471:send_headers:1563:set the cookie&#10;Jan  1 00:01:13 (none) daemon.err syslog: httpd:error:73.262:dalWan_GetTr69cInterfaceList:4456:TR069 Failed to get group/bridge name from wanIfname pppoa1&#10;Jan  1 00:01:21 (none) daemon.err syslog: tr69c:error:81.842:dns_lookup:910:dns_lookup(acs.plus.net) = failed&#10;Jan  1 00:02:42 (none) daemon.crit kernel: Line 0: xDSL G.994 training&#10;Jan  1 00:02:52 (none) daemon.crit kernel: Line 0: ADSL G.992 started&#10;Jan  1 00:02:59 (none) daemon.crit kernel: Line 0: ADSL G.992 channel analysis&#10;Jan  1 00:03:06 (none) daemon.crit kernel: Line 0: ADSL G.992 message exchange&#10;Jan  1 00:03:06 (none) daemon.crit kernel: Line 0: ADSL link up, Bearer 0, us=936, ds=11119&#10;Jan  1 00:03:07 (none) daemon.err syslog: ssk:error:187.201:rutNtwk_getDNSServersFromIfName:221:Fail to got DNSServers from atm0.1.&#10;Jan  1 00:03:07 (none) daemon.err syslog: ssk:error:187.201:rutNtwk_fetchActiveDnsIp:310:Fail to get dns ip from atm0.1.&#10;Jan  1 00:03:07 (none) daemon.err syslog: ssk:error:187.209:rutNtwk_getDNSServersFromIfName:221:Fail to got DNSServers from atm0.1.&#10;Jan  1 00:03:07 (none) daemon.err syslog: ssk:error:187.210:rutNtwk_fetchActiveDnsIp:310:Fail to get dns ip from atm0.1.&#10;Jan  1 00:03:07 (none) daemon.err syslog: ssk:error:187.212:rutNtwk_getDNSServersFromIfName:221:Fail to got DNSServers from atm0.1.&#10;Jan  1 00:03:07 (none) daemon.err syslog: ssk:error:187.212:rutNtwk_fetchActiveDnsIp:310:Fail to get dns ip from atm0.1.&#10;Jan  1 00:03:08 (none) daemon.crit syslog: PPP LCP UP.&#10;Jan  1 00:03:09 (none) daemon.crit syslog: PPP LCP UP.&#10;Jan  1 00:03:09 (none) daemon.err syslog: ssk:error:189.807:rutCfg_setupWanPppConnection:159:Enter.&#10;Jan  1 00:03:09 (none) daemon.crit syslog: Received valid IP address from server.  Connection UP.&#10;Apr  1 04:49:29 (none) daemon.err syslog: tr69c:error:202.330:dns_lookup:910:dns_lookup(acs.plus.net) = failed&#10;Apr  1 04:49:54 (none) daemon.err syslog: tr69c:error:227.820:testBoolean:1548:unexpected string ==&gt;1&lt;==, returning 1&#10;Apr  1 04:49:54 (none) daemon.err syslog: tr69c:error:228.187:testBoolean:1548:unexpected string ==&gt;1&lt;==, returning 1&#10;Apr  1 04:49:56 (none) daemon.err syslog: tr69c:error:229.396:testBoolean:1548:unexpected string ==&gt;1&lt;==, returning 1&#10;Apr  1 04:49:57 (none) daemon.err syslog: tr69c:error:230.583:testBoolean:1548:unexpected string ==&gt;1&lt;==, returning 1&#10;Apr  1 04:49:58 (none) daemon.err syslog: tr69c:error:231.489:testBoolean:1548:unexpected string ==&gt;1&lt;==, returning 1&#10;Apr  1 04:49:58 (none) daemon.err syslog: tr69c:error:231.866:testBoolean:1548:unexpected string ==&gt;1&lt;==, returning 1&#10;</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_DslPhyDrvVersion</Name><Value xsi:type="xsd:string">A2pG039f2.d25b</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_SwBuildTimestamp</Name><Value xsi:type="xsd:string">141118_1136</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_NumberOfCpuThreads</Name><Value xsi:type="xsd:unsignedInt">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.FirstUseDate</Name><Value xsi:type="xsd:dateTime">2015-04-01T04:49:23+00:00</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.UpTime</Name><Value xsi:type="xsd:unsignedInt">233</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.ProvisioningCode</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.SpecVersion</Name><Value xsi:type="xsd:string">1.0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.AdditionalSoftwareVersion</Name><Value xsi:type="xsd:string">CFE=7.273.1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.AdditionalHardwareVersion</Name><Value xsi:type="xsd:string">BoardId=96318REF</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.EnabledOptions</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.ModemFirmwareVersion</Name><Value xsi:type="xsd:string">7.273.1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.SoftwareVersion</Name><Value xsi:type="xsd:string">7.273.1_F2704N_Plusnet</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.HardwareVersion</Name><Value xsi:type="xsd:string">F@ST2704N V1.0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.SerialNumber</Name><Value xsi:type="xsd:string">SN_REMOVED</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.ProductClass</Name><Value xsi:type="xsd:string">Plusnet F@ST 2704N ADSL</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.Description</Name><Value xsi:type="xsd:string">Sagemcom CPE</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.ModelName</Name><Value xsi:type="xsd:string">Plusnet F@ST 2704N ADSL</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.ManufacturerOUI</Name><Value xsi:type="xsd:string">001556</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.Manufacturer</Name><Value xsi:type="xsd:string">Sagemcom</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 1947
Date: Wed, 01 Apr 2015 03:50:02 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702277</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[21]"><string>InternetGatewayDevice.DeviceInfo.Manufacturer</string><string>InternetGatewayDevice.DeviceInfo.ManufacturerOUI</string><string>InternetGatewayDevice.DeviceInfo.ModelName</string><string>InternetGatewayDevice.DeviceInfo.Description</string><string>InternetGatewayDevice.DeviceInfo.ProductClass</string><string>InternetGatewayDevice.DeviceInfo.SerialNumber</string><string>InternetGatewayDevice.DeviceInfo.HardwareVersion</string><string>InternetGatewayDevice.DeviceInfo.SoftwareVersion</string><string>InternetGatewayDevice.DeviceInfo.ModemFirmwareVersion</string><string>InternetGatewayDevice.DeviceInfo.EnabledOptions</string><string>InternetGatewayDevice.DeviceInfo.AdditionalHardwareVersion</string><string>InternetGatewayDevice.DeviceInfo.AdditionalSoftwareVersion</string><string>InternetGatewayDevice.DeviceInfo.SpecVersion</string><string>InternetGatewayDevice.DeviceInfo.ProvisioningCode</string><string>InternetGatewayDevice.DeviceInfo.UpTime</string><string>InternetGatewayDevice.DeviceInfo.FirstUseDate</string><string>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_NumberOfCpuThreads</string><string>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_SwBuildTimestamp</string><string>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_DslPhyDrvVersion</string><string>InternetGatewayDevice.DeviceInfo.DeviceLog</string><string>InternetGatewayDevice.DeviceInfo.VendorConfigFileNumberOfEntries</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 5403

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702277</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0021]"><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.VendorConfigFileNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.DeviceLog</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_DslPhyDrvVersion</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_SwBuildTimestamp</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.X_BROADCOM_COM_NumberOfCpuThreads</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.FirstUseDate</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.UpTime</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.ProvisioningCode</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.SpecVersion</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.AdditionalSoftwareVersion</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.AdditionalHardwareVersion</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.EnabledOptions</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.ModemFirmwareVersion</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.SoftwareVersion</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.HardwareVersion</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.SerialNumber</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.ProductClass</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.Description</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.ModelName</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.ManufacturerOUI</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.DeviceInfo.Manufacturer</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 2063
Date: Wed, 01 Apr 2015 03:50:03 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702278</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[20]"><string>InternetGatewayDevice.ManagementServer.URL</string><string>InternetGatewayDevice.ManagementServer.Username</string><string>InternetGatewayDevice.ManagementServer.Password</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformTime</string><string>InternetGatewayDevice.ManagementServer.ParameterKey</string><string>InternetGatewayDevice.ManagementServer.X_BROADCOM_COM_BoundIfName</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestURL</string><string>InternetGatewayDevice.ManagementServer.Tr69cEnblACSURLFromOPTION43</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</string><string>InternetGatewayDevice.ManagementServer.UpgradesManaged</string><string>InternetGatewayDevice.ManagementServer.KickURL</string><string>InternetGatewayDevice.ManagementServer.CWMPRetryMinimumWaitInterval</string><string>InternetGatewayDevice.ManagementServer.CWMPRetryIntervalMultiplier</string><string>InternetGatewayDevice.ManagementServer.ManageableDeviceNumberOfEntries</string><string>InternetGatewayDevice.ManagementServer.ManageableDeviceNotificationLimit</string><string>InternetGatewayDevice.ManagementServer.X_SAGEMCOM_COM_IPv6ConnectionRequestURL</string><string>InternetGatewayDevice.ManagementServer.X_SAGEM_COM_AcsCredential</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 3805

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702278</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0020]"><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.X_SAGEM_COM_AcsCredential</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.X_SAGEMCOM_COM_IPv6ConnectionRequestURL</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ManageableDeviceNotificationLimit</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ManageableDeviceNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.CWMPRetryIntervalMultiplier</Name><Value xsi:type="xsd:unsignedInt">2000</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.CWMPRetryMinimumWaitInterval</Name><Value xsi:type="xsd:unsignedInt">5</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.KickURL</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.UpgradesManaged</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</Name><Value xsi:type="xsd:string">dps</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.Tr69cEnblACSURLFromOPTION43</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestURL</Name><Value xsi:type="xsd:string">http://192.168.1.254:7547/</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.X_BROADCOM_COM_BoundIfName</Name><Value xsi:type="xsd:string">LAN</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ParameterKey</Name><Value xsi:type="xsd:string">284702266</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformTime</Name><Value xsi:type="xsd:dateTime">2015-04-01T04:50:03+00:00</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</Name><Value xsi:type="xsd:unsignedInt">86400</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.Password</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.Username</Name><Value xsi:type="xsd:string">tr069</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.URL</Name><Value xsi:type="xsd:string">https://acs.plus.net:8443/dps/TR069</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 2071
Date: Wed, 01 Apr 2015 03:50:03 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702279</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[20]"><string>InternetGatewayDevice.ManagementServer.URL</string><string>InternetGatewayDevice.ManagementServer.Username</string><string>InternetGatewayDevice.ManagementServer.Password</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</string><string>InternetGatewayDevice.ManagementServer.PeriodicInformTime</string><string>InternetGatewayDevice.ManagementServer.ParameterKey</string><string>InternetGatewayDevice.ManagementServer.X_BROADCOM_COM_BoundIfName</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestURL</string><string>InternetGatewayDevice.ManagementServer.Tr69cEnblACSURLFromOPTION43</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</string><string>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</string><string>InternetGatewayDevice.ManagementServer.UpgradesManaged</string><string>InternetGatewayDevice.ManagementServer.KickURL</string><string>InternetGatewayDevice.ManagementServer.CWMPRetryMinimumWaitInterval</string><string>InternetGatewayDevice.ManagementServer.CWMPRetryIntervalMultiplier</string><string>InternetGatewayDevice.ManagementServer.ManageableDeviceNumberOfEntries</string><string>InternetGatewayDevice.ManagementServer.ManageableDeviceNotificationLimit</string><string>InternetGatewayDevice.ManagementServer.X_SAGEMCOM_COM_IPv6ConnectionRequestURL</string><string>InternetGatewayDevice.ManagementServer.X_SAGEM_COM_AcsCredential</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 5364

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702279</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0020]"><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.X_SAGEM_COM_AcsCredential</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.X_SAGEMCOM_COM_IPv6ConnectionRequestURL</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.ManageableDeviceNotificationLimit</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.ManageableDeviceNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.CWMPRetryIntervalMultiplier</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.CWMPRetryMinimumWaitInterval</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.KickURL</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.UpgradesManaged</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestPassword</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestUsername</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.Tr69cEnblACSURLFromOPTION43</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestURL</Name>
<Notification>2</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.X_BROADCOM_COM_BoundIfName</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.ParameterKey</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformTime</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformInterval</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.PeriodicInformEnable</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.Password</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.Username</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.ManagementServer.URL</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 594
Date: Wed, 01 Apr 2015 03:50:05 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702280</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[1]"><string>InternetGatewayDevice.LANConfigSecurity.ConfigPassword</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 702

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702280</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0001]"><ParameterValueStruct><Name>InternetGatewayDevice.LANConfigSecurity.ConfigPassword</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 602
Date: Wed, 01 Apr 2015 03:50:05 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702281</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[1]"><string>InternetGatewayDevice.LANConfigSecurity.ConfigPassword</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 799

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702281</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0001]"><ParameterAttributeStruct><Name>InternetGatewayDevice.LANConfigSecurity.ConfigPassword</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 551
Date: Wed, 01 Apr 2015 03:50:06 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<enope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702282</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.WANDevice.1.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:238.987:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1782

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702282</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0009]"><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.X_SGM_RemoteManagementEnable</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANCommonInterfaceConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WanUSB3GInterfaceConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANDSLInterfaceConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANEthernetInterfaceConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.X_BROADCOM_COM_L2tpAcIntfConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANDSLDiagnostics.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.</Name><Writable>1</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 571
Date: Wed, 01 Apr 2015 03:50:06 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702283</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:239.619:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 818

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702283</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0002]"><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.1.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.</Name><Writable>1</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 681
Date: Wed, 01 Apr 2015 03:50:07 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702284</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[2]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionNumberOfEntries</string><string>InternetGatewayDevice.WANDevice.1.X_SGM_RemoteManagementEnable</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 875

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702284</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0002]"><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.X_SGM_RemoteManagementEnable</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">2</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 689
Date: Wed, 01 Apr 2015 03:50:07 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702285</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[2]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionNumberOfEntries</string><string>InternetGatewayDevice.WANDevice.1.X_SGM_RemoteManagementEnable</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1049

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702285</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0002]"><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.X_SGM_RemoteManagementEnable</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 573
Date: Wed, 01 Apr 2015 03:50:07 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702286</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:240.917:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1815

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702286</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0008]"><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANIPConnectionNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnectionNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANDSLLinkConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANATMF5LoopbackDiagnostics.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANEthernetLinkConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.X_BROADCOM_COM_L2tpAcLinkConfig.</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANIPConnection.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.</Name><Writable>1</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 590
Date: Wed, 01 Apr 2015 03:50:08 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702287</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:241.590:testBoolean:1548:unexpected string ==>1<==, returning 1

POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 703

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702287</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0001]"><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.</Name><Writable>1</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 730
Date: Wed, 01 Apr 2015 03:50:08 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702288</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[2]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANIPConnectionNumberOfEntries</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnectionNumberOfEntries</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 928

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702288</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0002]"><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnectionNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANIPConnectionNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 738
Date: Wed, 01 Apr 2015 03:50:08 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702289</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[2]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANIPConnectionNumberOfEntries</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnectionNumberOfEntries</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 1098

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702289</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0002]"><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnectionNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANIPConnectionNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 592
Date: Wed, 01 Apr 2015 03:50:10 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702290</cwmp:ID></env:Header><env:Body><cwmp:GetParameterNames xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterPath>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.</ParameterPath><NextLevel>1</NextLevel></cwmp:GetParameterNames></env:Body></env:Envelope>


tr69c:error:242.674:testBoolean:1548:unexpected string ==>1<==, returning 1


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 15443

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702290</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterNamesResponse><ParameterList soap:arrayType="cwmp:ParameterInfoStruct[0085]"><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Enable</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Reset</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionStatus</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PossibleConnectionTypes</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionType</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoESessionID</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DefaultGateway</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Name</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Uptime</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.LastConnectionError</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.IdleDisconnectTime</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RSIPAvailable</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.NATEnabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FullconeNATEnabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FirewallEnabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IGMPEnabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Username</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Password</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPEncryptionProtocol</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPCompressionProtocol</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPAuthenticationProtocol</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ConnectionEstablishedTime</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPExtension</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UseStaticIPAddress</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LocalIPAddress</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IfName</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultGateway</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Enable_Debug</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AddPppToBridge</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMux8021p</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMuxID</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UserRequest</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ExternalIPAddress</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RemoteIPAddress</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.CurrentMRUSize</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSEnabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSOverrideAllowed</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSServers</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddress</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddressOverride</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.TransportType</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEACName</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEServiceName</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionTrigger</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RouteProtocolRx</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEcho</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEchoRetry</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PortMappingNumberOfEntries</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6Enabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv4Enabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPMode</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPServer</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UnnumberedModel</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6ConnStatus</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PppUp</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6AddressingType</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForAddress</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForPrefixDelegation</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ExternalIPv6Address</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultIPv6Gateway</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MFlag</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_OFlag</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DNSServers</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DomainName</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PrefixDelegationEnabled</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefix</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixPltime</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixVltime</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AFlag</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LFlag</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cPid</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MLDEnabled</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_TransientLayer2LinkStatus</Name><Writable>0</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_enable</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_period</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_PPPoA_Rspping_enable</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_test_enable</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_FirewallLevel</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_SetAcsCredential</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PortMapping.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PortTriggering.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FirewallException.</Name><Writable>1</Writable></ParameterInfoStruct><ParameterInfoStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Stats.</Name><Writable>0</Writable></ParameterInfoStruct></ParameterList></cwmp:GetParameterNamesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 4330
Date: Wed, 01 Apr 2015 03:50:13 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702291</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[34]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Reset</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionStatus</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PossibleConnectionTypes</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionType</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoESessionID</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DefaultGateway</string><string

>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Name</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Uptime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.LastConnectionError</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.IdleDisconnectTime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RSIPAvailable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.NATEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FullconeNATEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FirewallEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IGMPEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Username</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Password</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPEncryptionProtocol</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPCompressionProtocol</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPAuthenticationProtocol</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ConnectionEstablishedTime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPExtension</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UseStaticIPAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LocalIPAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IfName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultGateway</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Enable_Debug</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AddPppToBridge</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMux8021p</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMuxID</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UserRequest</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ExternalIPAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RemoteIPAddress</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 7228

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702291</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0034]"><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RemoteIPAddress</Name><Value xsi:type="xsd:string">3.3.3.3</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ExternalIPAddress</Name><Value xsi:type="xsd:string">4.4.4.4</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UserRequest</Name><Value xsi:type="xsd:string">None</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMuxID</Name><Value xsi:type="xsd:int">-1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMux8021p</Name><Value xsi:type="xsd:int">-1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AddPppToBridge</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Enable_Debug</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultGateway</Name><Value xsi:type="xsd:string">3.3.3.3</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IfName</Name><Value xsi:type="xsd:string">pppoa1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LocalIPAddress</Name><Value xsi:type="xsd:string">0.0.0.0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UseStaticIPAddress</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPExtension</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ConnectionEstablishedTime</Name><Value xsi:type="xsd:unsignedInt">189</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPAuthenticationProtocol</Name><Value xsi:type="xsd:string">AUTO_AUTH</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPCompressionProtocol</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPEncryptionProtocol</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Password</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Username</Name><Value xsi:type="xsd:string">blaablaablaa@plusdsl.net</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IGMPEnabled</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FirewallEnabled</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FullconeNATEnabled</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.NATEnabled</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RSIPAvailable</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.IdleDisconnectTime</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.LastConnectionError</Name><Value xsi:type="xsd:string">ERROR_NONE</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Uptime</Name><Value xsi:type="xsd:unsignedInt">57</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Name</Name><Value xsi:type="xsd:string">pppoa_0_0_38</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DefaultGateway</Name><Value xsi:type="xsd:string">3.3.3.3</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoESessionID</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionType</Name><Value xsi:type="xsd:string">IP_Routed</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PossibleConnectionTypes</Name><Value xsi:type="xsd:string">Unconfigured, IP_Routed</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionStatus</Name><Value xsi:type="xsd:string">Connected</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Reset</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Enable</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 4338
Date: Wed, 01 Apr 2015 03:50:14 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702292</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[34]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Reset</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionStatus</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PossibleConnectionTypes</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionType</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoESessionID</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DefaultGateway</string><st

ring>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Name</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Uptime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.LastConnectionError</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.IdleDisconnectTime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RSIPAvailable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.NATEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FullconeNATEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FirewallEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IGMPEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Username</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Password</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPEncryptionProtocol</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPCompressionProtocol</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPAuthenticationProtocol</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ConnectionEstablishedTime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPExtension</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UseStaticIPAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LocalIPAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IfName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultGateway</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Enable_Debug</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AddPppToBridge</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMux8021p</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMuxID</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UserRequest</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ExternalIPAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RemoteIPAddress</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 9913

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702292</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0034]"><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RemoteIPAddress</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ExternalIPAddress</Name>
<Notification>2</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UserRequest</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMuxID</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_VlanMux8021p</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AddPppToBridge</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Enable_Debug</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultGateway</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IfName</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LocalIPAddress</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UseStaticIPAddress</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPExtension</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ConnectionEstablishedTime</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPAuthenticationProtocol</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPCompressionProtocol</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPEncryptionProtocol</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Password</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Username</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IGMPEnabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FirewallEnabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_FullconeNATEnabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.NATEnabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RSIPAvailable</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.IdleDisconnectTime</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.LastConnectionError</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Uptime</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Name</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DefaultGateway</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoESessionID</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionType</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PossibleConnectionTypes</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionStatus</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Reset</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.Enable</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 4446
Date: Wed, 01 Apr 2015 03:50:15 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702293</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[34]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.CurrentMRUSize</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSOverrideAllowed</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSServers</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddressOverride</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.TransportType</string><strin

g>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEACName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEServiceName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionTrigger</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RouteProtocolRx</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEcho</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEchoRetry</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PortMappingNumberOfEntries</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6Enabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv4Enabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPMode</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPServer</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UnnumberedModel</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6ConnStatus</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PppUp</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6AddressingType</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForPrefixDelegation</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ExternalIPv6Address</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultIPv6Gateway</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_OFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DNSServers</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DomainName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PrefixDelegationEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefix</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixPltime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixVltime</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 7256

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702293</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0034]"><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixVltime</Name><Value xsi:type="xsd:int">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixPltime</Name><Value xsi:type="xsd:int">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefix</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PrefixDelegationEnabled</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DomainName</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DNSServers</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_OFlag</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MFlag</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultIPv6Gateway</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ExternalIPv6Address</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForPrefixDelegation</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForAddress</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6AddressingType</Name><Value xsi:type="xsd:string">DHCP</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PppUp</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6ConnStatus</Name><Value xsi:type="xsd:string">Unconfigured</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UnnumberedModel</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPServer</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPMode</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv4Enabled</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6Enabled</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PortMappingNumberOfEntries</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEchoRetry</Name><Value xsi:type="xsd:unsignedInt">5</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEcho</Name><Value xsi:type="xsd:unsignedInt">30</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RouteProtocolRx</Name><Value xsi:type="xsd:string">Off</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionTrigger</Name><Value xsi:type="xsd:string">AlwaysOn</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEServiceName</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEACName</Name><Value xsi:type="xsd:string">Empty</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.TransportType</Name><Value xsi:type="xsd:string">PPPoE</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddressOverride</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddress</Name><Value xsi:type="xsd:string">44:e9:dd:00:00:03</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSServers</Name><Value xsi:type="xsd:string">1.1.1.1,2.2.2.2</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSOverrideAllowed</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSEnabled</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.CurrentMRUSize</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 4454
Date: Wed, 01 Apr 2015 03:50:17 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702294</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[34]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.CurrentMRUSize</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSOverrideAllowed</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSServers</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddressOverride</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.TransportType</string><s

tring>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEACName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEServiceName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionTrigger</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RouteProtocolRx</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEcho</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEchoRetry</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PortMappingNumberOfEntries</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6Enabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv4Enabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPMode</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPServer</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UnnumberedModel</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6ConnStatus</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PppUp</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6AddressingType</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForAddress</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForPrefixDelegation</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ExternalIPv6Address</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultIPv6Gateway</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_OFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DNSServers</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DomainName</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PrefixDelegationEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefix</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixPltime</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixVltime</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 10029

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702294</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0034]"><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixVltime</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefixPltime</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6SitePrefix</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PrefixDelegationEnabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DomainName</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6DNSServers</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_OFlag</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MFlag</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_DefaultIPv6Gateway</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_ExternalIPv6Address</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForPrefixDelegation</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cForAddress</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6AddressingType</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6PppUp</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6ConnStatus</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_UnnumberedModel</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPServer</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_PCPMode</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv4Enabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_IPv6Enabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PortMappingNumberOfEntries</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEchoRetry</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPLCPEcho</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.RouteProtocolRx</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ConnectionTrigger</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEServiceName</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.PPPoEACName</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.TransportType</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddressOverride</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.MACAddress</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSServers</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSOverrideAllowed</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.DNSEnabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.CurrentMRUSize</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 2055
Date: Wed, 01 Apr 2015 03:50:18 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702295</cwmp:ID></env:Header><env:Body><cwmp:GetParameterValues xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[13]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cPid</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MLDEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_TransientLayer2LinkStatus</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_period</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_PPPoA_Rspping_enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_test_enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_FirewallLevel</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_SetAcsCredential</string></ParameterNames></cwmp:GetParameterValues></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 3153

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702295</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterValuesResponse><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0013]"><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_SetAcsCredential</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_FirewallLevel</Name><Value xsi:type="xsd:string">Standard</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_test_enable</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_PPPoA_Rspping_enable</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</Name><Value xsi:type="xsd:unsignedInt">1492</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</Name><Value xsi:type="xsd:unsignedInt">1492</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_period</Name><Value xsi:type="xsd:unsignedInt">15</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_enable</Name><Value xsi:type="xsd:boolean">1</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_TransientLayer2LinkStatus</Name><Value xsi:type="xsd:string">Up</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MLDEnabled</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cPid</Name><Value xsi:type="xsd:unsignedInt">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LFlag</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AFlag</Name><Value xsi:type="xsd:boolean">0</Value></ParameterValueStruct></ParameterList></cwmp:GetParameterValuesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
SOAPAction::
Content-Type: text/xml;charset=UTF-8
Content-Length: 2063
Date: Wed, 01 Apr 2015 03:50:18 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"><env:Header><cwmp:ID env:mustUnderstand="1">284702296</cwmp:ID></env:Header><env:Body><cwmp:GetParameterAttributes xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><ParameterNames arrayType="xsd:string[13]"><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LFlag</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cPid</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MLDEnabled</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_TransientLayer2LinkStatus</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_period</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_PPPoA_Rspping_enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_test_enable</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_FirewallLevel</string><string>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_SetAcsCredential</string></ParameterNames></cwmp:GetParameterAttributes></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=181C78CBAFB77B6330B88CE904334253
Content-Type: text/xml
Content-Length: 4215

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">284702296</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:GetParameterAttributesResponse><ParameterList soap:arrayType="cwmp:ParameterAttributeStruct[0013]"><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_SetAcsCredential</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_FirewallLevel</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_test_enable</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_PPPoA_Rspping_enable</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_mtu</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_neg_mtu</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_period</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_SAGEM_COM_ppp_retry_enable</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_TransientLayer2LinkStatus</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_MLDEnabled</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_Dhcp6cPid</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_LFlag</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct><ParameterAttributeStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.X_BROADCOM_COM_AFlag</Name>
<Notification>0</Notification><AccessList soap:arrayType="xsd:string[1]"><string>Subscriber</string></AccessList></ParameterAttributeStruct></ParameterList></cwmp:GetParameterAttributesResponse></soapenv:Body></soapenv:Envelope>HTTP/1.1 204 No Content
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
Date: Wed, 01 Apr 2015 03:50:20 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)































*** Another part Connection ***


























POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Content-Type: text/xml
Content-Length: 2566

<soapenv:Envelope xmlns:soapenv="http://schemas.xmlsoap.org/soap/envelope/" xmlns:soap="http://schemas.xmlsoap.org/soap/encoding/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xmlns:cwmp="urn:dslforum-org:cwmp-1-0">
<soapenv:Header><cwmp:ID soapenv:mustUnderstand="1">1804289383</cwmp:ID></soapenv:Header><soapenv:Body><cwmp:Inform><DeviceId><Manufacturer>Sagemcom</Manufacturer><OUI>001556</OUI><ProductClass>Plusnet F@ST 2704N ADSL</ProductClass><SerialNumber>SN_REMOVED</SerialNumber></DeviceId><Event soap:arrayType="cwmp:EventStruct[1]"><EventStruct><EventCode>4 VALUE CHANGE</EventCode><CommandKey></CommandKey></EventStruct></Event><MaxEnvelopes>1</MaxEnvelopes><CurrentTime>2015-04-01T05:20:15+00:00</CurrentTime><RetryCount>0</RetryCount><ParameterList soap:arrayType="cwmp:ParameterValueStruct[0009]"><ParameterValueStruct><Name>InternetGatewayDevice.DeviceSummary</Name><Value xsi:type="xsd:string">InternetGatewayDevice:1.1[](Baseline:1, EthernetLAN:1, USBLAN:1, WiFiLAN:1, ADSLWAN:1, Time:1, IPPing:1, ATMLoopback:1, DSLDiagnostics:1, DeviceAssociation:1)</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.SpecVersion</Name><Value xsi:type="xsd:string">1.0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.HardwareVersion</Name><Value xsi:type="xsd:string">F@ST2704N V1.0</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.SoftwareVersion</Name><Value xsi:type="xsd:string">7.273.1_F2704N_Plusnet</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.DeviceInfo.ProvisioningCode</Name><Value xsi:type="xsd:string"></Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ConnectionRequestURL</Name><Value xsi:type="xsd:string">http://192.168.1.254:7547/</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.ManagementServer.ParameterKey</Name><Value xsi:type="xsd:string">284702266</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.LANDevice.1.LANHostConfigManagement.IPInterface.1.IPInterfaceIPAddress</Name><Value xsi:type="xsd:string">192.168.1.254</Value></ParameterValueStruct><ParameterValueStruct><Name>InternetGatewayDevice.WANDevice.1.WANConnectionDevice.2.WANPPPConnection.1.ExternalIPAddress</Name><Value xsi:type="xsd:string">5.5.5.5</Value></ParameterValueStruct></ParameterList></cwmp:Inform></soapenv:Body></soapenv:Envelope>HTTP/1.1 200 OK
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
Set-Cookie: JSESSIONID=E6EA7000BD37592DBEA8FD495E7DF9FB; Path=/
Content-Type: text/xml;charset=UTF-8
Content-Length: 333
Date: Wed, 01 Apr 2015 04:20:14 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

<env:Envelope xmlns:cwmp="urn:dslforum-org:cwmp-1-0" xmlns:env="http://schemas.xmlsoap.org/soap/envelope/"><env:Header><cwmp:ID env:mustUnderstand="1">1804289383</cwmp:ID></env:Header><env:Body><cwmp:InformResponse xmlns:cwmp="urn:dslforum-org:cwmp-1-0"><MaxEnvelopes>1</MaxEnvelopes></cwmp:InformResponse></env:Body></env:Envelope>


POST /dps/TR069 HTTP/1.1
Host: acs.plus.net:8443
User-Agent: BCM_TR69_CPE_04_00
Connection: keep-alive
SOAPAction:
Cookie: JSESSIONID=E6EA7000BD37592DBEA8FD495E7DF9FB
Content-Type: text/xml
Content-Length: 0

HTTP/1.1 204 No Content
Server: Apache-Coyote/1.1
X-Powered-By: Servlet 2.4; JBoss-4.2.3.GA (build: SVNTag=JBoss_4_2_3_GA date=200807181417)/JBossWeb-2.0
Date: Wed, 01 Apr 2015 04:20:14 GMT
Via: 1.1 acs.plus.net:8443 (Alteon iSD-SSL/5.1.15)

